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<<Unchanged sections omitted>>
6.6.3.3A.2_1
Additional spurious emissions for CA (inter-band DL CA and UL CA) for UL 64QAM

<<Unchanged sections omitted>>
6.6.3.3A.2_1.4
Test description

6.6.3.3A.2_1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. For the UE maximum output power modified by A-MPR specified in table 6.6.3.3A.2_1.4.1-1, the power limits specified in subclause 6.2.5A.2.3 apply
6.6.3.3A.2_1.4.1-1 Additional spurious emissions for inter-band CA
	Uplink CA Configuration
	NS-value per CC (in same order as UL CA Configuration column)
	Applicable emissions requirements (in same order as UL CA Configuration column)

	CA_1A-3A
CA_1A-5A

CA_1A-7A

CA_1A-8A
	NS_05
	NS_01
	Table 6.6.3.3.5.1-1
	N/A

	CA_2A-13A, CA_4A-13A
	NS_03
	NS_07
	Table 6.6.2.2.3.1-1
	Table 6.6.2.2.3.3-1
Table 6.6.3.3.3.2-1

	CA_3A-26A
	NS_01
	NS_12
	N/A
	Table 6.6.3.3.3.5-1

	CA_3A-26A
	NS_01
	NS_15
	N/A
	Table 6.6.3.3.3.8-1

	Note 1:
For CCs with NS_01, there are no additional requirements defined in 36.101. Only CCs with NS-value different than NS_01 needs to be tested.
Note 2:
A-MPR values for NS-values in this table are the same as in section 6.2.4.3.


The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-2. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in tables 6.6.3.3A.2_1.4.1-2 to 6.6.3.3A.2_1.4.1-5. The details of the uplink reference measurement channels (RMCs) are specified in Annexe A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
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