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Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.
F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	<Unchanged Lines Skipped>

	9.1.40_1 3DL TDD RSRP for E-UTRAN in Carrier Aggregation (Rel-12 and forward)
	Same as 9.1.37
	Same as 9.1.37

	9.1.57 FD-FDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc, Ês2 / Noc each ±0.3 dB averaged over BWConfig
Ês1 / Noc, Ês2 / Noc each ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	9.1.58 HD-FDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Same as 9.1.57
	Same as 9.1.57

	9.1.59 TDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Same as 9.1.57
	Same as 9.1.57

	9.2.1.1 FDD Intra Frequency Absolute RSRQ Accuracy
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc and Ês2 / Noc each ±0.3 dB averaged over BWConfig
Ês1 / Noc and Ês2 / Noc each ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN


F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	<Unchanged Lines Skipped>

	9.1.40_1 3DL TDD RSRP for E-UTRAN in Carrier Aggregation (Rel-12 and forward)
	Same as 9.1.37
	Same as 9.1.37
	Same as 9.1.37

	9.1.57 FD-FDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Test 1:
Noc: = -99dBm/15kHz

Ês1 / Noc: -12dB

Ês2 / Noc: -14dB

Reported absolute RSRP values:

 Normal condtion: ±8dB
 Extreme condtion: ±11dB
Reported relative RSRP values: 
 Normal condtion: ±5dB
 Extreme condtion: ±5dB
Test 2:
Noc: = -79dBm/15kHz

Ês1 / Noc: -12dB

Ês2 / Noc: -14dB

Reported absolute RSRP values:

 Normal condtion: ±10dB
 Extreme condtion: ±13dB
Reported relative RSRP values: 
 Normal condtion: ±5dB
 Extreme condtion: ±5dB
Test 3:
Noc: = -107dBm~-104dBm/15kHz depending on operating band
Ês1 / Noc: -12dB

Ês2 / Noc: -14dB

Reported absolute RSRP values:

 Normal condtion: ±8dB
 Extreme condtion: ±11dB
Reported relative RSRP values: 
 Normal condtion: ±5dB
 Extreme condtion: ±5dB
	Test 1:

-0.3dB
0dB
+0.1dB
Via mapping
Via mapping
Test 2: 

-0.3dB
0dB
+0.1dB
Via mapping
Via mapping
Test 3: 

0dB
0dB
+0.1dB
Via mapping
Via mapping
Via mapping
	Test 1: 

Noc: = -99.3dBm/15kHz

Ês1 / Noc: -12dB

Ês2 / Noc: -13.9dB

Cell 2, absolute:

RSRP_18 to RSRP_37 

RSRP_15 to RSRP_40
Relative:
RSRP_(x-9) to RSRP_(x+5) 

RSRP_(x-9) to RSRP_(x+5)
Test 2:
Noc: = -79.3dBm/15kHz

Ês1 / Noc: -12dB

Ês2 / Noc: -13.9dB

Cell 2, absolute:

RSRP_36 to RSRP_59 

RSRP_33 to RSRP_62
Relative:
RSRP_(x-9) to RSRP_(x+5) 

RSRP_(x-9) to RSRP_(x+5)
Test 3:
Noc: = -107dBm~-104dBm/15kHz depending on operating band
Ês1 / Noc: -12dB

Ês2 / Noc: -13,9dB

Cell 2, absolute:

RSRP_10 to RSRP_29
RSRP_12 to RSRP_31
RSRP_12 to RSRP_31
RSRP_13 to RSRP_32
depending on operating band
Cell 2, absolute:

RSRP_7 to RSRP_32
RSRP_9 to RSRP_34
RSRP_9 to RSRP_34
RSRP_10 to RSRP_35
depending on operating band
Relative:
RSRP_(x-9) to RSRP_(x+5) 

RSRP_(x-9) to RSRP_(x+5)


	
	The derivation of the RSRP values takes into account the uncertainty from all applicable Noc and Ês / Noc values, the allowed UE reporting accuracy, and the UE mapping function. Where extreme condition UE accuracies differ from normal condition accuracies, reported values are recalculated.

	9.1.58 HD-FDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Same as 9.1.57
	Same as 9.1.57
	Same as 9.1.57

	
	Same as 9.1.57

	9.1.59 TDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	Same as 9.1.57
	Same as 9.1.57
	Same as 9.1.57

	
	Same as 9.1.57

	9.2.1.1 FDD Intra Frequency Absolute RSRQ Accuracy
	Test 1:

Noc: -84.76dBm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

Reported RSRQ values: ±2.5dB
Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

Reported RSRQ values: ±3.5dB
Test 3:

Noc: -116dBm or -114dBm or -113dBm or -115dBm /15kHz depending on operating band
Ês1 / Noc: -4.0dB

Ês2 / Noc: -4.0dB

Reported RSRQ values: ±3.5dB
	Test 1:

-0.75dB
0dB

0dB

Via mapping

Test 2:

0dB
0dB

0dB

Via mapping

Test 3:

0dB

+0.4dB

+0.4dB

Via mapping
	Test 1:

Noc: -85.51Bm/15kHz
Ês1 / Noc: +3.0dB

Ês2 / Noc: +3.0dB

RSRQ_04 to RSRQ_16

Test 2:

Noc: -103.85dBm/15kHz
Ês1 / Noc: -2.9dB

Ês2 / Noc: -2.9dB

RSRQ_00 to RSRP_14

Test 3:

Noc: -116dBm or -114dBm or -113dBm or -115dBm /15kHz depending on operating band
Ês1 / Noc: -3.6dB

Ês2 / Noc: -3.6dB

RSRQ_00 to RSRQ_14

	
	The derivation of the RSRQ values takes into account the uncertainty in Cell 2 RSRQ from Noc and Ês2 / Noc, the allowed UE reporting accuracy, and the UE mapping function.

The RSRQ values given above are for normal conditions. For test 1 the RSRQ values are 1.5dB wider at each end for extreme conditions, and for tests 2 and 3 the RSRQ values are 0.5dB wider at each end for extreme conditions.


