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	Other comments:
	The 10 sec. delay to handle potential IMS registration in the preamble will also be granted for test cases in which IMS registration is not expected as loopback is activated. Which means the execution time of these TLM test cases will be enlarged by 10 sec to catch a un expected IMS registration properly.

(The present CR is associated with TTCN CR R5s160332)  

 


<START OF MODIFIED SECTION>
4.5A.3
Procedure for IMS signalling

The purpose of this procedure is to allow the successful completion of IMS signalling if it is initiated by the UE.

The UE may initiate IMS registration according TS 24.229 [40] clause 5.1. The procedure is applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

Table 4.5A.3-1: Procedure for IMS signalling in the U-plane

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-9
	Void
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10a2b1 describe a transaction that depends on the UE capability
	
	

	10a1
	IF pc_IMS then the SS starts timer Timer_1 = 10 s (Note 1)
	-
	-

	-
	EXCEPTION: IF loopback is not activated Steps 10a2a1 to 10a2a9 describe a transaction that depends on the UE implementation
	-
	-

	10a2a1-10a2a9
	Registration procedure according TS 34.229-1 [43] subclause C.2 (steps 3-11)

Note: SS cancels timer Timer_1 at step 10a2a1.
	-
	-

	10a2b1
	The SS waits for Timer_1 expiry
	-
	-

	Note 1:
Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of [10] sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from which the Procedure for IMS signalling U-plane is called, shall advance to the next specified step


<END OF MODIFIED SECTION>

