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EPDCCH-Config-r11-DEFAULT

Table 4.6.3-2B: EPDCCH-Config-r11-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	  config-r11{
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternConfig-r11{
	
	
	

	        setup SEQUENCE {
	
	
	

	          subframePattern-r11 CHOICE {
	
	
	

	            subframePatternFDD-r10
	0000000000000000000000000000000000000000
	
	FDD

	
	1111111110  1111111101  1111111011 1111110111
	
	FDD, TM9

	            subframePatternTDD-r10{
	
	
	TDD

	              subframeConfig1-5-r10
	0000000000 0000000000
	
	

	
	1100111001 1100111001
	
	TM9

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      startSymbol-r11
	Not present
	
	

	
	2
	
	TM9

	      setConfigToReleaseList-r11
	Not present
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	2 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	distributed
	
	

	
	localized
	
	TM10

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n4
	
	

	
	n2
	
	TM9

	
	n8
	
	TM10

	          resourceBlockAssignment-r11
	101001000101101110
	
	

	
	10010011000
	
	TM9

	
	11100100101110110011001101100
	
	TM10

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[1]
	0
	
	

	        pucch-ResourceStartOffset-r11[1]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[1]
	Not present
	
	

	
	0
	
	TM10

	        setConfigId-r11[2]
	1
	
	

	        transmissionType-r11[2]
	distributed
	
	

	
	localized
	
	TM9, TM10

	        resourceBlockAssignment-r11[2] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n8
	
	

	          resourceBlockAssignment-r11
	11100100101110110011001101100
	
	

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[2]
	0
	
	

	        pucch-ResourceStartOffset-r11[2]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[2]
	Not present
	
	

	
	0
	
	TM10

	        csi-RS-ConfigZPId2-r12 CHOICE {}
	Not present
	
	

	        numberPRB-Pairs-v1310 CHOICE {
	
	
	CEmodeA, CEmodeB

	          setup
	n6
	
	

	        }
	
	
	

	        mpdcch-config-r13 CHOICE {
	
	
	CEmodeA, CEmodeB

	          setup SEQUENCE {
	
	
	

	            csi-NumRepetitionCE-r13
	v4
	
	

	            mpdcch-pdsch-HoppingConfig-r13
	on
	
	FREQ HOPPING

	
	off
	
	

	            mpdcch-StartSF-UESS-r13 CHOICE {
	
	
	

	              fdd-r13
	v1
	
	FDD

	              tdd-r13
	v1
	
	TDD

	            }
	
	
	

	            mpdcch-NumRepetition-r13
	r16
	
	

	            mpdcch-Narrowband-r13
	1
	Narrowband index 0
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	TM9
	Transmission mode 9

	TM10
	Transmission mode 10

	CEmodeA
	CE mode A test environment

	CEmodeB
	CE mode B test environment

	FREQ HOPPING
	This condition applies when MPDCCH/PDSCH frequency hopping is used
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