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	Category:
	F
	
	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
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C  (functional modification of feature)
D  (editorial modification)
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	Reason for change:
	Pics definitions has white space in the name

	
	

	Summary of change:
	Changed 

pc_ TestModeforCSGproximity -> pc_TestModeforCSGproximity & pc_EDCH_UE_Category_ Extension -> pc_EDCH_UE_Category_Extension

	
	

	Consequences if not approved:
	Pics definitions defined in TTCN will not match test specification

	
	

	Clauses affected:
	Table A.13 & Table A.18b.2a &
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	Other comments:
	


A.4.3
Baseline Implementation Capabilities

Table A.11: Void
A.4.3.1
Baseline Implementation Capabilities to facilitate Conformance testing

Table A.13: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE test loop
	34.109, 5.3
	R99
	
	

	2
	Support of UE test loop mode 1 with UL RLC SDU size bigger than 12160 bits (1520 octets)
	34.109, 6.2
24.108, 10.5.6.5
	R99
	
	

	3
	Support of UE test loop mode 4
	34.109, 6.2
	Rel-7
	pc_TestLoopMode4
	Rel-7: UE test loop mode 4 is optional for Rel-7 UE.
Rel-8: UE test loop mode 4 is optional for Rel-8 UE supporting E-UTRA. For Rel-8 UE not supporting E-UTRA then UE test loop mode 4 is mandatory for UE supporting network initiated secondary PDP context.
Rel-9 or later releases: UE test loop mode 4 is mandatory for UEs supporting network initiated secondary PDP context.

	4
	Update UE Location Information
	34.109, 5.4.2
	Rel-10
	pc_UpdateUE_LocationInformation
	

	5
	Support of UE radio bearer test mode for CSG proximity testing
	34.109, 5.2.1.3
	Rel-9
	pc_TestModeforCSGproximity
	


[Sections skipped here]
Table A.18b.2a: LCR TDD E-DCH physical layer category extensions

	Item
	LCR TDD E-DCH physical layer category extension
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 7
	25.306, 5.1
25.331, 10.3.3.25
	Rel-7
	pc_EDCH_UE_Category_Extension
	

	NOTE: The reference to UE Categories in this table refers to the UE capability as signalled in the Rel-7 IE “E-DCH physical layer category extension”.


