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	Reason for change:
	Test points for CA_2A-4A-5A-12A is added to Reference sensitivity for 4DL CA.

	
	

	Summary of change:
	Impacted Rel-13 CA configurations: 

CA_2A-4A-5A-12A
-
Capture test points analysis for CA_2A-4A-5A-12A to TR 36.905. 

-
Add the attached .zip file to TR 36.905.

	
	

	Consequences if not approved:
	Test points analysis for CA_2A-4A-5A-12A will not be captured to TR 36.905
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	4.2.6.2, The analysis zip file is added to TR 36.905.
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<<Unchanged sections omitted>>
4.2.6.1
Intra-band contiguous

FFS

4.2.6.2
Inter-band

In this case, there are default test points to be used unless CA configuration specific test points are over-ruling in table 4.2.5.6-1. The default rule of Mid test frequency and Highest NRB_agg is chosen for any CA configuration.

Selection of test points should include some possible worst combinations and these can be based on operator preference in case of the CA configuration is operator specific. The number of test points should not exceed the total number of the maximum number of the test points to cover fallback of 2DL and 3DL CA case.
Table 4.2.6.2-1: CA configuration specific test points for 4DL CA (Inter-band)

	CA config
	Justification
	Comments

	CA_1A-3A-19A-42A
	See attachment “TpAnalysis4DLRefSens_7.3A.9(1A-3A-19A-42A).zip”
	Added at RAN5#72

	CA_1A-19A-21A-42A
	See attachment “TpAnalysis4DLRefSens_7.3A.9(1A-19A-21A-42A).zip”
	Added at RAN5#72

	CA_2A-4A-5A-12A
	See attachment “TpAnalysis4DLRefSens_7.3A.9(2A-4A-5A-12A).zip”
	Added at RAN5#73

	CA_2A-4A-5A-30A
	See attachment “TpAnalysis4DLRefSens_7.3A.9(2A-4A-5A-30A).zip”
	Added at RAN5#72
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