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<< Unchanged sections omitted >>
7.3A.9
Reference sensitivity level for 4DL CA
Editor’s note: Following aspects missing or not yet determined: 
-
There is no upgrading of 4CA definition in clause 7.3A.0.

-
Reference sensitivity QPSK PREFSENS has defined and made for some CA bands, some of are incomplete.
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.

-
Test configuration tables format are under investigation and may change in RAN5.

7.3A.9.1
Test purpose

Same as in clause 7.3A.1.1.
7.3A.9.2
Test applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.

This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.

<< Unchanged sections omitted >>
7.4A.7
Maximum input level for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


-
Test configuration tables format are under investigation and may change in RAN5.

7.4A.7.1
Test purpose
Maximum input level for CA test verifies the UE's ability to receive data with a given average throughput for a specified reference measurement channel, under conditions of high signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area near to an e-NodeB.

7.4A.7.2
Test applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.5A.7
Adjacent Channel Selectivity (ACS) for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


- 
Test configuration tables format are under investigation and may change in RAN5.

7.5A.7.1
Test purpose
Adjacent channel selectivity for CA test verifies the UE's ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel, under conditions of ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when other e-NodeB transmitters exist in the adjacent channel.

7.5A.7.2
Test applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.6.1A.7
In-band blocking for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


- 
Test configuration tables format are under investigation and may change in RAN5.

7.6.1A.7.1
Test Purpose

Same test purpose as in clause 7.6.1A.1.
7.6.1A.7.2
Test Applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.6.2A.7
Out-of-band blocking for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


- 
Test configuration tables format are under investigation and may change in RAN5.

7.6.2A.7.1
Test Purpose
Same test purpose as in clause 7.6.2A.1.

7.6.2A.7.2
Test Applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.6.3A.7
Narrow band blocking for 4DL CA
Editor's note:
Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


-
Test configuration tables format are under investigation and may change in RAN5.

7.6.3A.7.1
Test Purpose
Same test purpose as 7.6.3A.1.

7.6.3A.7.2
Test Applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.7A.7
Spurious response for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.


7.7A.7.1
Test Purpose
Same test purpose as in clause 7.7A.1.
7.7A.7.2
Test Applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< Unchanged sections omitted >>
7.8.1A.7
Wideband intermodulation for 4DL CA
Editor's note:
Following aspects missing or not yet determined:
-
The combination types of “Intra-band non-contiguous and Inter-band CA”, and “Intra-band non-contiguous + Intra-band non-contiguous CA” are not clear defined in RAN4 Spec. TS36.307.



-
Test configuration tables format are under investigation and may change in RAN5

7.8.1A.7.1
Test purpose
Same as 7.8.1A.1.

7.8.1A.7.2
Test applicability


This test case applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band contiguous CA with TDD only, or 4DL with Inter-band CA, or 4DL with Intra-band contiguous and Inter-band CA.
This test case also applies to all types of E-UTRA UE release 11 and forward that support 4DL with Intra-band non-contiguous and Inter-band CA, or 4DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case also applies to all types of E-UTRA UE release 12 and forward that support 4DL CA with FDD-TDD CA.
<< End of changes >>
