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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1 (UTRA) and 4 -3 (E-UTRA) for test cases in TS 37.571-1 [5] and in Table 4-5 (UTRA) and 4-7 (E-UTRA) for test cases in TS 37.571-2 [6]. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in Tables 4-1, 4 -3, 4 -5, and 4 -7 have the following meaning:

Clause

The clause column indicates the clause number in TS 37.571-1 [5] and TS 37.571-2 [6] that contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 37.571-1 [5] and TS 37.571-2 [6] that contains the test body.

Applicability - Condition

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional - the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

NOTE:
The conditions are defined in Table 4-2, 4-4, 4-6, and 4-8.

Applicability - Comments

This column contains a verbal description of the condition.

Additional Information - Specific ICS

This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.

NOTE: ICS items specified in 3GPP TS 36.523-2 [11] can be referred, to avoid redundant definitions.

Additional Information - Specific IXIT

This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC. 

The columns in Tables 4-1 and 4-5 have the following meaning:

Release

The release column indicates the earliest release from which the test case is applicable.

The columns in Tables 4-3 and 4-7 have the following meaning:

Release of LPP

The Release of LPP column indicates the earliest release of the positioning functionality in LPP (3GPP TS 36.355 [4]) from which the test case is applicable. Note that the release of the positioning functionality does not have to align with that of the RAT bearer.

Release RAT

The Release RAT column indicates the earliest release of the RAT bearer over which the test should be conducted. Note that the release of the positioning functionality does not have to align with that of the RAT bearer.

Table 4-1: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for UTRA

	Clause
	Title
	Release
	Applicability
	Comments

	5.2.1
	Sensitivity Coarse Time Assistance
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.2.2
	Sensitivity Fine Time Assistance
	Rel-6
	C02ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only and Fine Time Assistance

	5.3
	Nominal Accuracy
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.4
	Dynamic Range
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.5
	Multi-path Performance
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	5.6
	Moving Scenario and Periodic Update Performance
	Rel-6
	C01ur
	All UEs supporting FDD and UE-Based A-GPS L1 C/A only or UE-Assisted A-GPS L1 C/A only

	6.2.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-10
	C03-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only

	6.2.1-2
	Sensitivity Coarse Time Assistance: Sub-Test 2
	Rel-12
	C03-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only

	6.2.1-3
	Sensitivity Coarse Time Assistance: Sub-Test 3
	Rel-10
	C03-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only

	6.2.1-4
	Sensitivity Coarse Time Assistance: Sub-Test 4
	Rel-10
	C03-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only

	6.2.1-8
	Sensitivity Coarse Time Assistance: Sub-Test 8
	Rel-12
	C03-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only

	6.2.1-9
	Sensitivity Coarse Time Assistance: Sub-Test 9
	Rel-12
	C03-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only

	6.2.1-10
	Sensitivity Coarse Time Assistance: Sub-Test 10
	Rel-12
	C03-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only

	6.2.2-1
	Sensitivity Fine Time Assistance: Sub-Test 1
	Rel-10
	C04-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only and Fine Time Assistance

	6.2.2-2
	Sensitivity Fine Time Assistance: Sub-Test 2
	Rel-12
	C04-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only and Fine Time Assistance

	6.2.2-3
	Sensitivity Fine Time Assistance: Sub-Test 3
	Rel-10
	C04-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only and Fine Time Assistance

	6.2.2-4
	Sensitivity Fine Time Assistance: Sub-Test 4
	Rel-10
	C04-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only and Fine Time Assistance

	6.2.2-8
	Sensitivity Fine Time Assistance: Sub-Test 8
	Rel-12
	C04-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only and Fine Time Assistance

	6.2.2-9
	Sensitivity Fine Time Assistance: Sub-Test 9
	Rel-12
	C04-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only and Fine Time Assistance

	6.2.2-10
	Sensitivity Fine Time Assistance: Sub-Test 10
	Rel-12
	C04-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only and Fine Time Assistance

	6.3-1
	Nominal Accuracy: Sub-Test 1
	Rel-10
	C03-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only

	6.3-2
	Nominal Accuracy: Sub-Test 2
	Rel-12
	C03-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only

	6.3-3
	Nominal Accuracy: Sub-Test 3
	Rel-10
	C03-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only

	6.3-4
	Nominal Accuracy: Sub-Test 4
	Rel-10
	C03-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only

	6.3-8
	Nominal Accuracy: Sub-Test 8
	Rel-12
	C03-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only

	6.3-9
	Nominal Accuracy: Sub-Test 9
	Rel-12
	C03-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only

	6.3-10
	Nominal Accuracy: Sub-Test 10
	Rel-12
	C03-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only

	6.4-1
	Dynamic Range: Sub-Test 1
	Rel-10
	C03-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only

	6.4-2
	Dynamic Range: Sub-Test 2
	Rel-12
	C03-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only

	6.4-3
	Dynamic Range: Sub-Test 3
	Rel-10
	C03-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only

	6.4-4
	Dynamic Range: Sub-Test 4
	Rel-10
	C03-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only

	6.4-8
	Dynamic Range: Sub-Test 8
	Rel-12
	C03-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only

	6.4-9
	Dynamic Range: Sub-Test 9
	Rel-12
	C03-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only

	6.4-10
	Dynamic Range: Sub-Test 10
	Rel-12
	C03-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only

	6.5-1
	Multi-path Performance: Sub-Test 1
	Rel-10
	C03-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only

	6.5-2
	Multi- path Performance: Sub-Test 2
	Rel-12
	C03-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only

	6.5-3
	Multi- path Performance: Sub-Test 3
	Rel-10
	C03-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only

	6.5-4
	Multi- path Performance: Sub-Test 4
	Rel-10
	C03-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only

	6.5-8
	Multi- path Performance: Sub-Test 8
	Rel-12
	C03-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only

	6.5-9
	Multi- path Performance: Sub-Test 9
	Rel-12
	C03-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only

	6.5-10
	Multi- path Performance: Sub-Test 10
	Rel-12
	C03-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only

	6.6-1
	Moving Scenario and Periodic Update Performance: Sub-Test 1
	Rel-10
	C03-1ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with GLONASS only

	6.6-2
	Moving Scenario and Periodic Update Performance: Sub-Test 2
	Rel-12
	C03-2ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with Galileo only

	6.6-3
	Moving Scenario and Periodic Update Performance: Sub-Test 3
	Rel-10
	C03-3ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Modernized GPS only or UE-Assisted A-GPS and A-GANSS with Modernized GPS only

	6.6-4
	Moving Scenario and Periodic Update Performance: Sub-Test 4
	Rel-10
	C03-4ur
	All UEs supporting UE-Based A-GPS and A-GANSS with GLONASS only or UE-Assisted A-GPS and A-GANSS with GLONASS only

	6.6-8
	Moving Scenario and Periodic Update Performance: Sub-Test 8
	Rel-12
	C03-8ur
	All UEs supporting UE-Based A-GPS and A-GANSS with Galileo only or UE-Assisted A-GPS and A-GANSS with Galileo only

	6.6-9
	Moving Scenario and Periodic Update Performance: Sub-Test 9
	Rel-12
	C03-9ur
	All UEs supporting UE-Based A-GANSS or UE-Assisted A-GANSS with BDS only

	6.6-10
	Moving Scenario and Periodic Update Performance: Sub-Test 10
	Rel-12
	C03-10ur
	All UEs supporting UE-Based A-GPS and A-GANSS with BDS only or UE-Assisted A-GPS and A-GANSS with BDS only 


Table 4-2: Applicability of tests Conditions for test cases in TS 37.571-1 [5] for UTRA

	C01ur
IF A.4.1-1/3 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C02ur
IF A.4.1-1/3 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/12 THEN R ELSE N/A

	C03-1ur
IF A.4.3-1/7 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/9) AND NOT A.4.3-1/13 THEN R ELSE N/A

	C03-2ur
IF A.4.3-1/9 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8) AND NOT A.4.3-1/13 THEN R ELSE N/A

	C03-3ur
IF A.4.3-1/8 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/9) AND NOT A.4.3-1/13 THEN R ELSE N/A

	C03-4ur
IF A.4.3-1/7 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/9) AND NOT A.4.3-1/13 THEN R ELSE N/A

	C03-8ur
IF A.4.3-1/9 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/7) AND NOT A.4.3-1/13 THEN R ELSE N/A

	C03-9ur
IF A.4.3-1/13 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/9) THEN R ELSE N/A

	C03-10ur
IF A.4.3-1/13 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/9) THEN R ELSE N/A

	C04-1ur
IF A.4.3-1/7 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/9) AND NOT A.4.3-1/13 AND A.4.3-1/12 THEN R ELSE N/A

	C04-2ur
IF A.4.3-1/9 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8) AND NOT A.4.3-1/13 AND A.4.3-1/12 THEN R ELSE N/A

	C04-3ur
IF A.4.3-1/8 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/9) AND NOT A.4.3-1/13 AND A.4.3-1/12 THEN R ELSE N/A

	C04-4ur
IF A.4.3-1/7 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/9) AND NOT A.4.3-1/13 AND A.4.3-1/12 THEN R ELSE N/A

	C04-8ur
IF A.4.3-1/9 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/8 OR A.4.3-1/7) AND NOT A.4.3-1/13 AND A.4.3-1/12 THEN R ELSE N/A

	C04-9ur
IF A.4.3-1/13 AND NOT (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/9) AND A.4.3-1/12 THEN R ELSE N/A

	C04-10ur
IF A.4.3-1/13 AND (A.4.3-1/10 OR A.4.3-1/11) AND NOT (A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/9) AND A.4.3-1/12 THEN R ELSE N/A


Table 4-3: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for E-UTRA

	Clause
	TC Title
	Release of LPP
	Applicability
	
	Additional Information 
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release RAT

	7
	A-GNSS minimum performance requirements
	
	
	
	
	
	
	

	7.1.1-1
	Sensitivity Coarse Time Assistance: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-2
	Sensitivity Coarse Time Assistance: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-3
	Sensitivity Coarse Time Assistance: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-4
	Sensitivity Coarse Time Assistance: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-5
	Sensitivity Coarse Time Assistance: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-8
	Sensitivity Coarse Time Assistance: Sub-Test 8
	Rel-12
	C29er
	All UEs supporting A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-9
	Sensitivity Coarse Time Assistance: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.1-10
	Sensitivity Coarse Time Assistance: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-1
	Sensitivity Fine Time Assistance: Sub-Test 1
	Rel-9
	C06er
	All UEs supporting A-GPS L1C/A only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-2
	Sensitivity Fine Time Assistance: Sub-Test 2
	Rel-9
	C07er
	All UEs supporting A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-3
	Sensitivity Fine Time Assistance: Sub-Test 3
	Rel-12
	C08er
	All UEs supporting A-Galileo only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-4
	Sensitivity Fine Time Assistance: Sub-Test 4
	Rel-9
	C09er
	All UEs supporting A-GPS and Modernized GPS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-5
	Sensitivity Fine Time Assistance: Sub-Test 5
	Rel-9
	C10er
	All UEs supporting A-GPS and A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-8
	Sensitivity Fine Time Assistance: Sub-Test 8
	Rel-12
	C30er
	All UEs supporting A-GPS and A-Galileo only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-9
	Sensitivity Fine Time Assistance: Sub-Test 9
	Rel-12
	C23er
	All UEs supporting A-BDS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.1.2-10
	Sensitivity Fine Time Assistance: Sub-Test 10
	Rel-12
	C24er
	All UEs supporting A-GPS and A-BDS only, and Fine Time Assistance
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-1
	Nominal Accuracy: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-2
	Nominal Accuracy: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-3
	Nominal Accuracy: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-4
	Nominal Accuracy: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-5
	Nominal Accuracy: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-8
	Nominal Accuracy: Sub-Test 8
	Rel-12
	C29er
	All UEs supporting A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-9
	Nominal Accuracy: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2-10
	Nominal Accuracy: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-1
	Dynamic Range: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-2
	Dynamic Range: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-3
	Dynamic Range: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-4
	Dynamic Range: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-5
	Dynamic Range: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-8
	Dynamic Range: Sub-Test 8
	Rel-12
	C29er
	All UEs supporting A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-9
	Dynamic Range: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3-10
	Dynamic Range: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-1
	Multi-path scenario: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-2
	Multi-path scenario: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-3
	Multi-path scenario: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-4
	Multi-path scenario: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-5
	Multi-path scenario: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-8
	Multi-path scenario: Sub-Test 8
	Rel-12
	C29er
	All UEs supporting A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-9
	Multi-path scenario: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4-10
	Multi-path scenario: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-1
	Moving scenario and periodic update: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-2
	Moving scenario and periodic update: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-3
	Moving scenario and periodic update: Sub-Test 3
	Rel-12
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-4
	Moving scenario and periodic update: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-5
	Moving scenario and periodic update: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-8
	Moving scenario and periodic update: Sub-Test 8
	Rel-12
	C29er
	All UEs supporting A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-9
	Moving scenario and periodic update: Sub-Test 9
	Rel-12
	C19er
	All UEs supporting A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5-10
	Moving scenario and periodic update: Sub-Test 10
	Rel-12
	C20er
	All UEs supporting A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	8
	E-CID measurement requirements
	
	
	
	
	
	
	

	8.1.1
	FDD UE Rx-Tx time difference case (Rel-9 to Rel-11)
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	Rel-9 to Rel-11 only

	8.1.1A
	FDD UE Rx-Tx time difference case (Rel-12 onwards)
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	
	
	Rel-12

	8.1.2
	TDD UE Rx-Tx time difference case (Rel-9 to Rel-11)
	Rel-9
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	
	Rel-9 to Rel-11 only

	8.1.2A
	TDD UE Rx-Tx time difference case (Rel-12 onwards)
	Rel-9
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	
	
	Rel-12

	8.1.3
	E-UTRAN FDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-9
	C25er
	All FDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eFDD
	
	
	Rel-10

	8.1.4
	E-UTRAN TDD UE Rx–Tx Time Difference under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-9
	C26er
	All TDD UEs supporting E-CID with Rx-Tx time difference and Feature Group Indictor 115
	pc_eTDD
	
	
	Rel-10

	8.1.5
	E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-9
	C21er
	All FDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and Feature Group Indictor 115
	pc_eFDD
	
	
	Rel-11

	8.1.6
	E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-9
	C22er
	All TDD UEs supporting E-CID with Rx-Tx time difference and CRS interference handling and ss-CCH interference handling and Feature Group Indictor 115
	pc_eTDD
	
	
	Rel-11

	9
	OTDOA measurement requirements
	
	
	
	
	
	
	

	9.1.1
	FDD RSTD Measurement Reporting Delay
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	9.1.2
	TDD RSTD Measurement Reporting Delay
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	Rel-9

	9.1.3
	FDD RSTD Measurement Accuracy
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	9.1.4
	TDD RSTD Measurement Accuracy
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	
	
	Rel-9

	9.2.1
	FDD-FDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	Rel-10

(Note 1)

	9.2.2
	TDD-TDD inter-frequency RSTD measurement reporting delay
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	Rel-10

(Note 1)

	9.2.4
	FDD-FDD inter-frequency RSTD Accuracy 
	Rel-10
	C17er
	All FDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements 
	pc_eFDD
	
	
	Rel-10

(Note 1)

	9.2.5
	TDD-TDD inter-frequency RSTD Accuracy
	Rel-10
	C18er
	All TDD UEs supporting UE-assisted OTDOA and inter-frequency RSTD measurements
	pc_eTDD
	
	
	Rel-10

(Note 1)

	10
	OTDOA measurement requirements for Carrier Aggregation
	
	
	
	
	
	
	

	10.1
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1A
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1B
	FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-10

	10.1C
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	Either TC 10.1 or TC 10.1A or TC 10.1B or TC 10.1C shall be executed.
(Note 2)
	Rel-11

	10.2
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2A
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2B
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-10

	10.2C
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed.
(Note 2)
	Rel-11

	10.2D
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz +10MHz Bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	Either TC 10.2 or TC 10.2A or TC 10.2B or TC 10.2C or TC 10.2D shall be executed. (Note 2)
	Rel-10

	10.3
	FDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10

	10.3A
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10, Rel-11 only

	10.3A_1
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.3B
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz +5 MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-10

	10.3C
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	
	
	Rel-11

	10.4
	TDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.4A
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-10 and Rel-11)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10, Rel-11 only

	10.4A_1
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz (Rel-12 onwards)
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	10.4B
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.4C
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-11

	10.4D
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz+10MHz bandwidth
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	
	
	Rel-10

	10.5
	FDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.6
	TDD 3 DL CA RSTD Measurement Reporting Delay
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	10.7
	FDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C27er
	All FDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eFDD
	
	
	Rel-12

	10.8
	TDD RSTD Measurement Accuracy for 3DL Carrier Aggregation
	Rel-10
	C28er
	All TDD UEs supporting UE-assisted OTDOA for 3DL Carrier Aggregation
	pc_eTDD
	
	
	Rel-12

	11
	E-UTRA MBS measurement requirements
	
	
	
	
	
	
	

	11.1
	MBS Measurement Reporting Delay
	Rel-13
	C31er
	All UEs supporting UE-Assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2
	MBS Sensitivity Measurement Accuracy
	Rel-13
	C31er
	All UEs supporting UE-Assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	

	11.3
	MBS Nominal Measurement Accuracy
	Rel-13
	C31er
	All UEs supporting UE-Assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	

	11.4
	MBS Dynamic Range Measurement Accuracy
	Rel-13
	C31er
	All UEs supporting UE-Assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	

	11.5
	MBS Measurement Accuracy in Multipath
	Rel-13
	C31er
	All UEs supporting UE-Assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	

	Note 1:
This test case can be optionally tested for Rel-9 UEs supporting inter-frequency RSTD measurements that do not require measurement gaps.

Note 2:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 37.571-1, Clause 4.7.5 [5].


Table 4-4: Applicability of tests Conditions for test cases in TS 37.571-1 [5] for E-UTRA

	C01er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C02er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C03er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) THEN R ELSE N/A

	C04er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C05er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/7 AND NOT (A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) THEN R ELSE N/A

	C06er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C07er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C08er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C09er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C10er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/7 AND NOT (A.4.3-2/8 OR A.4.3-2/9 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C11er
IF A.4.1-1/1 AND A.4.3-2/5 AND A.4.3-4/3 THEN R ELSE N/A

	C12er
IF A.4.1-1/2 AND A.4.3-2/5 AND A.4.3-4/3 THEN R ELSE N/A

	C13er
IF A.4.1-1/1 AND A.4.3-2/4 THEN R ELSE N/A

	C14er
IF A.4.1-1/2 AND A.4.3-2/4 THEN R ELSE N/A

	C15er
IF A.4.1-1/1 AND A.4.3-2/15 THEN R ELSE N/A

	C16er
IF A.4.1-1/2 AND A.4.3-2/15 THEN R ELSE N/A

	C17er
IF A.4.1-1/1 AND A.4.3-2/4 AND A.4.3-2/17 THEN R ELSE N/A

	C18er
IF A.4.1-1/2 AND A.4.3-2/4 AND A.4.3-2/17 THEN R ELSE N/A

	C19er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) THEN R ELSE N/A

	C20er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) THEN R ELSE N/A

	C21er
IF A.4.1-1/1 AND A.4.3-2/5 AND A.4.3-4/3 AND A.4.4-2/1 AND [11] A.4.5-3a/15 THEN R ELSE N/A

	C22er
IF A.4.1-1/2 AND A.4.3-2/5 AND A.4.3-4/3 AND A.4.4-2/1 AND A.4.4-2/2 AND [11] A.4.5-3a/15 THEN R ELSE N/A

	C23er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/18 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C24er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/18 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9) AND A.4.3-2/3 THEN R ELSE N/A

	C25er
IF A.4.1-1/1 AND A.4.3-2/5 AND A.4.3-4/3 AND [11] A.4.5-3a/15 THEN R ELSE N/A

	C26er
IF A.4.1-1/2 AND A.4.3-2/5 AND A.4.3-4/3 AND [11] A.4.5-3a/15 THEN R ELSE N/A

	C27er
IF A.4.1-1/1 AND A.4.3-2/19 THEN R ELSE N/A

	C28er
IF A.4.1-1/2 AND A.4.3-2/19 THEN R ELSE N/A

	C29er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/9 AND NOT (A.4.3-2/8 OR A.4.3-2/7 OR A.4.3-2/18) THEN R ELSE N/A

	C30er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/9 AND NOT (A.4.3-2/8 OR A.4.3-2/7 OR A.4.3-2/18) AND A.4.3-2/3 THEN R ELSE N/A

	C31er
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-2/20 THEN R ELSE N/A


Table 4-5: Applicability of tests and additional information for testing for test cases in TS 37.571-2 [6] for UTRA

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6.1.1.1
	LCS Network Induced location request / UE-Based GPS / Emergency Call / with USIM 
	R99
	C01us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	6.1.1.2
	LCS Network induced location request / UE-Based GPS / Emergency call / Without USIM
	R99
	C01us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	6.1.1.3
	LCS Network induced location request / UE-Assisted GPS / Emergency call / With USIM
	R99
	C03us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	6.1.1.4
	LCS Network induced location request / UE-Assisted GPS / Emergency call / Without USIM
	R99
	C03us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	6.1.2.1
	LCS Mobile originated location request / UE-Based GPS / Position estimate request / Success
	R99
	C09us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	6.1.2.2
	LCS Mobile originated location request UE-Based or UE-Assisted GPS / Assistance data request / Success
	R99
	C05us
	UEs supporting FDD and (UE based or UE assisted Network Assisted GPS L1 C/A only) and MO-LR request for assistance data
	1 Execution: CS

	6.1.2.3
	LCS Mobile originated location request / UE-Assisted GPS / Position Estimate / Success
	R99
	C10us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	6.1.2.4
	LCS Mobile originated location request / UE-Based GPS / Transfer to third party / Success
	R99
	C07us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	6.1.2.5
	LCS Mobile originated location request / UE-Assisted GPS / Transfer to third party / Success
	R99
	C08us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	6.1.2.6
	LCS Mobile originated location request / UE-Based or UE-Assisted GPS / Assistance data request / Failure
	R99
	C05us
	UEs supporting FDD and (either UE based or UE assisted Network Assisted GPS L1 C/A only) and MO-LR request for assistance data
	1 Execution: CS

	6.1.2.7
	LCS Mobile originated location request / UE-Based GPS / Position estimate request / Failure
	R99
	C09us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for position estimate
	1 Execution: CS

	6.1.3.1
	LCS Mobile terminated location request / UE-Based GPS
	R99
	C02us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.2
	LCS Mobile terminated location request / UE-Based GPS / Request of additional assistance data / Success
	R99
	C02us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.3
	LCS Mobile-terminated location request / UE-Based GPS / Failure - Not Enough Satellites
	R99
	C02us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.4
	LCS Mobile terminated location request / UE-Assisted GPS / Success
	R99
	C04us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.5
	LCS Mobile terminated location request / UE-Assisted GPS / Request for additional assistance data / Success
	R99
	C04us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.6
	LCS Mobile terminated location request / UE-Based GPS / Privacy Verification / Location Allowed if No Response
	R99
	C02us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.7
	LCS Mobile terminated location request / UE-Based GPS / Privacy Verification / Location Not Allowed if No Response
	R99
	C02us
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.8
	LCS Mobile terminated location request / UE-Assisted GPS / Privacy Verification / Location Allowed if No Response
	R99
	C04us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.9
	LCS Mobile terminated location request / UE-Assisted GPS / Privacy Verification / Location Not Allowed if No Response
	R99
	C04us
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	6.1.3.10
	LCS Mobile terminated location request / UE-Based or UE-Assisted GPS / Configuration incomplete
	R99
	C06us
	UEs supporting FDD and UE based and/or UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability, but not UE-based OTDOA
	1 Execution: CS

	6.2.1.1_1s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 1
	Rel-8
	C11us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with GLONASS only
	1 Execution: CS

	6.2.1.1_2s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 2
	Rel-12
	C12us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with Galileo only
	1 Execution: CS

	6.2.1.1_3s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 3
	Rel-8
	C13us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	6.2.1.1_4s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 4
	Rel-8
	C14us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	6.2.1.1_8s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 8
	Rel-12
	C54us
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with Galileo only
	1 Execution: CS

	6.2.1.1_9s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 9
	Rel-12
	C40us
	UEs supporting -emergency speech call and UE based Network Assisted GANSS with BDS only
	1 Execution: CS

	6.2.1.1_10s
	NI-LR Emergency Call: UE-Based A-GNSS: Sub-test 10
	Rel-12
	C41us
	UEs supporting emergency speech call and UE based Network Assisted GPS and GANSS with BDS only
	1 Execution: CS

	6.2.1.2_1s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 1
	Rel-8
	C15us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with GLONASS only
	1 Execution: CS

	6.2.1.2_2s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 2
	Rel-12
	C16us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with Galileo only
	1 Execution: CS

	6.2.1.2_3s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 3
	Rel-8
	C17us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	6.2.1.2_4s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 4
	Rel-8
	C18us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	6.2.1.2_8s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 8
	Rel-12
	C55us
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with Galileo only
	1 Execution: CS

	6.2.1.2_9s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 9
	Rel-12
	C42us
	UEs supporting emergency speech call and UE assisted Network Assisted GANSS with BDS only
	1 Execution: CS

	6.2.1.2_10s
	NI-LR Emergency Call: UE-Assisted A-GNSS: Sub-test 10
	Rel-12
	C43us
	UEs supporting emergency speech call and UE assisted Network Assisted GPS and GANSS with BDS only
	1 Execution: CS

	6.2.2.1_1s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 1
	Rel-8
	C19us
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_2s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 2
	Rel-12
	C20us
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_3s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 3
	Rel-8
	C21us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_4s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 4
	Rel-8
	C22us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_8s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 8
	Rel-12
	C56us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_9s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 9
	Rel-12
	C44us
	UEs supporting UE based Network Assisted GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.1_10s
	MO-LR Position Estimate: UE-Based A-GNSS: Sub-test 10
	Rel-12
	C45us
	UEs supporting UE based Network Assisted GPS and GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_1s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 1
	Rel-8
	C23us
	UEs supporting FDD and UE assisted Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_2s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 2
	Rel-12
	C24us
	UEs supporting FDD and UE assisted Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_3s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 3
	Rel-8
	C25us
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_4s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 4
	Rel-8
	C26us
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_8s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 8
	Rel-12
	C57us
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_9s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 9
	Rel-12
	C46us
	UEs supporting UE assisted Network Assisted GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.2_10s
	MO-LR Position Estimate: UE-Assisted A-GNSS: Sub-test 10
	Rel-12
	C47us
	UEs supporting UE assisted Network Assisted GPS and GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_1s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 1
	Rel-8
	C19us
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_2s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 2
	Rel-12
	C20us
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_3s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 3
	Rel-8
	C21us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_4s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 4
	Rel-8
	C22us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_8s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 8
	Rel-12
	C56us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_9s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 9
	Rel-12
	C44us
	UEs supporting UE based Network Assisted GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.3_10s
	MO-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 10
	Rel-12
	C45us
	UEs supporting UE based Network Assisted GPS and GANSS with BDS only and MO-LR request for a position estimate
	1 Execution: CS

	6.2.2.4_1s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 1
	Rel-8
	C27us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_2s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 2
	Rel-12
	C28us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_3s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 3
	Rel-8
	C29us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_4s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 4
	Rel-8
	C30us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_8s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 8
	Rel-12
	C58us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_9s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 9
	Rel-12
	C48us
	UEs supporting (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with BDS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.4_10s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Success: Sub-test 10
	Rel-12
	C49us
	UEs supporting ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with BDS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_1s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 1
	Rel-8
	C27us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_2s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 2
	Rel-12
	C28us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_3s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 3
	Rel-8
	C29us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_4s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 4
	Rel-8
	C30us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_8s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 8
	Rel-12
	C58us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_9s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 9
	Rel-12
	C48us
	UEs supporting (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with BDS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.2.5_10s
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS - Failure: Sub-test 10
	Rel-12
	C49us
	UEs supporting ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with BDS only and MO-LR request for assistance data
	1 Execution: CS

	6.2.3.1_1s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 1
	Rel-8
	C35us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only
	1 Execution: CS

	6.2.3.1_2s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 2
	Rel-12
	C36us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only
	1 Execution: CS

	6.2.3.1_3s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 3
	Rel-8
	C37us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only
	1 Execution: CS

	6.2.3.1_4s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 4
	Rel-8
	C38us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only
	1 Execution: CS

	6.2.3.1_8s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 8
	Rel-12
	C59us
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Galileo only
	1 Execution: CS

	6.2.3.1_9s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 9
	Rel-12
	C52us
	UEs supporting (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with BDS only
	1 Execution: CS

	6.2.3.1_10s
	MT-LR UE Based or UE-Assisted A-GNSS - Request for additional assistance data/Success: Sub-test 10
	Rel-12
	C53us
	UEs supporting ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with BDS only
	1 Execution: CS

	6.2.3.2_1s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 1
	Rel-8
	C31us
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only
	1 Execution: CS

	6.2.3.2_2s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 2
	Rel-12
	C32us
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only
	1 Execution: CS

	6.2.3.2_3s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 3
	Rel-8
	C33us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	6.2.3.2_4s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 4
	Rel-8
	C34us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	6.2.3.2_8s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 8
	Rel-12
	C60us
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Galileo only
	1 Execution: CS

	6.2.3.2_9s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 9
	Rel-12
	C50us
	UEs supporting UE based Network Assisted GANSS with BDS only
	1 Execution: CS

	6.2.3.2_10s
	MT-LR Position Estimate: UE-Based A-GNSS - Failure Not Enough Satellites: Sub-test 10
	Rel-12
	C51us
	UEs supporting UE based Network Assisted GPS and GANSS with BDS only
	1 Execution: CS

	6.2.3.3
	Location Notification
	Rel-8
	C39us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and MT-LR LCS location request notification capability
	1 Execution: CS

	6.2.3.4
	Privacy Verification - Location Allowed if No Response
	Rel-8
	C39us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and MT-LR LCS location request notification capability
	1 Execution: CS

	6.2.3.5
	Privacy Verification - Location Not Allowed if No Response
	Rel-8
	C39us
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and MT-LR LCS location request notification capability
	1 Execution: CS


Table 4-6: Applicability of tests Conditions for test cases in TS 37.571-2 [6] for UTRA

	C01us
IF A.4.1-1/3 AND A.4.1-2/1 AND A.4.3-1/10 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C02us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-3/8 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C03us
IF A.4.1-1/3 AND A.4.1-2/1 AND A.4.3-1/11 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C04us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-3/8 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C05us
IF A.4.1-1/3 AND (A.4.3-1/10 OR A.4.3-1/11) AND A.4.3-3/5 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C06us
IF A.4.1-1/3 AND (A.4.3-1/10 OR A.4.3-1/11) AND A.4.3-3/8 AND (NOT A.4.3-1/3) AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C07us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-3/7 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C08us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-3/7 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C09us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-3/6 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C10us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-3/6 AND NOT (A.4.3-1/5 OR A.4.3-1/6) THEN R ELSE N/A

	C11us
IF A.4.1-1/3 AND A.4.3-1/5 AND A.4.3-1/7 AND NOT (A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C12us
IF A.4.1-1/3 AND A.4.3-1/5 AND A.4.3-1/9 AND NOT (A.4.3-1/10 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C13us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/8 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C14us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/7 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C15us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/7 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C16us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/9 AND NOT (A.4.3-1/11 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C17us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/8 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C18us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/7 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C19us
IF A.4.1-1/3 AND A.4.3-1/5 AND A.4.3-1/7 AND A.4.3-3/6 AND NOT (A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C20us
IF A.4.1-1/3 AND A.4.3-1/5 AND A.4.3-1/9 AND A.4.3-3/6 AND NOT (A.4.3-1/10 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C21us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/8 AND A.4.3-3/6 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C22us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/7 AND A.4.3-3/6 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C23us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/7 AND A.4.3-3/6 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C24us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/9 AND A.4.3-3/6 AND NOT (A.4.3-1/11 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C25us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/8 AND A.4.3-3/6 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C26us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/7 AND A.4.3-3/6 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C27us
IF A.4.1-1/3 AND (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/7 AND A.4.3-3/5 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C28us
IF A.4.1-1/3 AND (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/9 AND A.4.3-3/5 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C29us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/9 AND A.4.3-3/5 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C30us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/7 AND A.4.3-3/5 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C31us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/7 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C32us
IF A.4.1-1/3 AND A.4.3-1/6 AND A.4.3-1/9 AND NOT (A.4.3-1/11 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C33us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/8 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C34us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/7 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C35us
IF A.4.1-1/3 AND (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/7 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C36us
IF A.4.1-1/3 AND (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/9 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/7 OR A.4.3-1/8 OR A.4.3-1/13) THEN R ELSE N/A

	C37us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/9 AND NOT (A.4.3-1/7 OR A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C38us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/7 AND NOT (A.4.3-1/9 OR A.4.3-1/13) THEN R ELSE N/A

	C39us
IF A.4.1-1/3 AND (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-3/8 THEN R ELSE N/A

	C40us
IF A.4.3-1/5 AND A.4.3-1/13 AND NOT (A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C41us
IF A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/13 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C42us
IF A.4.3-1/6 AND A.4.3-1/13 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C43us
IF A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/13 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C44us
IF A.4.3-1/5 AND A.4.3-1/13 AND A.4.3-3/6 AND NOT (A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C45us
IF A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/13 AND A.4.3-3/6 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C46us
IF A.4.3-1/6 AND A.4.3-1/13 AND A.4.3-3/6 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C47us
IF A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/13 AND A.4.3-3/6 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C48us
IF (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/13 AND A.4.3-3/5 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C49us
IF ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/13 AND A.4.3-3/5 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C50us
IF A.4.3-1/6 AND A.4.3-1/13 AND NOT (A.4.3-1/11 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C51us
IF A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/13 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C52us
IF (A.4.3-1/5 OR A.4.3-1/6) AND A.4.3-1/13 AND NOT (A.4.3-1/11 OR A.4.3-1/10 OR A.4.3-1/8 OR A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C53us
IF ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/13 AND NOT (A.4.3-1/9 OR A.4.3-1/7) THEN R ELSE N/A

	C54us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/9 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C55us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/9 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C56us
IF A.4.1-1/3 AND A.4.3-1/10 AND A.4.3-1/5 AND A.4.3-1/9 AND A.4.3-3/6 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C57us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/9 AND A.4.3-3/6 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C58us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/9 AND A.4.3-3/5 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C59us
IF A.4.1-1/3 AND ((A.4.3-1/5 AND A.4.3-1/10) OR (A.4.3-1/6 AND A.4.3-1/11)) AND A.4.3-1/9 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A

	C60us
IF A.4.1-1/3 AND A.4.3-1/11 AND A.4.3-1/6 AND A.4.3-1/9 AND NOT (A.4.3-1/7 OR A.4.3-1/13) THEN R ELSE N/A


Table 4-7: Applicability of tests and additional information for testing for test cases in TS 37.571-2 [6] for E-UTRA
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	Clause
	TC Title
	Release of LPP
	Applicability
	
	Additional Information 
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release RAT

	7.1
	NAS Protocol Procedures
	
	
	
	
	
	
	

	7.1.1
	UE Network Capability
	Rel-9
	C11es
	All UEs supporting LPP
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2
	LCS Procedures
	
	
	
	
	
	
	

	7.2.1.1
	Location Notification
	Rel-9
	C14es
	All UEs supporting EPC-MT-LR Location Notification
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.1.2
	Privacy Verification – Location Allowed if no Response
	Rel-9
	C14es
	All UEs supporting EPC-MT-LR Location Notification
	pc_eFDD
	px_UeLcsNotification: value for UE LCS Notification timeout timer.
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.1.3
	Privacy Verification – Location not Allowed if No Response
	Rel-9
	C14es
	All UEs supporting EPC-MT-LR Location Notification
	pc_eFDD
	px_UeLcsNotification: value for UE LCS Notification timeout timer.
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_1s
	Autonomous Self Location: UE-based: Subtest 1
	Rel-9
	C01es
	All UEs supporting UE-Based GNSS with A-GPS only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_2s
	Autonomous Self Location: UE-based: Subtest 2
	Rel-9
	C02es
	All UEs supporting UE-Based GNSS with A-GLONASS only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_3s
	Autonomous Self Location: UE-based: Sub-test 3
	Rel-12
	C03es
	All UEs supporting UE-Based GNSS with A-Galileo only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_4s
	Autonomous Self Location: UE-based: Subtest 4
	Rel-9
	C04es
	All UEs supporting UE-Based GNSS with A-GPS and A-GLONASS only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_8s
	Autonomous Self Location: UE-based: Subtest 8
	Rel-12
	C48es
	All UEs supporting UE-Based GNSS with A-GPS and A-Galileo only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_9s
	Autonomous Self Location: UE-based: Subtest 9
	Rel-12
	C38es
	All UEs supporting UE-Based GNSS with A-BDS only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.1_10s
	Autonomous Self Location: UE-based: Subtest 10
	Rel-12
	C39es
	All UEs supporting UE-Based GNSS with A-GPS and A-BDS only and MO-LR request for assistance data
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_1s
	Basic Self Location: UE-assisted: Subtest 1
	Rel-9
	C05es
	All UEs supporting UE-Assisted GNSS with A-GPS only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_2s
	Basic Self Location: UE-assisted: Subtest 2
	Rel-9
	C06es
	All UEs supporting UE-Assisted GNSS with A-GLONASS only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_3s
	Basic Self Location: UE-assisted: Subtest 3
	Rel-12
	C07es
	All UEs supporting UE-assisted GNSS with A-Galileo only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_4s
	Basic Self Location: UE-assisted: Subtest 4
	Rel-9
	C08es
	All UEs supporting UE-assisted GNSS with A-GPS and A-GLONASS only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_5s
	Basic Self Location: UE-assisted: Subtest 5
	Rel-9
	C09es
	All UEs supporting UE-assisted OTDOA and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_6s
	Basic Self Location: UE-assisted: Subtest 6
	Rel-9
	C10es
	All UEs supporting UE-assisted ECID and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_8s
	Basic Self Location: UE-assisted: Subtest 8
	Rel-12
	C49es
	All UEs supporting UE-assisted GNSS with A-GPS and A-Galileo only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	Pc_eTDD
	
	
	Rel-9

	7.2.2.2_9s
	Basic Self Location: UE-assisted: Subtest 9
	Rel-12
	C40es
	All UEs supporting UE-assisted GNSS with A-BDS only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_10s
	Basic Self Location: UE-assisted: Subtest 10
	Rel-12
	C41es
	All UEs supporting UE-assisted GNSS with A-GPS and A-BDS only and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.2.2.2_12s
	Basic Self Location: UE-assisted: Subtest 12
	Rel-13
	C53es
	All UEs supporting UE-assisted MBS and MO-LR request for location estimate
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3
	LPP Procedures
	
	
	
	
	
	
	

	7.3.1.1
	Position Capability Transfer
	Rel-9
	C11es
	All UEs supporting LPP
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.2.1
	LPP Duplicated Message
	Rel-9
	C11es
	All UEs supporting LPP
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.2.2
	LPP Acknowledgment
	Rel-9
	C11es
	All UEs supporting LPP
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.2.3
	LPP Retransmission
	Rel-9
	C36es
	All UEs supporting LPP and support of sending of acknowledgement request in LPP Provide Capabilities message.
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.3.1
	LPP Requested Method not Supported - UE-Assisted (Rel 9 to Rel 12)
	Rel-9
	C15es
	All UEs supporting at least one of UE-assisted GNSS, UE-assisted OTDOA or UE-assisted ECID but not all of them.
	pc_eFDD
	
	Either TC 7.3.3.1 or TC 7.3.3.1A shall be executed. (Note 1)
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.3.1A
	LPP Requested Method not Supported - UE-Assisted (Rel 13 onwards)
	Rel-13
	C54es
	All UEs supporting at least one of UE-assisted GNSS, UE-assisted OTDOA, or UE-assisted ECID or UE-assisted WLAN or UE-assisted MBS or UE-assisted Bluetooth or UE-assisted Sensor but not all of them.
	pc_eFDD
	
	Either TC 7.3.3.1 or TC 7.3.3.1A shall be executed. (Note 1)
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_1s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 1
	Rel-9
	C28es
	All UEs supporting UE-based GNSS with A-GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_2s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 2
	Rel-9
	C29es
	All UEs supporting UE-based GNSS with A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_3s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 3
	Rel-12
	C30es
	All UEs supporting UE-based GNSS with A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_4s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE‑Based: Subtest 4
	Rel-9
	C31es
	All UEs supporting UE-based GNSS with A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_8s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE‑Based: Subtest 8
	Rel-12
	C50es
	All UEs supporting UE-based GNSS with A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_9s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 9
	Rel-12
	C44es
	All UEs supporting UE-based GNSS with A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.1_10s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-Based: Subtest 10
	Rel-12
	C45es
	All UEs supporting UE-based GNSS with A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_1s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 1
	Rel-9
	C32es
	All UEs supporting UE-assisted GNSS with A-GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_2s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 2
	Rel-9
	C33es
	All UEs supporting UE-assisted GNSS with A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_3s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 3
	Rel-12
	C34es
	All UEs supporting UE-assisted GNSS with A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_4s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 4
	Rel-9
	C35es
	All UEs supporting UE-assisted GNSS with A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_5s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 5
	Rel-9
	C26es
	All UEs supporting UE-Assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_6s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 6
	Rel-9
	C27es
	All UEs supporting UE-Assisted ECID
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_7s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 7
	Rel-9
	C21es
	All UEs supporting UE-assisted GNSS and UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_8s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 8
	Rel-12
	C51es
	All UEs supporting UE-assisted GNSS with A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_9s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 9
	Rel-12
	C46es
	All UEs supporting UE-assisted GNSS with A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_10s
	E-SMLC Initiated Assistance Data Delivery followed by Location Information Transfer: UE-assisted: Subtest 10
	Rel-12
	C47es
	All UEs supporting UE-assisted GNSS with A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.2_12s
	E-SMLC Initiated Location Information Transfer: UE-assisted: Subtest 12
	Rel-13
	C55es
	All UEs supporting UE-assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_1s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 1
	Rel-9
	C28es
	All UEs supporting UE-based GNSS with A-GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_2s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 2
	Rel-9
	C29es
	All UEs supporting UE-based GNSS with A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_3s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 3
	Rel-12
	C30es
	All UEs supporting UE-based GNSS with A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_4s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 4
	Rel-9
	C31es
	All UEs supporting UE-based GNSS with A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_8s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 8
	Rel-12
	C50es
	All UEs supporting UE-based GNSS with A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_9s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 9
	Rel-12
	C44es
	All UEs supporting UE-based GNSS with A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.3_10s
	E-SMLC Initiated Position Measurement without assistance data: UE-Based: Subtest 10
	Rel-12
	C45es
	All UEs supporting UE-based GNSS with A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_1s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 1
	Rel-9
	C32es
	All UEs supporting UE-assisted GNSS with A-GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_2s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 2
	Rel-9
	C33es
	All UEs supporting UE-assisted GNSS with A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_3s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 3
	Rel-12
	C34es
	All UEs supporting UE-assisted GNSS with A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_4s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 4
	Rel-9
	C35es
	All UEs supporting UE-assisted GNSS with A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_5s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 5
	Rel-9
	C26es
	All UEs supporting UE-Assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_7s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 7
	Rel-9
	C21es
	All UEs supporting UE-assisted GNSS and UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_8s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 8
	Rel-12
	C51es
	All UEs supporting UE-assisted GNSS with A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_9s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 9
	Rel-12
	C46es
	All UEs supporting UE-assisted GNSS with A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.4.4_10s
	E-SMLC Initiated Position Measurement without assistance data: UE-assisted: Subtest 10
	Rel-12
	C47es
	All UEs supporting UE-assisted GNSS with A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_1s
	E-SMLC initiated Abort: Subtest 1
	Rel-9
	C22es
	All UEs supporting UE-based or UE-assisted GNSS with A-GPS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_2s
	E-SMLC initiated Abort: Subtest 2
	Rel-9
	C23es
	All UEs supporting UE-based or UE-assisted GNSS with A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_3s
	E-SMLC initiated Abort: Subtest 3
	Rel-12
	C24es
	All UEs supporting UE-based or UE-assisted GNSS with A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_4s
	E-SMLC initiated Abort: Subtest 4
	Rel-9
	C25es
	All UEs supporting UE-based or UE-assisted GNSS with A-GPS and A-GLONASS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_5s
	E-SMLC initiated Abort: Subtest 5
	Rel-9
	C26es
	All UEs supporting UE-assisted OTDOA
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_8s
	E-SMLC initiated Abort: Subtest 8
	Rel-12
	C52es
	All UEs supporting UE-based or UE-assisted GNSS with A-GPS and A-Galileo only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_9s
	E-SMLC initiated Abort: Subtest 9
	Rel-12
	C42es
	All UEs supporting UE-based or UE-assisted GNSS with A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_10s
	E-SMLC initiated Abort: Subtest 10
	Rel-12
	C43es
	All UEs supporting UE-based or UE-assisted GNSS with A-GPS and A-BDS only
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.3.5.1_12s
	E-SMLC initiated Abort: Subtest 12
	Rel-13
	C55es
	All UEs supporting UE-assisted MBS
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4
	Circuit Switched (CS) Fallback
	
	
	
	
	
	
	

	7.4.1.1
	CS fallback: Network does not support EPC-MO-LR
	Rel-9
	C12es
	All UEs supporting MO-LR procedure for location estimate in the CS fallback in EPS.
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.4.1.2
	CS fallback: UE does not support EPC-MO-LR
	Rel-9
	C13es
	All UEs not supporting EPC-MO-LR and supporting MO-LR procedure for location estimate in the CS fallback in EPS.
	pc_eFDD
	
	
	Rel-9

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9

	7.5
	RRC Protocol Procedures
	
	
	
	
	
	
	

	7.5.1
	Inter-Frequency RSTD measurement indication
	Rel-10
	C37es
	All UEs supporting inter-frequency RSTD measurements for OTDOA that require measurement gaps.
	pc_eFDD
	
	
	Rel-10

	
	
	
	
	
	pc_eTDD
	
	
	Rel-10

	Note 1:               The LPP Requested Method not Supported TCs verify the same core requirement(s) however for different releases. TC 7.3.3.1 shall apply to Release 12 and earlier, TC 7.3.3.1A shall apply to Release 13 and later. 
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