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	Reason for change:
	Incorrect DCI format used in test procedure and unnecessary initializations.

	
	

	Summary of change:
	Change DCI format

There is no need to specify UL RMC as the PUCCH can be used for HARQ. 
Remove CQI-ReportConfig-DEFAULT Table 8.10.1.1.7.4.3-2, since there is no reason to configure CSI for the fixed channel when the feedback is not considered anyway. RI shall be fixed to use 3 Layers, so also here no feedback from UE is needed.
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< Unchanged sections omitted >

8.10.1.2.7.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2A for C_RNTI to transmit the DL RMC according to Tables 8.10.1.2.7.3-1 and 8.10.1.2.7.3-2. The SS sends downlink MAC padding bits on the DL RMC.
3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SINR according to Tables 8.10.1.2.7.5-1as appropriate.

4.
Measure the average throughput for duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Annex G clause G.3.5.

8.10.1.2.7.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.

Table 8.10.1.2.7.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	   antennaInfoDedicated ::= SEQUENCE {
	
	
	

	    transmissionMode
	tm3
	
	

	    codebookSubsetRestriction CHOICE {
	
	
	

	    n4TxAntenna-tm3
	1111
	
	

	    }
	
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     Release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.1.2.7.4.3-2: Void
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