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	Proposed change affects:
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	Title:

	LBS-Perf: correction of the rinex file for GPS

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
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	Work item code:
	TEI9_Test
	
	Date:
	2016-11-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
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Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The WN and TOW for the UTC is 0, the rinex files contain tabs instead of blank spaces and there is no new line at the end of the files.

	
	

	Summary of change:
	WN and TOW for the UTC Conversion changed to a value different than 0 Tabs have been replaced with blank spaces

New Line at the end of the files has been added.

	
	

	Consequences if not approved:
	The rinex files will not have the correct format

	
	

	Clauses affected:
	Following files within the .zip-File GNSS_Data_Perf_V14.zip

Perf GNSS Navigation Model subtest1 01.rnx.txt

Perf GNSS Navigation Model subtest1 02.rnx.txt

Perf GPS Navigation model 01.rnx.txt

Perf GPS Navigation model 02.rnx.txt
Following files within the .zip-File GPS Data Perf V8.zip

Navigation model 01.rnx.txt

Navigation model 02.rnx.txt

Navigation model 03.rnx.txt

Annex A.2 and B.2
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	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Note to editor:

1)  Please add the first four attached files to the zip file GNSS_Data_Perf_V14.zip (replacing the exisitng files with the same name).

2)  Then rename it to GNSS_Data_Perf_V15.zip.

3)  Note that other CRs might also make changes to this zip file, so care must be taken when creating the new zip file!! 

4) Please add the last three attached files to the zip file GPS Data Perf V8.zip (replacing the exisitng files with the same name).

5)  Then rename it to GPS Data Perf V9.zip.

6)  Note that other CRs might also make changes to this zip file, so care must be taken when creating the new zip file!! 

This is the outcome of R5-168743 and 1 revision of this document


< Unchanged sections omitted >

Annex A (normative):
GPS data files

A.1
GPS data files for signalling tests

The GPS data files for use in GPS signalling tests defined in TS 37.571-2 [7] subclauses 6.1.1 to 6.1.3 are contained in archive GPS_Data_Sig_V5.zip which accompanies this document. 

The acquisition assistance data files contained in the archive are recommended but not mandatory.

A.2
GPS data files for Minimum Performance tests

The GPS data files for use in GPS Minimum Performance tests defined in TS 37.571-1 [6] subclause 5 are contained in archive GPS_Data_Perf_V9.zip which accompanies this document. The different scenarios are designated with suffixes XX in the zip file, where XX is 01, 02, 03 etc. for scenarios #1, #2, #3 etc. 

The acquisition assistance data files contained in the archive are recommended but not mandatory.

Annex B (normative):
GNSS data files

B.1
GNSS data files for signalling tests

The GNSS data files for use in GNSS signalling tests defined in TS 37.571-2 [7] subclauses 6.2.1 to 6.2.3 and subclause 7 are contained in archive GNSS_Data_Sig_V14.zip which accompanies the present document.

The acquisition assistance and reference measurement information data files contained in the archive are recommended but not mandatory.

Moreover there are currently two sets of the file Sig GANSS reference measurement information subtest1_4.csv supplied in the archive designated _set1 and _set2. Either set can be used for testing.

B.2
GNSS data files for Minimum Performance tests

The GNSS data files for use in GNSS Minimum Performance tests defined in TS 37.571-1 [6] subclauses 6 and 7 are contained in archive GNSS_Data_Perf_V15.zip which accompanies the present document. The different scenarios are designated with suffixes XX in the zip file, where XX is 01, 02, 03 etc. for scenarios #1, #2, #3 etc. The acquisition assistance and reference measurement information data files contained in the archive are recommended but not mandatory.

Moreover there are currently two sets of the files Perf GANSS reference measurement information subtest1_4 01.csv and Perf GANSS reference measurement information subtest1_4 02.csv supplied in the archive, designated _set1 and _set2. Either set can be used for testing.

< End of changes >
