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For example,

Test point 1 (1 tone/3.75 kHz):
P_NPUSCH = 10 Log {1/4} + (-124) + (20 – (-85)) = -25 dBm

Test point 2 (12 tones/15 kHz):

P_NPUSCH = 10 Log {12} + (-94) + (3 – (-85)) = +4.8 dBm
c) Updated the test system uncertainty Annex F.1.2 and F.3.2

d) Added a sentence in the minimum conformance requirement
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6.3.5F
Power Control for category NB1
6.3.5F.1
Power Control Absolute power tolerance for category NB1

· 
· 
· 
· 
· 
· 
· 
· 
· 
6.3.5F.1.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value at the start of a contiguous transmission or non-contiguous transmission with a long transmission gap, i.e. transmission gap is larger than 20 ms.
6.3.5F.1.2
Test applicability

This test case applies to all types of UE release 13 and forward of category NB1.

6.3.5F.1.3
Minimum conformance requirements

Absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap larger than 20ms.
The minimum requirement for absolute power tolerance is given in Table 6.3.5F.1.3-1 over the power range bounded by the Maximum output power as defined in subclause 6.2.2 and the Minimum output power as defined in subclause 6.3.2.

For operating bands under NOTE 2 in Table 6.2.2-1, the absolute power tolerance as specified in Table 6.3.5F.1.3-1 is relaxed by reducing the lower limit by 1.5 dB when the transmission bandwidth is confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.

Table 6.3.5F.1.3-1: Absolute power tolerance

	Conditions
	Tolerance

	Normal
	± 9.0 dB

	Extreme
	± 12.0 dB


The normative reference for this requirement is TS 36.101 clause 6.3.5F.1

6.3.5F.1.4
Test description

6.3.5F.1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions and test frequencies based on the subset of E-UTRA operating bands defined for NB-IoT in clause 5.2F. All of these configurations shall be tested with applicable test parameters, and are shown in table 6.3.5F.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of NPDSCH and NPDCCH before measurement are specified in Annex C.2.

Table 6.3.5F.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508 [7] clause 8.1.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] clause 8.1.3.1
	Frequency ranges defined in Annex K.1.1

	Configuration ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	Subcarriers
	Modulation
	Ntones
	Subcarrier spacing

	1
	N/A
	QPSK
	1@0
	3.75 kHz

	2
	
	QPSK
	1@0
	15 kHz

	3 (NOTE 1)
	
	QPSK
	12@0
	15 kHz

	Note 1:
Applicable to UE supporting UL multi-tone transmissions


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.3 using only main UE Tx/Rx antenna.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 8.1.4.3.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and C.2, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channels are set according to Table 6.3.5F.1.4.1-1.
5.
Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Message contents are defined in clause 6.3.5F.1.4.3.

6.3.5F.1.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via NPDCCH DCI format N0 for C_RNTI to schedule the UL RMC according to Table 6.3.5F.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.
The SS shall configure the UE to transmit according to Table 6.3.5F.1.4.3-1 and Table 6.3.5F.1.4.3-2.
3.
Measure the initial output power of the first resource unit of UE NPUSCH first transmission. The transient periods of 20us are excluded. The period of measurement shall be at least the continuous duration of one sub-frame (1ms) for 15 kHz sub-carrier spacing or one slot (2ms) excluding the 2304Ts gap when UE is not transmitting for 3.75 kHz sub-carrier spacing. Half-Duplex guard subframes are not under test.
4.
Release the connection through State 3A-NB.
5.
Modify system information elements according to Table 6.3.5F.1.4.3-3 and Table 6.3.5F.1.4.3-4 and notify the UE via paging message with SystemInformationModification included.

6.
Ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the new UL power control setting.
7.
SS sends uplink scheduling information for each UL HARQ process via NPDCCH DCI format N0 for C_RNTI to schedule the UL RMC according to Table 6.3.5F.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
8.
Measure the initial output power of the first resource unit of UE NPUSCH first transmission. The transient periods of 20us are excluded. The period of measurement shall be at least the continuous duration of one sub-frame (1ms) for 15 kHz sub-carrier spacing or one slot (2ms) excluding the 2304Ts gap when UE is not transmitting for 3.75 kHz sub-carrier spacing. Half-Duplex guard subframes are not under test.
NOTE 1:
For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with different UL sub-carrier spacing, the SS shall release the connection through State 3A-NB and finally ensure the UE is in State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 using the appropriate UL subcarrier spacing in Random Access Response message.
6.3.5F.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 8.1.6 with the following exceptions:
Table 6.3.5F.1.4.3-1: UplinkPowerControlCommon: Test point 1

	Derivation Path: TS 36.508 [7] clause 8.1.6.3, Table 8.1.6.3-14 UplinkPowerControlCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-NominalNPUSCH-r13
	-124 (-124 dBm)
	Test point 1 to verify a UE relative low initial power transmission
	


Table 6.3.5F.1.4.3-2: NPDSCH-ConfigCommon-NB-DEFAULT: Test Point 1
	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	20 (dBm)
	
	

	}
	
	
	


Table 6.3.5F.1.4.3-3: UplinkPowerControlCommon: Test point 2
	Derivation Path: TS 36.508 [7] clause 8.1.6.3, Table 8.1.6.3-14 UplinkPowerControlCommon-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-NominalNPUSCH-r13
	-94 (-94 dBm)
	Test point 2 to verify a UE relative high initial power transmission
	


Table 6.3.5F.1.4.3-4: NPDSCH-ConfigCommon-NB-DEFAULT: Test Point 2
	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	3 (dBm)
	
	

	}
	
	
	


Table 6.3.5F.1.4.3-5: PhysicalConfigDedicated

	Derivation Path: TS 36.508 [7] clause 8.1.8.2, Table 8.1.8.2.1.6-1 PhysicalConfigDedicated-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  uplinkPowerControlDedicated-r13
	UplinkPowerControlDedicated-NB-DEFAULT
	See subclause 8.1.6.3
	


Table 6.3.5F.1.4.3-6: UplinkPowerControlDedicated-NB-DEFAULT

	Derivation Path: TS 36.508 [7] clause 8.1.6.3, Table 8.1.6.3-15 UplinkPowerControlDedicated-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-NPUSCH-r13 
	0
	Default
	

	}
	
	
	


6.3.5F.1.5
Test requirement

The requirement for the power measured in step (2) of the test procedure is not to exceed the values specified in Table 6.3.5F.1.5-1 and 6.3.5F.1.5-2.

Table 6.3.5F.1.5-1: Absolute power tolerance: test point 1

	
	Channel bandwidth / expected output power (dBm)

	
	Configuration ID 1

3.75 kHz (1 tone)
	Configuration ID 2

15 kHz (1 tone)
	Configuration ID 3

15 kHz (12 tones)

	Expected Measured power Normal conditions
	-25 dBm
	-19 dBm
	-8.2 dBm

	Power tolerance

f ≤ 3.0GHz
	± 10.0dB
	± 10.0dB
	± 10.0dB

	Expected Measured power Extreme conditions
	-25 dBm
	-19 dBm
	-8.2 dBm

	Power tolerance

f ≤ 3.0GHz
	± 13.0dB
	± 13.0dB
	± 13.0dB

	Note 1:
The lower power limit shall not exceed the minimum output power requirements defined in sub-clause 6.3.2F.3


Table 6.3.5F.1.5-2: Absolute power tolerance: test point 2

	
	Channel bandwidth / expected output power (dBm)

	
	Configuration ID 1

3.75 kHz (1 tone)
	Configuration ID 2

15 kHz (1 tone)
	Configuration ID 3

15 kHz (12 tones)

	Expected Measured power Normal conditions
	-12 dBm
	-6 dBm
	4.8 dBm

	Power tolerance

f ≤ 3.0GHz
	± 10.0dB
	± 10.0dB
	± 10.0dB

	Expected Measured power Extreme conditions
	-12 dBm
	-6 dBm
	4.8 dBm

	Power tolerance

f ≤ 3.0GHz
	± 13.0dB
	± 13.0dB
	± 13.0dB

	Note 1:
The upper power limit shall not exceed the maximum output power requirements defined in sub-clause 6.2.2F.3


 
<< Skip unchanged sections >>

F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2 UE Maximum Output Power
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	<<Many rows skipped>>

	6.3.5.1 Power Control Absolute power tolerance
	±1.0 dB, f ≤ 3.0GHz

±1.4 dB, 3.0GHz < f ≤ 4.2GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

3.0GHz < f ≤ 4.2GHz

DL signal level uncert ± 1.0dB

UL meas’t uncert ± 1.0dB

	6.3.5.2 Power Control

Relative power tolerance
	±0.7 dB
	

	6.3.5.3 Aggregate power control tolerance
	±0.7 dB
	

	6.3.5_1.1 Power Control Absolute power tolerance for HPUE
	±1.0 dB, f ≤ 3.0GHz
	

	6.3.5_1.2 Power Control Relative power tolerance for HPUE
	±0.7 dB
	

	6.3.5_1.3 Aggregate power control tolerance for HPUE
	±0.7 dB
	

	6.3.5A.1.1 Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.2 Power Control Absolute power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.1.3 Power Control Absolute power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.1 for each CC
	

	6.3.5A.2.1 Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Absolute power ±1dB, f ≤ 4.2GHz
Relative power ±0.7 dB
Both requirements apply for each CC
	Absolute power is used to check when power is near lower and upper limits of the range.

Relative power is used to check step sizes.

	6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.2 Aggregate power control tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5A.3.3 Aggregate power control tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.3 for each CC
	

	6.3.5B.1 Power Control Absolute Power Tolerance for UL- MIMO
	Same as 6.3.5.1 for each antenna
	

	6.3.5B.2 Power Control Relative power tolerance for UL-MIMO
	Same as 6.3.5.2 for each antenna
	

	6.3.5B.3 Aggregate power control tolerance for UL-MIMO
	Same as 6.3.5.3 for each antenna
	

	6.3.5E.1 Power Control Absolute power tolerance for UE category 0
	Same as 6.3.5.1
	

	6.3.5E.2 Power Control Relative power tolerance for UE category 0
	Same as 6.3.5.2
	

	6.3.5E.3 Aggregate power control tolerance for UE category 0
	Same as 6.3.5.3
	

	6.3.5EA.1 Power Control Absolute power tolerance for UE category M1
	±1.0 dB, f ≤ 3.0GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

	6.3.5EA.2 Power Control Relative power tolerance for UE category M1
	±0.7 dB
	

	6.3.5EA.3 Aggregate power control tolerance for UE category M1
	Same as 6.3.5.3
	

	6.3.5F.1 Power Control Absolute power tolerance for category NB1
	±1.0 dB, f ≤ 3.0GHz
	Overall system uncertainty comprises two quantities:

1. Downlink signal level uncertainty

2. Uplink level measurement uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared.

Test System uncertainty = [SQRT (DL level uncert 2 + UL measurement uncert 2)]

f ≤ 3.0GHz

DL signal level uncert ± 0.7dB

UL meas’t uncert ± 0.7dB

	<<Many rows skipped>>

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	

	6.8B Time alignment error for UL-MIMO
	±25 ns
	


<< Skip unchanged sections >>

F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

	<<Many rows skipped>>

	6.3.5.1 Power Control Absolute power tolerance
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
3.0GHz < f ≤ 4.2GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB

1.4 dB

1.4 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB
Normal conditions ± 10.4 dB
Extreme conditions ± 13.4 dB

	6.3.5.2 Power Control Relative power tolerance
	TS 36.101 [2] clause 6.3.5.1

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±2.5 dB
2 ≤ ΔP < 3; ±3.0 dB

3 ≤ ΔP < 4; ±3.5 dB

4 ≤ ΔP ≤ 10; ±4.0 dB

10 ≤ ΔP < 15; ±5.0 dB

15 ≤ ΔP; ±6.0 dB
	0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±3.2 dB
2 ≤ ΔP < 3; ±3.7 dB

3 ≤ ΔP < 4; ±4.2 dB

4 ≤ ΔP < 10; ±4.7 dB

10 ≤ ΔP < 15; ±5.7 dB

15 ≤ ΔP; ±6.7 dB

	6.3.5.3 Aggregate power control tolerance
	Aggregate power control tolerance within 21 ms:

PUCCH = ±2.5 dB

PUSCH = ±3.5 dB
	0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

PUCCH = ±3.2 dB

PUSCH = ±4.2 dB

	6.3.5_1.1 Power Control Absolute power tolerance for HPUE
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB

	6.3.5_1.2 Power Control Relative power tolerance for HPUE
	Same as 6.3.5.2
	Same as 6.3.5.2
	Same as 6.3.5.2

	6.3.5_1.3 Aggregate power control tolerance for HPUE
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.1.1 Power Control Absolute power tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.2 Power Control Absolute power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.1.3 Power Control Absolute power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5A.2.1 Power Control Relative power tolerance for CA (intra-band contiguous DL CA and UL CA)
	TS 36.101 [2] clause 6.3.5A.2 refers to Table 6.3.5.2.1-1.

All combinations of PUSCH and PUCCH transitions:

SCC power increase
PCC 0dB (ΔP ≤ 1dB):

 Normal 0 ±1.0dB
 Exceptions: 0 ±6.0dB

SCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

SCC power decrease
PCC 0dB (ΔP ≤ 1dB):

 Normal 0 ±1.0dB
 Exceptions: 0 ±6.0dB

SCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

PCC and SCC power increase
PCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

SCC +9dB (4 ≤ ΔP ≤ 10):

 Normal +9 ±4.0dB
 Exceptions: +9 ±6.0dB

PCC and SCC power decrease
PCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

SCC -9dB (4 ≤ ΔP ≤ 10):

 Normal -9 ±4.0dB
 Exceptions: -9 ±6.0dB

Each CC can have exceptions
	-0.7, +0.8dB
-0.7, +0.8dB

-0.8, +0.7dB
-0.8, +0.8dB
-0.8, +0.7dB
-0.8, +0.7dB

-0.8, +0.8dB
-0.8, +0.8dB
-0.7, +0.8dB
-0.7, +0.8dB

-0.7, +0.8dB
-0.7, +0.8dB
-0.8, +0.7dB
-0.8, +0.7dB

-0.8, +0.7dB
-0.8, +0.7dB

	Relative power measurement uncertainty comprises two quantities:

1. Uplink Relative level measurement uncertainty of Test system

2. IQ image Leakage onto weaker CC at -25dBc is allowed for the UE, so is added arithmetically. It can only increase the measured power of the weaker CC.

UL relative meas’t uncert ±0.7dB

Leakage +0.17dB max for 11dB CC power difference, based on -25dBc. 

All limits rounded to nearest 0.1dB.

SCC power increase
PCC:

 Normal -1.7, +1.8dB
 Exceptions: -6.7, +6.8dB

SCC:

 Normal +4.2, +13.7dB
 Exceptions: +2.2, +15.8dB

SCC power decrease
PCC:

 Normal -1.8, +1.7dB
 Exceptions: -6.8, +6.7dB

SCC:

 Normal -13.8, -4.2dB
 Exceptions: -15.8, -2.2dB

PCC and SCC power increase
PCC:

 Normal +4.3, +13.8dB
 Exceptions: +2.3, +15.8dB

SCC:

 Normal +4.3, +13.8dB
 Exceptions: +2.3, +15.8dB

PCC and SCC power decrease
PCC:

 Normal -13.8, -4.3dB
 Exceptions: -15.8, -2.3dB

SCC:

 Normal -13.8, -4.3dB
 Exceptions: -15.8, -2.3dB

The analysis is recorded in 3GPP TR 36.904 [17]
When setting SCC power for the next step, three factors are relevant:

1. Uplink Relative level measurement uncertainty

2. IQ image Leakage onto weaker CC at -25dBc is allowed for the UE

3) TPC step 1dB ±1dB is allowed for the UE

These are added arithmetically, giving an extra margin of (1+0.7+0.17) = 1.87dB (2dB is allowed) to avoid the same power step exception being counted twice.

	6.3.5A.2.2 Power Control Relative power tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.2 on both PCC and SCC separately.
	Same as 6.3.5.2 on both PCC and SCC separately.
	Same as 6.3.5.2 on both PCC and SCC separately.

	6.3.5A.2.3 Power Control Relative power tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1
	Same as 6.3.5A.2.1

	6.3.5A.3.1 Aggregate power control tolerance for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.2 Aggregate power control tolerance for CA (inter-band DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5A.3.3 Aggregate power control tolerance for CA (intra-band non-contiguous DL CA and UL CA)
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5B.1 Power Control Absolute Power Tolerance for UL- MIMO
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3.5B.2 Power Control Relative power tolerance for UL-MIMO
	Same as 6.3.5.2
	Same as 6.3.5.2
	Same as 6.3.5.2

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3.5B.3 Aggregate power control tolerance for UL-MIMO
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.3.5E.1 Power Control Absolute power tolerance for UE category 0
	Same as 6.3.5.1
	Same as 6.3.5.1
	Same as 6.3.5.1

	6.3.5E.2 Power Control Relative power tolerance for UE category 0
	Same as 6.3.5.2
	Same as 6.3.5.2
	Same as 6.3.5.2

	6.3.5E.3 Aggregate power control tolerance for UE category 0
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5EA.1 Power Control Absolute power tolerance for UE category M1
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB
	1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB

	6.3.5EA.2 Power Control Relative power tolerance for UE category M1
	TS 36.101 [2] clause 6.3.5.1

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±2.5 dB
2 ≤ ΔP < 3; ±3.0 dB

3 ≤ ΔP < 4; ±3.5 dB

4 ≤ ΔP ≤ 10; ±4.0 dB

10 ≤ ΔP < 15; ±5.0 dB

15 ≤ ΔP; ±6.0 dB
	0.7 dB
	Formula:

Upper limit + TT, Lower limit – TT

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±3.2 dB
2 ≤ ΔP < 3; ±3.7 dB

3 ≤ ΔP < 4; ±4.2 dB

4 ≤ ΔP < 10; ±4.7 dB

10 ≤ ΔP < 15; ±5.7 dB

15 ≤ ΔP; ±6.7 dB

	6.3.5EA.3 Aggregate power control tolerance for UE category M1
	Same as 6.3.5.3
	Same as 6.3.5.3
	Same as 6.3.5.3

	6.3.5F.1 Power Control Absolute power tolerance for category NB1
	f ≤ 3.0GHz
Normal conditions ± 9.0 dB
Extreme conditions ± 12.0 dB

	1.0 dB

1.0 dB


	Formula:

Upper limit + TT, Lower limit – TT

Normal conditions ± 10.0 dB
Extreme conditions ± 13.0 dB

	<<Many rows skipped>>

	6.7E Transmit intermodulation for UE category 0
	Same as 6.7
	Same as 6.7
	Same as 6.7

	6.8B Time alignment error for UL-MIMO
	The Time Alignment Error (TAE) shall not exceed 130 ns
	25 ns
	Formula:
Minimum Requirement+ TT


<< Skip unchanged sections >>
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