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---START OF CHANGE 1---
3.5.1
Groups of bands

The intention with the band grouping below is to increase the readability of the specification.

Table 3.5.1-1: E-UTRA band groups

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD_A
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 32 Note 4
	TDD_A
	33, 34, 35, 36, 37, 38, 39, 40, 45

	B
	FDD_B
	65, 66 Note 5
	TDD_B
	-

	C
	FDD_C
	9, 30
	TDD_C
	42, 43, 48

	D
	FDD_D
	28
	TDD_D
	-

	E
	FDD_E
	2, 5, 7, 27
	TDD_E
	41, 44

	F
	FDD_F
	26 Note 3
	TDD_F
	-

	G
	FDD_G
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 2
	TDD_G
	-

	H
	FDD_H
	25
	TDD_H
	-

	I
	FDD_I
	-
	TDD_I
	-

	J
	FDD_J
	-
	TDD_J
	-

	K
	FDD_K
	-
	TDD_K
	-

	L
	FDD_L
	-
	TDD_L
	-

	M
	FDD_M
	-
	TDD_M
	-

	N
	FDD_N
	31
	TDD_N
	-

	NOTE 1:
The bands within the same group have the same Io conditions in a corresponding requirement in this specification.

NOTE 2:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.

NOTE 3:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
Band 32 is used only for E-UTRA carrier aggregation with other E-UTRA bands.

NOTE 5:
The range 2180-2200 MHz of the DL operating band 66 is restricted to E-UTRA operation when carrier aggregation is configured.


---END OF CHANGE 1---
---START OF CHANGE 2---
8.4.4
E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps

8.4.4.1
Test purpose

To verify the requirement for identification of a new CGI of E-UTRA cell with autonomous gaps.
8.4.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward with support of inter-frequency SI acquisition for HO.

8.4.4.3
Minimum conformance requirements

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of TS 36.331 [5]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within:
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Where

Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined, provided that the E-UTRA cell has been already identified by the UE.
A cell shall be considered identifiable following conditions are fulfilled:

-
RSRP related side conditions given in TS 36.133 [4] Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -125 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40, 42, 43, 48 and SCH Ês/Iot > - 4 dB.

-
SCH_RP > -124 dBm for Band 41 and SCH Ês/Iot > - 4 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [5] are used.
Given that continuous DL data allocation and no DRX is used, no measurement gaps are configured, and TDD configuration as in TS 36.133 [4] Table 8.1.2.3.2.1-1 is used, the UE shall have more than 30 ACK/NACKs transmitted during the identification of a new CGI of E-UTRA cell.
The ECGI reporting delay occurs due to the delay uncertainty when inserting the ECGI measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. In case DRX is used, the ECGI reporting may be delayed until the next DRX cycle.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.7 and A.8.4.4.
---END OF CHANGE 2---
---START OF CHANGE 3---
8.4.5
E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX

8.4.5.1
Test purpose

To verify the requirement for identification of a new CGI of E-UTRA cell with autonomous gaps with DRX.
8.4.5.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward with support of inter-frequency SI acquisition for HO. Applicability requires support for FGI bit 5.

8.4.5.3
Minimum conformance requirements

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of TS 36.331 [5]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within:
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Where

Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA  cell is defined, provided that the E-UTRA cell has been already identified by the UE.
A cell shall be considered identifiable following conditions are fulfilled:

-
RSRP related side conditions given in TS 36.133 [4] Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -125 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40, 42, 43 , 48 and SCH Ês/Iot > - 4 dB.

-
SCH_RP > -124 dBm for Band 41 and SCH Ês/Iot > - 4 dB.

The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [5] are used.
The ECGI reporting delay occurs due to the delay uncertainty when inserting the ECGI measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. In case DRX is used, the ECGI reporting may be delayed until the next DRX cycle.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.7 and A.8.4.5.
---END OF CHANGE 3---
---START OF CHANGE 4---
9.1.2.2
TDD Intra Frequency Relative Accuracy of RSRP

………………
9.1.2.2.5
Test requirement

Table 9.1.2.2.5-2 defines the primary level settings including test tolerances for all tests.

Each RSRP TDD intra-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.2.2.5-3. The mapping of measured quantity is defined in Table 9.1.2.2.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.2.5-1: Void
Table 9.1.2.2.5-2: RSRP TDD Intra frequency relative accuracy test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands TDD_A
	dBm/15 kHz
	-106.0 
	-106.0
	-88.0
	-88.0
	-116.0

	
	Bands TDD_C
	
	
	
	
	
	-115.00

	
	Bands TDD_E
	
	
	
	
	
	-114.00
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	dB
	1.88
	-4.97
	1.88
	-4.97
	-0.01
	-4.76

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-100.0
	-104.0
	-82.0
	-86.0
	-113.0
	-116.0

	
	Bands TDD_C
	
	
	
	
	
	-112.00
	-115.00

	
	Bands TDD_E
	
	
	
	
	
	-111.00
	-114.00

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-70.05
	-70.05
	-52.05
	-52.05
	-82.20

	
	Bands TDD_C
	
	
	
	
	
	-81.20

	
	Bands TDD_E
	
	
	
	
	
	-80.20
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	dB
	6.0
	2.0
	6.0
	2.0
	3.0
	0.0

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image8.wmf]oc

N

 to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.2.2.5-3: RSRP TDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	Bands 33, 34, 35, 36, 37, 38, 39, 40
	Band 42, 43, 48
	Band 41

	Normal Conditions
	

	Lowest reported value (Cell 2)
	RSRP_x - 9 
	RSRP_x - 9 
	RSRP_x - 8 
	RSRP_x - 8 
	RSRP_x - 8

	Highest reported value (Cell 2)
	RSRP_x + 1
	RSRP_x + 1
	RSRP_x + 2
	RSRP_x + 2
	RSRP_x + 2

	Extreme Conditions
	

	Lowest reported value (Cell 2)
	RSRP_x - 9 
	RSRP_x - 9 
	RSRP_x - 8 
	RSRP_x - 8 
	RSRP_x - 8

	Highest reported value (Cell 2)
	RSRP_x + 1
	RSRP_x + 1
	RSRP_x + 2
	RSRP_x + 2
	RSRP_x + 2

	RSRP_x is the reported value of Cell 1
	


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

---END OF CHANGE 4---
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