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	The setting mpdcch-NumRepetition-r13 = r1 is applied in TC 7.3EA and 7.4EA. However, it is missing in TCs 7.5EA, 7.6.1EA, 7.6.2EA, 7.6.3EA, and 7.8.1EA.

	
	

	Summary of change:
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	Other comments:
	


< Unchanged sections omitted >

7.5EA.4.3
Message contents
 Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions.
Table 7.5EA.4.3-1: UplinkPowerControlDedicated

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


Table 7.5EA.4.3-2: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	



< Unchanged sections omitted >

7.6.1EA.4.3
Message Contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the condition CEModeA and the following exceptions.
Table 7.6.1EA.4.3-1: UplinkPowerControlDedicated

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-UE-PUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


Table 7.6.1EA.4.3-2: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	


< Unchanged sections omitted >

7.6.2EA.4.3
Message Contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the condition CEModeA and the following exceptions.
Table 7.6.2EA.4.3-1: UplinkPowerControlDedicated

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-UE-PUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


Table 7.6.2EA.4.3-2: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	


< Unchanged sections omitted >

7.6.3EA.4.3
Message Contents
Message contents are according to TS 36.508 [7] subclause 4.6 with the condition CEModeA and the following exceptions.
Table 7.6.3EA.4.3-1: UplinkPowerControlDedicated

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-UE-PUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


Table 7.6.3EA.4.3-2: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	


< Unchanged sections omitted >

7.8.1EA.4.3
Message contents
Same message contents as in clause 7.8.1.4.3 with the following exception.
Table 7.8.1EA.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	


< End of changes >


