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<< Unchanged sections omitted >>
6.2.2A.1
UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)

6.2.2A.1.1
Test purpose

To verify that the error of UE maximum output power in intra-band contiguous carrier aggregation does not exceed the range prescribed by the specified CA Power Class and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.2A.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

6.2.2A.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.2.2A.0.
<< Unchanged sections omitted >>
6.2.2A.2
UE Maximum Output Power for CA (inter-band DL CA and UL CA)

6.2.2A.2.1
Test purpose

Same as in clause 6.2.2A.1.1, but for the inter-band carrier aggregation case.

6.2.2A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support inter-band DL CA and UL CA.

6.2.2A.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.2.2A.0.
<< End of changes >>
