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1. Introduction
This discussion paper is the update of R5-168521[1] to introduce one more test case to verify IMS-capable UEs to reattempt an IMS emergency call after rejecting IMS emergency registration in TS 34.229-1[2].

The test purpose of the additional test case is also for IMS on E-URAN roaming scenario in future.
2. Discussion

In R5-168521[1], RAN5 agreed to introduce 2TCs as below.

· 19.3.5 “Emergency call with emergency registration / Success / GIBA against a network with GIBA support only” (see R5-170696)
· Applicability of this TC is “Rel-9 or later IMS supported AND GIBA supported”
· 19.4.6 “Emergency call without emergency registration / Failure of registration / Rejected by 403(Forbidden)” (see R5-170695)
· Applicability of this TC is “Rel-9 to 13 IMS supported AND supporting the reattempting IMS call after rejection of registration”
However, since the NW cannot know which UE supports GIBA or not before registration, the NW supporting only GIBA rejects the emergency registration request from the UE not supporting GIBA by SIP_420 (Bad Request). If not supporting GIBA, Rel-14 UEs shall initiates IMS emergency call without emergency registration and Rel-13 or before UEs should do as the same. This test purpose is not covered in TC 19.3.5 nor TC 19.3.6 as indicated in Table.1.
	UE

NW
	GIBA supported
	GIBA unsupported

	GIBA supported only
	TC 19.3.5
	None

	The others
	TC 19.4.6
	TC 19.4.6


Table.1 Test coverage for IMS emergency call in VPLMN

If such a test procedure is added in TC 19.3.5 which the registration is rejected by 420, the expected UE behaviour differs between GIBA-supported UEs and the others and it does not match the top of TC title “Emergency call with emergency registration”. 
On these backgrounds, one more TCs should be added to cover real NW use cases.

3. Proposal

RAN5 needs to add 1 TC in TS 34.229-1 section 19.
· 19.4.7 “Emergency call without emergency registration / Failure of registration / GIBA against a network with GIBA support only” 
· Applicability of this TC is “Rel-9 to 13 IMS supported AND GIBA not supported AND supporting the reattempting IMS call after rejection of registration”
The CR R5-170694 to add this TC is submitted in RAN5#74.
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