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< Beginning of Modifications >
5.1.3 MFBI Test frequencies

5.1.3.1 MFBI Test frequencies for operation Band II overlapping with Band XXV

· Same as per section 5.1.1.2

5.1.3.2 MFBI Test frequencies for operation Band III overlapping with Band IX

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	1137
	1752.4 MHz
	1362
	1847.4 MHz

	Mid Range
	1212
	1767.4MHz
	1437
	1862.4 MHz

	High Range
	1287
	1782.4 MHz
	1512
	1877.4 MHz


5.1.3.3 MFBI Test frequencies for operation Band IV overlapping with Band X

· Same as per section 5.1.1.4

5.1.3.4 MFBI Test frequencies for operation Band V overlapping with Band XVIII

· FFS

5.1.3.5 MFBI Test frequencies for operation Band V overlapping with Band XIX

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	812
	832.5 MHz
	1037
	877.5 MHz

	Mid Range
	837
	837.5 MHz
	1062
	882.5 MHz

	High Range
	862
	842.5 MHz
	1087
	887.5 MHz


5.1.3.6 MFBI Test frequencies for operation Band V overlapping with Band XXVI

· Same as per section 5.1.1.5
5.1.3.7 MFBI Test frequencies for operation Band IX overlapping with Band III

· Same as per section 5.1.1.9
5.1.3.8 MFBI Test frequencies for operation Band X overlapping with Band IV

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	2888
	1712.6 MHz
	3113
	2112.6 MHz

	Mid Range
	3025
	1740.0 MHz
	3250
	2140.0 MHz

	High Range
	3087
	1752.4 MHz
	3312
	2152.4 MHz


5.1.3.9 MFBI Test frequencies for operation Band XVIII overlapping with Band V

· FFS

5.1.3.10 MFBI Test frequencies for operation Band XVIII overlapping with Band XXVI

· FFS

5.1.3.11 MFBI Test frequencies for operation Band XIX overlapping with Band V

· Same as per section 5.1.1.19

5.1.3.12 MFBI Test frequencies for operation Band XIX overlapping with Band XXVI

· Same as per section 5.1.1.19

5.1.3.13 MFBI Test frequencies for operation Band XXV overlapping with Band II

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	4888
	1852.6 MHz
	5113
	1932.6 MHz

	Mid Range
	5025
	1880.0 MHz
	5250
	1960.0 MHz

	High Range
	5162
	1907.4 MHz
	5387
	1987.4 MHz


5.1.3.14 MFBI Test frequencies for operation Band XXVI overlapping with Band V

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	5588
	826.6 MHz
	5813
	871.6 MHz

	Mid Range
	5630
	835.0 MHz
	5855
	880.0 MHz

	High Range
	5687
	846.4 MHz
	5912
	891.4 MHz


5.1.3.15 MFBI Test frequencies for operation Band XXVI overlapping with Band XVIII

· FFS

5.1.3.16 MFBI Test frequencies for operation Band XXVI overlapping with Band XIX

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	5618
	832.6 MHz
	5843
	877.6 MHz

	Mid Range
	5643
	837.5 MHz
	5868
	882.6 MHz

	High Range
	5668
	842.5 MHz
	5893
	887.6 MHz
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