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<Start of first modified section>
8.1.1.4
RRC / Paging for connection in idle mode / Shared network environment

8.1.1.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state having been registered in the TA of the current cell which has broadcasted a SystemInformationBlockType1 message including multiple PLMN identities }

ensure that {
  when { UE receives a Paging message including an IE ue-Identity set to the S-TMSI which was allocated to the UE at the UE registration procedure }

    then { UE establishes an RRC connection }

            }

8.1.1.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.3.3.2, 5.3.3.3 and 5.3.3.4.

[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the  PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and the cn-Domain to the upper layers.

...

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

...

1> if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2> start timer T300

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

...

[TS 36.331, clause 5.3.3.3]

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

[TS 36.331, clause 5.3.3.4]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers  (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>

if upper layers provide the ‘Registered MME’, include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers;
4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2> submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends.

8.1.1.4.3
Test description

8.1.1.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18].

8.1.1.4.3.2
Test procedure sequence

Table 8.1.1.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity.
	<--
	Paging
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionRequest message?
	-->
	RRCConnectionRequest
	1
	P

	3
	The SS transmit an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionSetupComplete message including SERVICE REQUEST and an IE selectedPLMN-Identity corresponding to the PLMN on which the UE has been registered to confirm the successful completion of the connection establishment?
	-->
	RRCConnectionSetupComplete
	1
	P

	4A-4D
	Steps 6 to 9 of the generic radio bearer establishment procedure (TS 36.508 4.5.3.3-1) are executed to successfully complete the service request procedure.
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	- 
	1
	-


8.1.1.4.3.3
Specific message contents

Table 8.1.1.4.3.3-1: SystemInformationBlockType1 (all steps, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        Mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        Mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        Mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        Mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.4.3.3-1A: SystemInformationBlockType1-BR-r13 (all steps when UE under test is CAT M1, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.4.3.2-3A

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-BR-r13 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInformation SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        Mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        Mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        Mcc
	See Table 8.1.1.4.3.3-1A
	
	

	        Mnc
	See Table 8.1.1.4.3.3-1A
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The PLMN Identity list broadcasted on the BCCH in Cell 1 shall be configured as defined in the table below.

Table 8.1.1.4.3.3-1A: PLMN Identity List broadcasted for Cell 1
	Cell
	PLMN Identity (1)
	PLMN Identity (2)

	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	1
	 PLMN 1
	PLMN 1
	PLMN 2
	PLMN 2


The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	(NOTE 2)
	(NOTE 2)

	2
	(NOTE 3)
	0
	2
	-


NOTE 1: “–“ (dash) denotes “not present”

NOTE 2: Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card for PLMN 1.

NOTE 3: Set to the same Mobile Country Code stored in EFIMSI on the test USIM card for PLMN 2.

Table 8.1.1.4.3.3-2: RRCConnectionRequest (step 2, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mt-Access
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.1.4.3.3-3: RRCConnectionSetupComplete (step 4, Table 8.1.1.4.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	Set to the PLMN selected by upper layers
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
<Start of next modified section>

8.1.2.13
RRC connection establishment / 0% access probability for MO calls, 0% access probability for MO signalling

8.1.2.13.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts SystemInformationBlockType2 indicating 0% access probability for MO signalling }

    then { UE does not transmit any RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call and for MO signalling }

ensure that {
  when { UE receives a Paging message }

    then { UE transmits an RRCConnectionRequest message }

            }

(3)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call }

ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message }

            }

8.1.2.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2: Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

...

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

8.1.2.13.3
Test description

8.1.2.13.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 11.

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].

8.1.2.13.3.2
Test procedure sequence

Table 8.1.2.13.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are assigned to satisfy RCell 1 > RCell 11.


Table 8.1.2.13.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	3
	The SS changes the power level setting according to the row “T1” in table 8.1.2.13.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 11 within 40s? (Note 1)
	-->
	RRCConnectionRequest
	1
	F

	5
	The SS transmits a Paging message including a matched identity allocated in Cell 1.
	<--
	Paging
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 30s? (Note 2)
	-->
	RRCConnectionRequest
	1
	F

	7
	The SS changes the SystemInformationBlockType1 and SystemInformationBlockType2 on Cell 1 according to Table 8.1.2.13.3.3-1.
	-
	-
	-
	-

	7A
	Wait for 2.1* modification period (Note 5) to allow the new system information to take effect.
	-
	-
	-
	-

	7B
	The SS changes the power level setting according to the row “T2” in table 8.1.2.13.3.2-1.
	-
	-
	-
	-

	8
	The SS waits for 40s the UE to perform cell reselection procedure (Note 3).
	-
	-
	-
	-

	9
	The SS sends a Paging message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists on Cell 1.
	<--
	Paging
	-
	-

	10
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1?
	-->
	RRCConnectionRequest
	2
	P

	11-16
	Steps 4 to 9 of the generic test procedure in TS 36.508 subclause 4.5.3.3 are performed on Cell 1.

NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	17
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	18
	Wait for 1 s after the IP packet has been transmitted in step 17. (Note 4)
	-
	-
	-
	-

	19
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	20
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 10s?
	-->
	RRCConnectionRequest
	3
	F

	-
	EXCEPTION: Step 30 and Step 31a1 can happen in any order.
	-
	-
	-
	-

	21-30
	Check: Does the test result of steps 1 to 10 generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1,2,3
	-

	-
	EXCEPTION: Step 31a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	31a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 17 on the DRB associated with the default EPS bearer context on Cell 1 within 10 s.
	-
	-
	-
	-

	Note 1:
The UE starts T305.

Note 2:
In case that the UE did not response to paging on Cell 1, it is considered that the UE is camped on Cell 11.

Note 3:
The UE stops T305 upon cell reselection.

Note 4:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 17 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 19.
Note 5:
The wait time of 2.1* modification period in step 7A is to allow for the network to paging the system information change during the next modification period, and update the system information at the subsequent modification period. UE should acquire the updated system information within 100ms of the start of modification period.


8.1.2.13.3.3
Specific message contents

Table 8.1.2.13.3.3-1: SystemInformationBlockType2 for Cell 1 (step 7, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s8
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.13.3.3-2: SystemInformationBlockType1 for Cell 1 (step 7, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	
	

	}
	
	
	


Table 8.1.2.13.3.3-2A: SystemInformationBlockType1-BR-r13 for Cell 1 (step 7 when UE under test is CAT M1, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.2-3A

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-BR-r13 ::= SEQUENCE {
	
	
	

	  systemInfoValueTag
	1
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	UECAT0

	          nonCriticalExtension SEQUENCE {
	
	
	

	            bandwidthReducedAccessRelatedInfo-r13 SEQUENCE {
	
	
	

	              systemInfoValueTagList-r13 SEQUENCE (SIZE (1..maxSI-Message)) OF 
	n entries
	The same number of entries, and listed in the same order, as in SchedulingInfoList (without suffix)
	

	              SystemInfoValueTagSI-r13[1]
	SystemInfoValueTagSI-r13[k]=1, where k is the entry corresponding to the system info including SystemInformationBlockType2. For all other entries the value is set to 0 (same as in the default SystemInformationBlockType1-BR-r13 message). 
	
	

	….

              SystemInfoValueTagSI-r13[n]
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.13.3.3-3: SystemInformationBlockType2 for Cell 11 (preamble and all steps, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.13.3.3-4: CLOSE UE TEST LOOP (preamble, Table 8.1.2.13.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


<End of modified section>

<Start of next modified section>

8.3.3.1
Measurement configuration control and reporting / SON / ANR / CGI reporting of E-UTRAN cell

8.3.3.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { Neighbour becomes offset better than serving }

   then { UE sends MeasurementReport for event A3 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the neighbour cell }

   then { UE determines the global cell identity of the cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport }

}

8.3.3.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3.1, 5.5.4.1 and 5.5.5.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

...

1>
If the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the Measurement configuration procedure as specified in 5.5.2;

...

[TS 36.331, clause 5.5.2.3]

The UE shall:

...

The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;

2>
else:

3>
add a new entry  for this measId within the VarMeasConfig ;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

2>
if the triggerType is set to ‘periodical’ and the purpose is set to ‘reportCGI’ in the reportConfig associated with this measId:
3>
if the measObject associated with this measId concerns E-UTRA:
4>
start timer T321 with the timer value set to 1 second for this measId;
3>
else:
4>
start timer T321 with the timer value set to 8 seconds for this measId;
[TS 36.331, clause 5.5.3.1]

The UE supports measurements using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if a measurement gap configuration is setup; or

2>
the UE does not require measurement gaps to perform the concerned measurement:

3>
if s-Measure is not configured; or

3>
if s-Measure is configured and the serving cell RSRP, after layer 3 filtering, is lower than this value; or

3>
if the purpose for the associated reportConfig is set to ‘reportCGI’:

4>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject;

2>
perform the evaluation of reporting criteria as specified in section 5.5.4;

1>
if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’:

2>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

3>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE:
The ‘primary’ PLMN is part of the global cell identity.

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

3>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

3>
try to acquire the RAC in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘typeHRPD’:

3>
try to acquire the Sector ID in the concerned cell;

2>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is ‘type1XRTT’:

3>
try to acquire the BASE ID, SID and NID in the concerned cell;

...

[TS 36.331, clause 5.5.4.1]

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfig includes a purpose set to ‘reportStrongestCellsForSON’:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to ‘reportCGI’:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the purpose is included and set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’ and if a (first) measurement result is available for one or more applicable cells:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’, the UE initiates a first measurement report immediately after the quantity to be reported becomes available for at least either serving cell or one of the applicable cells. If the purpose is set to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report when it has determined the strongest cells on the associated frequency.

2>
upon expiry of the periodical reporting timer for this measId:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to ‘reportCGI’ and if the UE acquired the information needed to set all fields of  cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:
3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
[TS 36.331, clause 5.5.5]
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServCell to include the quantities of serving cell;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to ‘event’:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 4:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;
3>
if the triggerType is set to ‘event’; or the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
else:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of decreasing quantity, i.e. the best cell is included first;

3>
else if the purpose is set to ‘reportCGI’:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
include the cgi-Info containing all the fields that have been successfully acquired;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to ‘periodical’:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE’s CDMA2000 upper layer’s HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to ‘FALSE’;

1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
...

8.3.3.1.3
Test description

8.3.3.1.3.1
Pre-test conditions

System Simulator:

- Cell 1 and Cell 2

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.3.1.3.2
Test procedure sequence

Table 8.3.3.1.3.2-1 illustrates the downlink power levels to be applied for Cell 1 and Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.3.1.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 2

(DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	Power levels shall be such that entry condition for event A3 is not satisfied: 
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	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	Power levels shall be such that entry condition for event A3 is satisfied: 
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Table 8.3.3.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including measConfig to setup intra LTE measurement and reporting for event A3 (intra frequency measurement) and set timeAlignmentTimerDedicated to infinity.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.3.1.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for Cell 2?
	-->
	MeasurementReport
	1
	P

	5
	The SS transmits an RRCConnectionReconfiguration message including measConfig including reportCGI for Cell 2 and sufficient idle periods for UE to acquire the relevant system information from Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with cellGlobalId of Cell 2 within 1 sec.
	-->
	MeasurementReport
	2
	P


8.3.3.1.3.3
Specific message contents

Table 8.3.3.1.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all the steps in Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	RadioResourceConfigCommonSIB-DEFAULT ::=    SEQUENCE {
	
	
	

	pcch-Config
	PCCH-Config-LONGCYCLE
	
	

	}
	
	
	

	PCCH-Config-LONGCYCLE::= SEQUENCE {
	
	
	

	defaultPagingCycle
	rf256
	
	

	nB
	oneT
	
	

	}
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-1A: SystemInformationBlockType1 for Cell 2 (preamble and all steps, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-1AA: SystemInformationBlockType1-BR-r13 for Cell 2 (preamble and all steps when UE under test is CAT M1, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 Table 4.4.3.2-3A

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-BR-r13 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	2 entries
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	      plmn-Identity[2] SEQUENCE {
	
	
	

	        mcc
	See Table 8.3.3.1.3.3-1B
	
	

	        mnc
	See Table 8.3.3.1.3.3-1B
	
	

	      }
	
	
	

	      cellReservedForOperatorUse[2]
	notReserved
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


The PLMN Identity list broadcasted on the BCCH in Cell 2 shall be configured as defined in the table below.

Table 8.3.3.1.3.3-1B: PLMN Identity List broadcasted for Cell 2
	Cell
	PLMN Identity (1)
	PLMN Identity (2)

	
	MCC digits
	MNC digits
	MCC digits
	MNC digits

	2
	PLMN 1
	PLMN 1
	PLMN 2
	PLMN 2


The definition of each PLMN code is found in table below.

	PLMN
	MCC digit
	MNC digit

	
	1
	2
	3
	1
	2
	3

	1
	0
	0
	1
	0
	1
	-

	2
	0
	0
	1
	0
	2
	-


NOTE: “–“ (dash) denotes “not present”

Table 8.3.3.1.3.3-2: RRCConnectionReconfiguration (step 1, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config
	Not present
	
	

	      drx-Config
	Not present
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.1.3.3-3 MeasConfig (step 1, Table 8.3.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3-H
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-4 ReportConfig-A3-H (step 1, Table 8.3.3.1.3.2-2) 

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	}
	
	
	


Table 8.3.3.1.3.3-5 MeasurementReport (step 4, Table 8.3.3.1.3.2-2) 

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA  SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 2
	

	              physCellId
	PhysCellId of the Cell 2.
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE{
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-6: RRCConnectionReconfiguration (step 5, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-DRX
	
	

	}
	
	
	


Table 8.3.3.1.3.3-7 MeasConfig (step 5, Table 8.3.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measIdToAddModList ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	2
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	  }
	
	
	

	  measObjectToAddModList  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-CGI
	
	

	}
	
	
	

	  reportConfigToRemoveList ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	
	
	

	    reportConfigId
	IdReportConfig-A3
	
	

	  }
	
	
	

	  reportConfigToAddModList  ::= SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	ReportConfigId-CGI
	
	

	    reportConfig[1]
	ReportConfig-CGI
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.3.1.3.3-8: MeasObjectEUTRA-CGI (step 5, Table 8.3.3.1.3.2-2) 

	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-CGI ::= SEQUENCE {
	
	
	

	  carrierFreq SEQUENCE {}
	Downlink EARFCN for f1
	
	

	  cellForWhichToReportCGI
	PhysCellId of the Cell 2.
	
	

	}
	
	
	


Table 8.3.3.1.3.3-9: ReportConfig-CGI (step 5, Table 8.3.3.1.3.2-2) 
	Derivation Path: 36.508, Table 4.6.6-7

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 8.3.3.1.3.3-10: RadioResourceConfigDedicated-DRX (step 5, Table 8.3.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.3.19

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRX ::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        periodicBSR-Timer
	infinity
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf6
	
	

	          drx-InactivityTimer
	psf60
	
	

	          drx-RetransmissionTimer
	psf16
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf1280
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


Table 8.3.3.1.3.3-11: MeasurementReport (step 7, Table 8.3.3.1.3.2-2) 
	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysCellId of Cell 2
	
	

	              cgi-Info[1] SEQUENCE {
	
	
	

	                cellGlobalId
	cellGlobalIdof formed from the first entry in ‘plmn-IdentityList’ and ‘cellIdentity’ Cell 2
	
	

	                trackingAreaCode
	trackingAreaCode of Cell 2
	
	

	                plmn-IdentityList {}
	List of identities starting from the second entry of plmn-IdentityList of Cell 2 
	
	

	              }
	
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	 Not present
	
	

	                rsrqResult
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
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