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**Beginning of revised sections **
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	
Many rows deleted

	45.2.3
	Void
	
	
	
	
	
	

	45.2.4.1
	T3380 Expiry
	R97
	All GPRS MS
	X1
	C215
	
	

	45.2.4.2-1
	Collision of MS initiated and network requested PDP context activation
	R97 to Rel-7 only
	All GPRS MS supporting Network requested PDP context activation
	X1
	C405
	
	

	45.2.4.2-2
	Collision of MS initiated and network requested PDP context activation
	R97 to Rel-7 only
	All GPRS MS not supporting Network requested PDP context activation
	X1
	C237
	
	

	45.2.4.3
	Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	TSPC_AddInfo_N_req_PDP_CA
	

	45.2.4.4
	PDP context activation / Abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	All GPRS MS supporting LAP and EAB
	X1
	C604
	
	

	45.2.5.1.1
	QoS Offered by Network is the QoS Requested
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	
	

	45.2.5.1.2.1
	QoS accepted by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	X1
	C406
	
	

	Many rows deleted


**End of revised sections **
