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	Title:

	PCC-SCC swap update of Test Tolerance analyses for 10+20MHz TDD-TDD inter-frequency event triggered reporting test cases

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	R5

	
	

	Work item code:
	TEI10_Test
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	Category:
	F
	
	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	Test cases 8.16.21 is for CA with 20MHz + 10MHz channel bandwidth. To obtain Test coverage the PCC and SCC may be swapped, so that the PCC and SCC may be 10MHz and 20MHz channel bandwidth respectively.
The Test Tolerance analysis does not currently cover this scenario.



	
	

	Summary of change:
	In each analysis .xls:

· Update sections b), c), f) and g) for 8.16.21 tab, allowing SCell to be up to 20MHz channel bandwidth, which can occur in PCC-SCC swap scenario
· Update specification reference for 8.16.21 tab
In each analysis .doc:

· Update Treatment of TDD Test case 8.16.21 to explain how PCC-SCC swap is handled
· Update 36.133 Annex A Test case extract for A.8.16.21 to allow PCC-SCC swap
Remove the existing zip file “8.16.9+8.16.10+8.16.21 TT v2” from TR 36.903, and replace with the zip file “8.16.9+8.16.10+8.16.21 TT v3”.



	
	

	Consequences if not approved:
	The analysis would not cover the case where the PCC and SCC are swapped, and no check would have been made to ensure that the test remains within core requirement side conditions.

The Test coverage would remain inadequate for these test cases.


	
	

	Clauses affected:
	The analysis zip file is updated in TR 36.903.  
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	(show related CRs)
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	Other comments:
	The corresponding TS 36.521-3 CR is R5-171196
RAN4 dependent : R4-1701611
This CR is outcome of 1 revision of R4-171197

R1 : Fill out dependent RAN4 CR number in the cover page.


<< Unchanged sections omitted >>

Add the following attached .zip files to TR 36.903:

“8.16.9+8.16.10+8.16.21 TT v3.zip”
Please remove the existing zip files:

“8.16.9+8.16.10+8.16.21 TT v2.zip”
<< End of changes >>
