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	Reason for change:
	Low WGap test points for CA_4A-4A with 10+10MHz and 20+20MHz were introduced in R5-169671. However,  the test frequencies of them are missing in 36.508.

	
	

	Summary of change:
	Low WGap frequencis for CA_4A-4A with 10+10MHz and 20+20MHz are added.
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	Other comments:
	This CR is 1 revision of R5-171168:

R1 : Added CA_4A-4A frequency for CC1=50, CC2=100, which is used in  REFSENS test for CA_4A-4A-12A-30A.


<< Unchanged sections omitted >>
4.3.1.1.4A
FDD reference test frequencies for CA in operating band 4

Table 4.3.1.1.4A-1: Test frequencies for CA_4A-4A

	Test Frequency ID
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	Wgap
[MHz]
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low WGap
	25+25
	25
	20125
	1727.5
	2125
	2127.5
	5
	25
	20225
	1737.5
	2225
	2137.5

	
	50+50
	50
	20100
	1725
	2100
	2125
	5
	50
	20250
	1740
	2250
	2140

	
	50+100
	50
	20095
	1724.5
	2095
	2124.5
	5
	100
	20255
	1740.5
	2255
	2140.5

	
	100+100
	100
	20050
	1720
	2050
	2120
	5
	100
	20300
	1745
	2300
	2145

	Max WGap
	25+25
	25
	19975
	1712.5
	1975
	2112.5
	35
	25
	20375
	1752.5
	2375
	2152.5

	
	25+50
	25
	19975
	1712.5
	1975
	2112.5
	30
	50
	20350
	1750
	2350
	2150

	
	
	50
	20000
	1715
	2000
	2115
	30
	25
	20375
	1752.5
	2375
	2152.5

	
	25+75
	25
	19975
	1712.5
	1975
	2112.5
	25
	75
	20325
	1747.5
	2325
	2147.5

	
	
	75
	20025
	1717.5
	2025
	2117.5
	25
	25
	20375
	1752.5
	2375
	2152.5

	
	50+50
	50
	20000
	1715
	2000
	2115
	25
	50
	20350
	1750
	2350
	2150

	
	25+100
	25
	19975
	1712.5
	1975
	2112.5
	20
	100
	20300
	1745
	2300
	2145

	
	
	100
	20050
	1720
	2050
	2120
	20
	25
	20375
	1752.5
	2375
	2152.5

	
	50+75
	50
	20000
	1715
	2000
	2115
	20
	75
	20325
	1747.5
	2325
	2147.5

	
	
	75
	20025
	1717.5
	2025
	2117.5
	20
	50
	20350
	1750
	2350
	2150

	
	50+100
	50
	20000
	1715
	2000
	2115
	15
	100
	20300
	1745
	2300
	2145

	
	
	100
	20050
	1720
	2050
	2120
	15
	50
	20350
	1750
	2350
	2150

	
	75+75
	75
	20025
	1717.5
	2025
	2117.5
	15
	75
	20325
	1747.5
	2325
	2147.5

	
	75+100
	75
	20025
	1717.5
	2025
	2117.5
	10
	100
	20300
	1745
	2300
	2145

	
	
	100
	20050
	1720
	2050
	2120
	10
	75
	20325
	1747.5
	2325
	2147.5

	
	100+100
	100
	20050
	1720
	2050
	2120
	5
	100
	20300
	1745
	2300
	2145

	Note 1:
Carriers in increasing frequency order.
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