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<< Unchanged sections omitted >>
7.4A.5.5
Test requirement

The throughput measurement of each carrier derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.4A.5.5-1 and 7.4A.5.5-2, as applicable. 

Table 7.4A.5.5-1: Maximum input level for 3DL CA (Intra-band contiguous)
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in largest Transmission Bandwidth Configuration CC
	dBm
	
	For carrier frequency f ≤ 3.0GHz: -28.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -29.0
	For carrier frequency f ≤ 3.0GHz: -25.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -26.0
	For carrier frequency f ≤ 3.0GHz: -25.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -26.0
	
	

	Power in each other CC
	dBm
	
	For carrier frequency f ≤ 3.0GHz: -28.7 + 10log(NRB,c /NRB,largest BW)

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -29.0 + 10log(NRB,c /NRB,largest BW)
	For carrier frequency f ≤ 3.0GHz: -25.7 + 10log(NRB,c /NRB,largest BW)

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -26.0 + 10log(NRB,c /NRB,largest BW)
	For carrier frequency f ≤ 3.0GHz: -25.7 + 10log(NRB,c /NRB,largest BW)
For carrier frequency 3.0GHz < f ≤ 4.2GHz: -26.0 + 10log(NRB,c /NRB,largest BW)
	
	

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5 for one uplink carrier.

Note 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


Table 7.4A.5.5-2: Maximum input level for 3DL CA (Inter-band), per CC

	Rx Parameter
	Units
	Channel bandwidth

	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	For carrier frequency f ≤ 3.0GHz: -25.7

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -26.0

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.5.

Note 2:
Reference measurement channel is Annex A.3.2 64QAM R=3/4variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


<< Unchanged sections omitted >>
7.6.3A.4.4.1
Initial Conditions

Same as in clause 7.6.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.6.3A.1.4.1-1( use Table 7.6.3A.4.4.1-1.
Table 7.6.3A.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	A: N/A (Range is not relevant)


	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration.
	Refer to test point

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	Wgap
[MHz]
	DL Allocation
	UL Allocation

	
	PCC NRB
	SCCs NRB
	
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	

	Test Parameters for CA_2A-2A Configurations

	1
	100
	25
	35
	QPSK
	100+25
	QPSK
	P_16@57

	2
	100
	100
	20
	QPSK
	100+100
	QPSK
	P_16@57

	Test Parameters for CA_3A-3A Configurations

	3
	100
	25
	50
	QPSK
	100+25
	QPSK
	P_16@50

	4
	100
	25
	15
	QPSK
	100+25
	QPSK
	P_32@68

	5
	100
	100
	35
	QPSK
	100+100
	QPSK
	P_16@50

	Test Parameters for CA_4A-4A Configurations

	6
	50
	25
	30
	QPSK
	50+25
	QPSK
	P_50@0

	74
	50
	50
	25
	QPSK
	50+50
	QPSK
	P_50@0

	83
	100
	25
	20
	QPSK
	100+25
	QPSK
	P_100@0

	93
	100
	100
	5
	QPSK
	100+100
	QPSK
	P_100@0

	Test Parameters for CA_5A-5A Configurations

	10
	50
	25
	10
	QPSK
	50+25
	QPSK
	P_12@38

	11
	50
	50
	5
	QPSK
	50+50
	QPSK
	P_12@38

	Test Parameters for CA_7A-7A Configurations

	12
	100
	75
	35
	QPSK
	100+75
	QPSK
	P_36@64

	13
	100
	75
	15
	QPSK
	100+75
	QPSK
	P_50@50

	14
	100
	100
	30
	QPSK
	100+100
	QPSK
	P_32@68

	15
	100
	100
	15
	QPSK
	100+100
	QPSK
	P_45@55

	Test Parameters for CA_23A-23A Configurations

	16
	50
	25
	5
	QPSK
	50+25
	QPSK
	P_50@0

	Test Parameters for CA_25A-25A Configurations

	17
	50
	25
	50
	QPSK
	50+25
	QPSK
	P_10@33

	18
	50
	25
	15
	QPSK
	50+25
	QPSK
	P_32@18

	193
	50
	50
	45
	QPSK
	50+50
	QPSK
	P_10@33

	203
	50
	50
	10
	QPSK
	50+50
	QPSK
	P_32@18

	214
	100
	25
	40
	QPSK
	100+25
	QPSK
	P_12@62

	224
	100
	100
	25
	QPSK
	100+100
	QPSK
	P_12@62

	Test Parameters for CA_41A-41A Configurations

	234
	100
	25
	169
	QPSK
	100+25
	QPSK
	P_100@0

	243
	100
	50
	164
	QPSK
	100+50
	QPSK
	P_100@0

	25
	100
	100
	154
	QPSK
	100+100
	QPSK
	P_100@0

	Test Parameters for CA_42A-42A Configurations

	26
	100
	25
	175
	QPSK
	100+25
	QPSK
	P_100@0

	27
	100
	100
	160
	QPSK
	100+100
	QPSK
	P_100@0

	Test Parameters for CA_66A-66A Configurations

	28
	100
	25
	65
	QPSK
	100+25
	QPSK
	P_100@0

	29
	100
	100
	50
	QPSK
	100+100
	QPSK
	P_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-3.

Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.

Note 3:
Applicable if only Bandwidth Combination Set 0 is supported by the UE for the CA Configuration

Note 4:
Not applicable if only Bandwidth Combination Set 0 is supported by the UE for the CA Configuration


<< End of changes >>
