Page 1



3GPP TSG-RAN WG5 Meeting #74 
R5-170802
Athens, Greece, 13-17 February 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-2
	CR
	0960
	rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to add pc_LAP into conditions C194, C197 and C261 for test cases 8.1.1.7, 9.2.3.1.8b and 9.2.1.1.27a.

	
	

	Source to WG:
	CGC

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2017-02-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	From the section Pre-test conditions (8.1.1.7.3.1, 9.2.1.1.27a.3.1 and 9.2.3.1.8b.3.1) of TS36.523-1, they all indicate PICS item pc_LAP (TS36.523-2 A.4.4-1/83_Support of Low Access Priority indication) should be supported to execute related test cases. 
For  test case 8.1.1.7 : 

Table 8.1.1.7.3-1: USIM Configuration
USIM field

Value

EFUST
Service 96 is supported. 

EFNASCONFIG
“ExtendedAccessBarring is set to 1 which indicate the extended access barring is applied for the UE”  as defined in TS 24.368, clause 5.6.

EFNASCONFIG
“NAS_SignallingPriority is set to NAS signalling low priority”  as defined in TS 24.368, clause 5.3.

NOTE:
As per 23.401 cl. 4.3.17.4, UE’s configurations of low access priority and Extended Access Barring shall match each other.
For test case 9.2.1.1.27a : 

Table 9.2.1.1.27a.3.1-1: USIM Configuration
USIM field

Value

EFUST
Services 96 'Non-Access Stratum configuration by USIM' is supported. 

EFNASCONFIG
- Extended access barring activated: UE shall apply extended access barring

- Override Extended access barring not activated

EFNASCONFIG
- “NAS_SignallingPriority is set to NAS signalling low priority” as defined in TS 24.368, clause 5.3.

- Override_NAS_SignallingLowPriority not activated

For test case 9.2.3.1.8b : 

Table 9.2.3.1.8b.3.1-1: USIM A Configuration
USIM field

Value

EFUST
Services 96 'Non-Access Stratum configuration by USIM' is supported. 

EFNASCONFIG
- Extended access barring activated: UE shall apply extended access barring

- Override Extended access barring not activated

EFNASCONFIG
- “NAS_SignallingPriority is set to NAS signalling low priority” as defined in TS 24.368, clause 5.3.

- Override_NAS_SignallingLowPriority not activated
Table 9.2.3.1.8b.3.1-2: USIM B Configuration
USIM field

Value

EFUST
Services 96 'Non-Access Stratum configuration by USIM' is supported. 

EFNASCONFIG
- Extended access barring activated: UE shall apply extended access barring

- Override Extended access barring activated

EFNASCONFIG
- “NAS_SignallingPriority is set to NAS signalling low priority” as defined in TS 24.368, clause 5.3.

- Override_NAS_SignallingLowPriority activated
Note:
As per TS 23.401 [22] clause 4.3.17.4, UE’s configurations of low access priority and Extended Access Barring shall match each other.

There are also indicated low priority should be true from TS36.523-3 TTCN3 as below,

LTE_A_R10_R11\LTE_A_R10_R11\common\TestcaseProperties.ttcn
  function f_GetTestcaseAttrib_Eutra_NSLP(charstring p_Testcase) return boolean

  {

    select (p_Testcase) {

      case ("TC_10_5_1a") { return true; }

      case ("TC_10_5_1b") { return true; }

      case ("TC_10_5_4") { return true; }

      case ("TC_8_1_1_7") { return true; }

      case ("TC_9_2_1_1_27a") { return true; }

      case ("TC_9_2_3_1_8b") { return true; }
LTE_A_R10_R11\Common\EUTRA\EUTRA_InitialRegistration.ttcn
  template (present) NAS_UL_Message_Type cdr_ATTACH_REQUEST_NSLP(template (present) NAS_AttDetValue_Type p_AttachTypeValue,

                                                                 template AdditionalUpdateType p_AdditionalUpdateType)

    modifies cr_508_ATTACH_REQUEST :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS) */

    aTTACH_REQUEST := {

      deviceProperties := cr_DeviceProperties('D'H, '1'B)

    }

  };
LTE_A_R10_R11\Common\NAS\NAS_CommonTemplates.ttcn
template (present) DeviceProperties cr_DeviceProperties(IEI4_Type p_IEI,

                                                          template (present) B1_Type p_LowPriority := ?) :=

  { /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS, SSNITZ, UTRAN) */

    iei         := p_IEI,

    spare       := tsc_Spare3,

    lowPriority := p_LowPriority

  };

However, from TS36.523-2, the PICS pc_LAP is missed in conditions for test case 8.1.1.7, 9.2.1.1.27a and 9.2.3.1.8b while others are included. So it should be added pc_LAP into PICS condition of those three test cases since LAP would be checked from TTCN code.

	
	

	Summary of change:
	1. The PICS item pc_LAP has been considered in condition C194 for test case 8.1.1.7.
2. The PICS item pc_LAP has been considered in condition C261 for test case 9.2.1.1.27a.
3. The PICS item pc_LAP has been considered in condition C197 for test case 9.2.3.1.8b.

	
	

	Consequences if not approved:
	UE which is not supported PICS pc_LAP would fail these test cases.

	
	

	Clauses affected:
	4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


3GPP TS 36.523-2 V14.0.0 (2016-12)
< UNCHANGED CONTENT OMITTED >
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	：
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	8.1.1.7
	RRC / Paging / EAB active
	Rel-11
	C194
	UEs supporting E-UTRA and EAB and LAP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	：
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	9.2.1.1.27a
	Attach Procedure / EAB broadcast handling / ExtendedAccessBarring configured in the UE
	Rel-11
	C261
	UEs supporting E-UTRA and EAB and LAP and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	：
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	9.2.3.1.8b
	Normal tracking area update / EAB broadcast handling / ExtendedAccessBarring configured in the UE / ExtendedAccessBarring and Override_ExtendedAccessBarring configured in the UE
	Rel-11
	C197
	UEs supporting E-UTRA and EAB and EAB override and LAP and EPS attach (with or without pre-configuration)


	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<  UNCHANGED CONTENT OMITTED >
Table 4-1a: Applicability of tests Conditions
	C194
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/83 AND A.4.4-1A/4 THEN R ELSE N/A

	：

	C197
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1A/4 AND A.4.4-1/83 AND A.4.4-1/91 AND A.4.4-2/1 THEN R ELSE N/A

	：

	C261
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1 A /4 AND A.4.4-1/83 AND A.4.4-2/1 THEN R ELSE N/A


<  UNCHANGED CONTENT OMITTED >>

END OF CHANGES
