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{Start of changes}
8.2.1.1.1_A.2
FDD PDSCH Single Antenna Port Performance for CA (3DL CA)

<Unchanged Sections Skipped>
8.2.1.1.1_A.2.3
Minimum conformance requirements
For CA with 3DL CCs, the requirements are specified in Table 8.2.1.1.1_A.2.3-3, based on single carrier requirement specified in Table 8.2.1.1.1_A.2.3-2, with the addition of the parameters in Table 8.2.1.1.1_A.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Table 8.2.1.1.1_A.2.3-1: Test Parameters for CA (3DL CA)

	Parameter
	Unit
	Value

	Downlink power allocation
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	0 (Note 1)
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	Symbols for unused PRBs
	
	OCNG (Note 2)

	Modulation
	
	QPSK

	PDSCH transmission mode
	
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 3:
PUCCH format 3 is used to feedback ACK/NACK for Tests in Table 8.2.1.1.1_A.2.3-3.

Note 4:
The same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.1.1_A.2.3-2: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.3

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.1

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.6

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7


Table 8.2.1.1.1_A.2.3-3: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz

	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.3-2 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.
8.2.1.1.1_A.2.4
Test description

8.2.1.1.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select one according to Table 8.2.1.1.1_A.2.4-1.

CA Capability to be tested: Select one according to Table 8.2.1.1.1_A.2.4-1

Table 8.2.1.1.1_A.2.4-1: Test point selection for TM1 CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15
	20+20+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5
	20+15+5
	10+10+5

	Intra-band contiguous CA (CA3_C)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (two bands) (CA3_A2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (three bands) (CA3_A3)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Intra-band non-contiguous CA (with two sub-blocks)

(CA3_N2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Note 1:
Only one test point is tested.
Select the largest aggregated CA bandwidth combination supported by the UE among the UE supported CA capabilities.


<Unchanged Sections Skipped>
8.2.1.1.1_A.2.5
Test requirement

Table 8.2.1.1.1_A.1.3-1 defines the primary level settings.
For CA with 3DL CCs, the requirements are specified in Table 8.2.1.1.1_A.2.5-2, based on single carrier requirement specified in Table 8.2.1.1.1_A.2.5-1.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 for the throughput test shall meet or exceed the specified value in Table 8.2.1.1.1_A.2.5-1 for the specified SNR including test tolerances for all throughput tests.
Table 8.2.1.1.1_A.2.5-1: Single carrier Test requirement for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.5

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.3

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.2

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.8

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9


Table 8.2.1.1.1_A.2.5-2: Test requirement (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz

	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.5-1 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.1.1_A.2.5-2 per CC
	≥5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.

<Unchanged Sections Skipped>
8.2.1.3.1_A.2
FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (3DL CA)
<Unchanged Sections Skipped>
8.2.1.3.1_A.2.3
Minimum conformance requirements
For CA with 3 DL CCs, the requirements are specified in Table 8.2.1.3.1_A.2.3-3, based on single carrier requirement specified in Table 8.2.1.3.1_A.2.3-2, with the addition of the parameters in Table 8.2.1.3.1_A.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.
Table 8.2.1.3.1_A.2.3-1: Test Parameters for Large Delay CDD (FRC) for CA

	Parameter
	Unit
	Value

	Downlink power allocation
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	PDSCH transmission mode
	
	3

	Note 1:
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Note 2:
PUCCH format 3 with channel selection is used to feedback ACK/NACK for Tests in Table 8.2.1.3.1_A.2.3-3.

Note 3:
The same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.3.1_A.2.3-2: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.6

	3MHz
	R.11-6 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.3

	5MHz
	R.11-2 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.3

	10MHz
	R.11 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.9

	15MHz
	R.11-7 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.8

	20MHz
	R.30 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	12.9


Table 8.2.1.3.1_A.2.3-2: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs 

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.3-2 per CC
	≥5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

	


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.3.
8.2.1.3.1_A.2.4
Test description

8.2.1.3.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select according to Table 8.2.1.3.1_A.2.4.1-1.

CA Capability to be tested: Select according to Table 8.2.1.3.1_A.2.4.1-1.

Table 8.2.1.3.1_A.2.4.1-1: Test point selection for TM3 3DL CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15
	20+20+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5
	20+15+5
	10+10+5

	Intra-band contiguous (CA3_C)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (two bands) (CA3_A2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (three bands)

(CA3_A3)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Intra-band non-contiguous CA (with two sub-blocks)

(CA3_N2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Note 1:
One test point per UE supported CA capability is tested. 
For each UE supported CA capability, select the largest aggregated CA bandwidth combination supported by the UE within the chosen CA capability.


<Unchanged Sections Skipped>
8.2.1.3.1_A.2.5
Test requirement

Table 8.2.1.3.1_A.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2.1 for the throughput test shall meet or exceed the specified value in Table 8.2.1.3.1_A.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.3.1_A.2.5-1: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	14.5

	3MHz
	R.11-6 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.2

	5MHz
	R.11-2 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.2

	10MHz
	R.11 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.8

	15MHz
	R.11-7 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.7

	20MHz
	R.30 FDD
	OP.1 FDD
	EVA70
	2x2 Low
	70
	13.8


Table 8.2.1.3.1_A.2.5-2: Test requirement (FRC) based on single carrier performance for CA with 3DL CCs 

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.3.1_A.2.5-1 per CC
	≥5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.
<Unchanged Sections Skipped>
8.2.1.4.2_A.2
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (3DL CA)

<Unchanged Sections Skipped>
8.2.1.4.2_A.2.3
Minimum conformance requirements
For CA with 3 DL CCs, the requirements are specified in Table 8.2.1.4.2_A.2.3-3, based on single carrier requirement specified in Table 8.2.1.4.2_A.2.3-2, with the addition of the parameters in Table 8.2.1.4.2_A.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Table 8.2.1.4.2_A.2.3-1: Test Parameters for Multi-Layer Spatial Multiplexing (FRC) for CA

	Parameter
	Unit
	Value

	Downlink power allocation
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	Precoding granularity
	PRB
	4 for 3MHz and 5MHz CCs, 6 for 10MHz CCs, 8 for 15MHz and 20MHz CCs

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000011111111111111110000000000000000

	CSI request field (Note 3)
	
	‘10’

	PDSCH transmission mode 
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
Multiple CC-s under test are configured as the 1st set of serving cells by higher layers.

Note 4:
ACK/NACK bits are transmitted using PUSCH with PUCCH format 3 with channel selection configured for Tests in Table 8.2.1.4.2_A.2.3-3.

Note 5:
The same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.4.2_A.2.3-2: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.4

	3MHz
	R.14-5 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	5MHz
	R.14-6 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	10 MHz
	R.14 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	15MHz
	R.14-7 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	20MHz
	R.14-3 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	10.3


Table 8.2.1.4.2_A.2.3-3: Minimum performance (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.3-2 per CC
	≥5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3

	


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.4.
8.2.1.4.2_A.2.4
Test description

8.2.1.4.2_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Maximum Wgap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select one according to Table 8.2.1.4.2_A.2.4.1-1.

CA Capability to be tested: Select one according to Table 8.2.1.4.2_A.2.4.1-1.

Table 8.2.1.4.2_A.2.4.1-1: Test point selection for TM4 3DL CA

	CA Capability
	Bandwidth combination

	
	3x20
	20+20+15
	20+20+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5
	20+15+5
	10+10+5

	Intra-band contiguous (CA3_C)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (two bands) (CA3_A2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band CA (three bands)

(CA3_A3)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Intra-band non-contiguous CA (with two sub-blocks)

(CA3_N2)
	Test1
	Test2
	Test3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Note 1:
Only one test point is tested.
Select the largest aggregated CA bandwidth combination supported by the UE among the UE supported CA capabilities.


<Unchanged Sections Skipped>
8.2.1.4.2_A.2.5
Test requirement

Table 8.2.1.4.2_A.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2.2 for the throughput test shall meet or exceed the specified value in Table 8.2.1.4.2_A.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.4.2_A.2.5-1: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	11.3

	3MHz
	R.14-5 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	10.4

	5MHz
	R.14-6 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	10.4

	10MHz
	R.14 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	11.0

	15MHz
	R.14-7 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	11.0

	20MHz
	R.14-3 FDD
	OP.1 FDD
	EVA5
	4x2 Low
	70
	11.2


Table 8.2.1.4.2_A.2.5-2: Test requirement (FRC) based on single carrier performance for CA with 3DL CCs

	Test num.
	CA Band-width combination
	Requirement
	UE category

	1
	3x20MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	2
	20MHz+20MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	3
	20MHz+20MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	4
	20MHz+15MHz+15MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	5
	20MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	6
	20MHz+10MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	7
	15MHz+15MHz+10MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	8
	20MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	9
	20MHz+15MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	10
	10MHz+10MHz+5MHz
	As specified in Table 8.2.1.4.2_A.2.5-1 per CC
	≥5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.
<Unchanged Sections Skipped>
8.7.1.1_A.2
FDD Sustained data rate performance for CA (3DL CA)
<Unchanged Sections Skipped>
8.7.1.1_A.2.3
Minimum conformance requirements

For UE not supporting 256QAM, the requirements are specified in Table 8.7.1.1_A.2.3-2, with the addition of the parameters in Table 8.7.1.1_A.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C. The test points are applied to UE category and bandwidth combination with maximum aggregated bandwidth as specified in Table 8.7.1.1_A.2.3-3. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.2.3-1: test parameters for sustained downlink data rate (FDD 64QAM)

	Test
	Bandwidth (MHz)
	Transmission mode
	Antenna configuration
	Codebook subset restriction
	Downlink power allocation (dB)
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	6A
	2x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6D
	15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7
	3x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7A
	15+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7B
	10+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7C
	15+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7D
	10+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7E
	10+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7F
	10+15+15
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7G
	5+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7H
	5+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7I
	5+10+10
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	Note 1:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK for Test 1-6E, and PUCCH format 3 is used to feedback ACK/NACK for Test 7-7G.


Table 8.7.1.1_A.2.3-2: Minimum requirement (FDD 64QAM)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	6D
	55056 for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7
	75376 (Note 3)
	R.31-4 FDD
	85

	7A
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7B
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7C
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7D
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7E
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7F
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	85

	7G
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7H
	18336 (Note 6) for 5MHz CC

55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	85

	7I
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.

Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0.


Table 8.7.1.1_A.2.3-3: Test points for sustained data rate (FRC 64QAM)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9,10
	Cat 11, 12

	CA with 3CCs
	3x20
	-
	-
	-
	-
	6A
	7
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A
	7A

	
	10+20+20
	-
	-
	-
	-
	6A
	7B
	7B

	
	15+15+20
	
	
	
	
	6D
	7C
	7C

	
	10+15+20
	-
	-
	-
	-
	6D
	7D
	7D

	
	10+10+20
	-
	-
	-
	-
	7E
	7E
	7E

	
	10+15+15
	-
	-
	-
	-
	7F
	7F
	7F

	
	5+10+20
	-
	-
	-
	-
	7G
	7G
	7G

	
	5+15+20
	-
	-
	-
	-
	7H
	7H
	7H

	
	5+10+10
	-
	-
	-
	-
	7I
	7I
	7I

	Note 1:
Void.
Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.
Note 3:
Void. 

Note 4:
If the intra-band contiguous CA is the only CA configuration supported by category 3 or 4 UE, the single carrier test is selecte, i.e., Test 3 for UE category 3 and Test 4 for UE category 4. Otherwise, Test 3B applies for category 3 UE and Test 4A applies for category 4 UE.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


The normative reference for this requirement is TS 36.101 [2] clause 8.7.1.
8.7.1.1_A.2.4
Test description

8.7.1.1_A.2.4.1
Initial conditions

Table 8.7.1.1_A.2.4.1-1: Further test parameters per test

	Test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier


	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets] Calculation

(Note 1)
	PDCP SDU size [Octets]

	6A
	R.31-4 FDD for two 20MHz CCs
	R.1-4 FDD
	75376 
(Note 4)
	7 for two 20MHz CCs
	FLOOR((TBsize – 264)/56)
	1341 for two 20MHz CCs

	6D
	R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7
	R.31-4 FDD for three 20MHz CCs
	R.1-4 FDD
	75376 
(Note 4)
	7 for three 20MHz CCs
	FLOOR((TBsize – 264)/56)
	1341 for three 20MHz CCs

	7A
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7B
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1341 for 20MHz CC

	7C
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7D
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC
6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC
FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC

1341 for 20MHz CC

	7E
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1341 for 20MHz CC

	7F
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	R.1-4B FDD
	36696 (Note 3) for 10MHz CC
55056 for 15MHz CC
	4 for 10MHz CC
6 for 15MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC
FLOOR((TBsize – 240)/48) for 15 MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC

	7G
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	18336 (Note 6) for 5MHz CC

36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	2 for 5MHz CC

4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1138 for 5MHz CC

1141 for 10MHz CC

1341 for 20MHz CC

	7H
	R.31-6 FDD for 5MHz CC

R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	18336 (Note 6) for 5MHz CC

55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	2 for 5MHz CC

6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1138 for 5MHz CC

1142 for 15MHz CC

1341 for 20MHz CC

	7I
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
	R.1-4 FDD
	18336 (Note 6) for 5MHz CC

36696 (Note 3) for 10MHz CC
	2 for 5MHz CC

4 for 10MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 184)/32) for 10MHz CC
	1138 for 5MHz CC

1141 for 10MHz CC

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation. In case of different resulting PDCP SDU sizes among component carriers, the smaller calculated PDCP SDU size is used across all the carriers.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12).
The PDCP SDU size of each PDCP SDU is:
PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N,
where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.
The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
35160 bits for sub-frame 5.

Note 4:
71112 bits for sub-frame 5.

Note 5:
52752 bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0.


<Unchanged Sections Skipped>
8.7.1.1_A.2.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.2.5-1 depending on the UE category according to Table 8.7.1.1_A.2.5-3. The PDCP SDU success rate shall be sustained during at least 300 frames.
Table 8.7.1.1_A.2.5-1: Test requirements per test

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	7
	75376 (Note 3)
	R.31-4 FDD
	85

	7A
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7B
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7C
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7D
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7E
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7F
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	85

	7G
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7H
	18336 (Note 6) for 5MHz CC

55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	85

	7I
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.

Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0.


Table 8.7.1.1_A.2.5-2: test parameters per test
	Test
	Bandwidth (MHz)
	Transmission mode
	Antenna configuration
	Codebook subset restriction
	Downlink power allocation (dB)
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	7
	3x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7A
	15+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7B
	10+20+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7C
	15+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7D
	10+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7E
	10+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7F
	10+15+15
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7G
	5+10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7H
	5+15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	7I
	5+10+10
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	Note 1:
PUCCH format 1b with channel selection is used to feedback ACK/NACK for Tests 6A and 6D, and PUCCH format 3 is used to feedback ACK/NACK for Test 7-7G.


Table 8.7.1.1_A.2.5-3: Test points per UE category

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9,10
	Cat 11, 12

	CA with 3CCs
	3x20
	-
	-
	-
	-
	6A
	7
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A
	7A

	
	10+20+20
	-
	-
	-
	-
	6A
	7B
	7B

	
	15+15+20
	
	
	
	
	6D
	7C
	7C

	
	10+15+20
	-
	-
	-
	-
	6D
	7D
	7D

	
	10+10+20
	-
	-
	-
	-
	7E
	7E
	7E

	
	10+15+15
	-
	-
	-
	-
	7F
	7F
	7F

	
	5+10+20
	-
	-
	-
	-
	7G
	7G
	7G

	
	5+15+20
	-
	-
	-
	-
	7H
	7H
	7H

	
	5+10+10
	-
	-
	-
	-
	7I
	7I
	7I

	Note 1:
Void.
Note 2:
Void.

Note 3:
Void.

Note 4:
Void.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.
Note 6:
Only one test point is tested. Select the largest aggregated CA bandwidth combination supported by the UE among the UE supported CA capabilities.

Note 7:
Test 6A and 6D are tested in 8.7.1.1_A.1


<Unchanged Sections Skipped>
9.6.1.1_A.2
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (3DL CA)

<Unchanged Sections Skipped>
9.6.1.1_A.2.3
Minimum conformance requirements

The following requirements apply to UE Category ≥5. For the parameters specified in Table 9.6.1.1_A.2.3-1 and Table 9.6.1.1_A.2.3-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell1 reported, and the difference between the wideband CQI indices of SCell1 and SCell2 reported shall be such that

wideband CQIPcell – wideband CQIScell1 ≥ 2

wideband CQISCell1 – wideband CQISCell2 ≥ 2
for more than 90% of the time.

Table 9.6.1.1_A.2.3-1: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 3 DL CA)

	Parameter
	Unit
	Pcell
	Scell1
	Scell2

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0
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	dB[mW/15kHz] 
	-86
	-92
	-98
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	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 20

	cqi-pmi-ConfigurationIndex
	
	21
	26 [shift of 5 ms relative to Pcell]
	31 [shift of 10 ms relative to Pcell]

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.


Table 9.6.1.1_A.2.3-2: PUCCH 1-0 static test (FDD, 3DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	3
	20+20+10

	4
	20+15+15

	5
	20+15+10

	6
	20+10+10

	7
	15+15+10

	8
	20+10+5

	9
	20+15+5

	10
	10+10+5

	Note 1:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2.


The normative reference for this requirement is TS 36.101 [2] clause 9.6.1.1.

9.6.1.1_A.2.4
Test description

9.6.1.1_A.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Maximum Wgap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select one according to Table 9.6.1.1_A.2.4.1-1.

CA Capability to be tested: Select one according to Table 9.6.1.1_A.2.4.1-1.

Table 9.6.1.1_A.2.4.1-1: Test point selection for PUCCH 1-0 static test

	CA Applicability
	Bandwidth combination

	
	3x20
	20+20+15
	20+20+10
	20+15+15
	20+15+10
	20+10+10
	15+15+10
	20+10+5
	20+15+5
	10+10+5

	Intra-band contiguous (CA_C)
	Test 1
	Test 2
	Test 3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band (CA_A_2)
	Test 1
	Test 2
	Test 3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Inter-band (CA_A_3) 
	Test 1
	Test 2
	Test 3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Intra-band non-contiguous (CA_N)
	Test 1
	Test 2
	Test 3
	Test4
	Test5
	Test6
	Test7
	Test8
	Test9
	Test10

	Note 1:
Only one test point is tested.
Select the largest aggregated CA bandwidth combination supported by the UE among the UE supported CA capabilities.


1.
Connect the SS and AWGN noise source to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.59 without faders.

2.
The parameter settings for the cell are set up according to Table 9.6.1.1_A.2.3-1.

3.
Downlink signals are initially set up according to Annex C.0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.
4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 9.6.1.1_A.2.4.3.

{End of changes}
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