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At RAN5#73 the following action point was created:

	AP#73.02
	SIG
	Update test cases impacted by Extended Band based on analysis performed by TF160 and updates done in TS 36.508

Ericsson to coordinate work allocation.
	Qualcomm, Anritsu, Ericsson, Intel, Keysight, R&S, TF160
	R5-168086
	RAN5#74
	Pending




Ericsson has performed an analysis of impacted 36.523-1 test cases identifying test cases that refer to the following IEs related to Band > 64 aspects:

	 
	IEs used to signal band or frequency for Band <= 64
	Associated IEs used to signal Band > 64 and that need to be added/updated in test cases that currently refer to Band <= 64 IEs

	IEs using type definitions 
FreqBandIndicator
	freqBandIndicator
(SystemInformationBlockType1)
	freqBandIndicator-v9e0
(SystemInformationBlockType1-v9e0-IEs)

	
	multiBandInfoList
(SystemInformationBlockType1-v8h0-Ies,
InterFreqCarrierFreqInfo-v8h0)
	multiBandInfoList-v9e0
(SystemInformationBlockType1-v9e0-IEs)

	
	bandEUTRA
(SupportedBandEUTRA)
	bandEUTRA-v9e0
(SupportedBandEUTRA-v9e0)

	
	bandEUTRA-r10
(BandParameters-r10)
	bandEUTRA-v1090
(BandParameters-v1090)

	IEs using type definitions 
ARFCN-ValueEUTRA
	carrierFreq                  
(FreqPriorityEUTRA, 
MeasObjectEUTRA)
	carrierFreq-v9e0                  
(FreqPriorityEUTRA-v9e0, 
MeasObjectEUTRA-v9e0)

	
	dl-CarrierFreq               
(CarrierFreqEUTRA, 
InterFreqCarrierFreqInfo)
	dl-CarrierFreq-v9e0               
(CarrierFreqEUTRA-v9e0, 
InterFreqCarrierFreqInfo-v9e0)

	
	ul-CarrierFreq               
(CarrierFreqEUTRA, SystemInformationBlockType2)
	ul-CarrierFreq-v9e0               
(CarrierFreqEUTRA-v9e0, 
, SystemInformationBlockType2-v9e0)

	
	carrierFreq-r9               
(MeasResult2EUTRA-r9)
	carrierFreq-v9e0
(MeasResult2EUTRA-v9e0)

	
	carrierFreq-r10              
(RLF-Report-r9, 
RSTD-InterFreqInfo-r10)
	carrierFreq-v1090              
(RLF-Report-r9, 
RSTD-InterFreqInfo-r10)

	
	dl-CarrierFreq-r10           
(SCellToAddMod-r10,
CandidateCellInfo-r10)
	dl-CarrierFreq-v1090           
(SCellToAddMod-r10,
CandidateCellInfo-r10)

	
	ul-CarrierFreq-r10     
(RadioResourceConfigCommonSCell-r10)
	ul-CarrierFreq-v1090          
(RadioResourceConfigCommonSCell-r10)

	
	eutra                        
(RedirectedCarrierInfo)
	eutra-v9e0                         
(RedirectedCarrierInfo-v9e0)

	
	eutra-r9                     
(ProximityIndication-r9-IEs)
	eutra-r9-v9e0                     
(ProximityIndication-r9-IEs)

	
	earfcn            
(eutra-FrequencyAndPriorityInfoList in UTRA SysInfoType19 )
	Change only needed if there is a use case for HO from UTRA to LTE with LTE band > 64


Attached is a work plan to be used to track the progress until the completion of the action point. 
