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6.1.1.5
Test requirements

The average TRP of low, mid and high channel in beside head position shall be higher than test performance requirements for roaming bands shown in Table 6.1.1.5-1. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head.
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In addition the minimum TRP of each measured channel in beside head position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.1.5-1: TRP test requirement for FDD roaming bands in the speech position and the primary mechanical mode

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	II
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	III
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	IV
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	V
	-
	-
	+10.3
	+8.0
	+10.3
	+8.0
	+8.3
	+6

	VI
	-
	-
	+10.3
	+8.0
	+10.3
	+8.0
	+8.3
	+6

	VII
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	VIII
	-
	-
	+11.3
	+9.0
	+11.3
	+9.0
	+9.3
	+7

	IX
	-
	-
	+14.3
	+12.0
	+14.3
	+12.0
	+12.3
	+10.0

	XIX
	-
	-
	+11.5+TT
	+9.0+TT
	+11.5+TT
	+9.0+TT
	+9.5+TT
	+7.5+TT

	NOTE:
Applicable for dual-mode GSM/UMTS.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>

6.1.2.5
Test requirements

The average TRP of low, mid and high channel in beside head position shall be higher than test performance requirements for roaming bands shown in Table 6.1.2.5-1. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head.
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In addition the minimum TRP of each measured channel in beside head position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.2.5-1: TRP test performance requirement for UTRA LCR TDD using Head Phantom
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	+14.3
	+12 
	－
	－
	－
	－

	b
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	c
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	d
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	e
	 －
	－
	+14.3
	+12 
	－
	－
	－
	－

	f
	 －
	－
	+14.3
	+12 
	－
	－
	－
	－

	Note:
Applicable for dual-mode GSM/UTRA LCR TDD.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.

<< Unchanged sections omitted >>
6.1.3.5
Test requirements

The average TRP of low, mid and high channel in beside head position shall be higher than test performance requirements for roaming bands shown in Table 6.1.3.5-1. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head.
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In addition the minimum TRP of each measured channel in beside head position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.3.5-1: TRP test requirement for UTRA FDD roaming bands in the speech position and the primary mechanical mode

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	13.25+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	II
	-
	-
	13.25+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	III
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IV
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	V
	-
	-
	9.40+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VI
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VIII
	-
	-
	9.40+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	XIX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	NOTE 1:
Applicable for dual-mode GSM/UMTS.

NOTE 2:
Applicable for devices narrower than 72mm as defined in TR 25.914.

NOTE 3:
Not applicable for devices supporting CDMA or carrier aggregation.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
6.1.4.5
Test requirements

The average TRP of low, mid and high channel in beside head position shall be higher than test performance requirements for roaming bands shown in Table 6.1.4.5-1. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head.
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In addition the minimum TRP of each measured channel in beside head position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.4.5-1: TRP test requirement for UTRA LCR TDD roaming bands in the speech position and the primary mechanical mode

	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	b
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	c
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	d
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	e
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	f
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	Note:
Applicable for dual-mode GSM/UTRA LCR TDD.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
6.1.7.5
Test requirements

The average TRP of low, mid and high channel in hand phantom browsing mode position shall be higher than test performance requirements for roaming bands shown in Table 6.1.7.5-1. The averaging shall be done in linear scale for the TRP results of both right and left hand phantom measurements.
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In addition the minimum TRP of each measured channel in hand phantom browsing mode position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.7.5-1: TRP test requirement for UTRA FDD roaming bands in hand phantom browsing mode position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	II
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	III
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IV
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	V
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VI
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VIII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	XIX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	NOTE:
Applicable for dual-mode GSM/UMTS.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
6.1.8.5
Test requirements

The average TRP of low, mid and high channel in hand phantom browsing mode position shall be higher than test performance requirements for roaming bands shown in Table 6.1.8.5-1. The averaging shall be done in linear scale for the TRP results of both right and left side hand phantom measurements.
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In addition the minimum TRP of each measured channel in hand phantom browsing mode position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.1.8.5-1: TRP test requirement for UTRA LCR TDD roaming bands in hand phantom browsing mode position

	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	b
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	c
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	d
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	e
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	f
	 －
	－
	TBD+TT
	TBD+TT
	－
	－
	－
	－

	Note:
Applicable for dual-mode GSM/UTRA LCR TDD.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
6.3.1.5
Test requirements

The average TRP of low, mid and high channel in the data transfers position shall be higher than test performance requirements for roaming bands shown in Table 6.3.1.5-1 for notebook devices and in Table 6.3.1.5-2 for tablet devices. The averaging shall be done in linear scale for the TRP results.
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In addition the minimum TRP of each measured channel in the data transfers position shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 6.3.1.5-1: TRP test requirement for UTRA FDD notebook devices in the data transfers position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	18.3
	16.5
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	II
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	III
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IV
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	V
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VI
	-
	-
	17.8
	15.5
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VIII
	-
	-
	17.8
	15.5
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	XIX
	-
	-
	18.5+TT
	16.5+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.

Table 6.3.1.5-2: TRP test requirement for UTRA FDD tablet devices in the data transfers position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	18.3
	16.5
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	II
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	III
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IV
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	V
	-
	-
	16.3
	14.0
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VI
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	VIII
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	IX
	-
	-
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	XIX
	-
	-
	17.0+TT
	15.0+TT
	TBD+TT
	TBD+TT
	TBD+TT
	TBD+TT

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for tablet devices with two antennas.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
7.1.1.5
Test requirements

The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in Table 7.1.1.5-1. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head. Average TRS requirement is shown in the column “Average” on the requirement tables.
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In addition the highest TRS of each measured channel shall be lower than maximum TRS requirement specified in Table 7.1.1.5-1. Maximum TRS requirement is shown in the column “Max” on the requirement tables.
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Table 7.1.1.5-1: TRS test requirements for UTRA FDD roaming bands in the speech position for the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-100.1
	-96.8

	II
	dBm/3.84 MHz
	-98.1
	-94.8

	III
	dBm/3.84 MHz
	-97.1
	-93.8

	IV
	dBm/3.84 MHz
	-100.1
	-96.8

	V
	dBm/3.84 MHz
	-95.1
	-91.8

	VI
	dBm/3.84 MHz
	-95.1
	-91.8

	VII
	dBm/3.84 MHz
	-98.1
	-94.8

	VIII
	dBm/3.84 MHz
	-95.1
	-91.8

	IX
	dBm/3.84 MHz
	-99.1
	-95.8

	XIX
	dBm/3.84 MHz
	-96+TT
	-93+TT

	NOTE 1:
For Power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX.

NOTE 3:
Applicable for dual-mode GSM/UMTS.
NOTE 4:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -97.1 dBm/3.84 MHz and max <REFÎor> level of -93.8 dBm/3.84 MHz shall apply for Band II.

NOTE 5:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -99.1 dBm/3.84 MHz and max <REFÎor> level of -95.8 dBm/3.84 MHz shall apply for Band IV.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.2.
<< Unchanged sections omitted >>
7.1.3.5
Test requirements

The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in Table 7.1.3.5-1. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head. Average TRS requirement is shown in the column “Average” on the requirement tables.
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In addition the highest TRS of each measured channel shall be lower than maximum TRS requirement specified in Table 7.1.3.5-1. Maximum TRS requirement is shown in the column “Max” on the requirement tables.
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Table 7.1.3.5-1: TRS minimum requirement for UTRA FDD roaming bands in the speech position and the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-101.0+TT
	TBD+TT

	II
	dBm/3.84 MHz
	-99.0+TT
	TBD+TT

	III
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IV
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	V
	dBm/3.84 MHz
	-96.75+TT
	TBD+TT

	VI
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VIII
	dBm/3.84 MHz
	-96.75+TT
	TBD+TT

	IX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	XIX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE 3:
Applicable for dual-mode GSM/UMTS.

NOTE 4:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 

NOTE 6:
Applicable for devices narrower than 72mm as defined in TR 25.914.

NOTE 7:
Not applicable for devices supporting CDMA or carrier aggregation.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
7.1.4.5
Test requirements

The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in Table 7.1.4.5-1. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head. Average TRS requirement is shown in the column “Average” on the requirement tables.
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In addition the highest TRS of each measured channel shall be lower than maximum TRS requirement specified in Table 7.1.4.5-1. Maximum TRS requirement is shown in the column “Max” on the requirement tables.
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Table 7.1.4.5-1: TRS minimum requirement for UTRA LCR TDD roaming bands in the speech position and the primary mechanical mode

	Operating band 
	Unit 
	<REFÎor> 

	
	
	Average 
	Max 

	a
	dBm/1.28 MHz 
	TBD+TT
	TBD+TT

	b
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	c
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	d
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	e
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	f
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	Note: 
Applicable for dual-mode GSM/UTRA LCR TDD. 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
7.1.7.5
Test requirements

The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in Table 7.1.7.5-1. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRS results of both right and left hand phantom measurements. Average TRS requirement is shown in the column “Average” on the requirement tables.
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In addition the highest TRS of each measured channel shall be lower than maximum TRS requirement specified in Table 7.1.7.5-1. Maximum TRS requirement is shown in the column “Max” on the requirement tables.
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Table 7.1.7.5-1: TRS minimum requirement for UTRA FDD roaming bands in hand phantom browsing mode position

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	II
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	III
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IV
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	V
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VI
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VIII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	XIX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2:
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE 3: 
Applicable for dual-mode GSM/UMTS.

NOTE 4:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
7.1.8.5
Test requirements

The average measured total radiated sensitivity (TRS) of low, mid and high channel for handheld UE shall be lower than the average TRS requirement specified in Table 7.1.8.5-1. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRS results of both right and left hand phantom measurements. Average TRS requirement is shown in the column “Average” on the requirement tables.
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In addition the highest TRS of each measured channel shall be lower than maximum TRS requirement specified in Table 7.1.8.5-1. Maximum TRS requirement is shown in the column “Max” on the requirement tables.
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Table 7.1.8.5-1: TRS minimum requirement for UTRA LCR TDD roaming bands in hand phantom browsing mode position

	Operating band 
	Unit 
	<REFÎor> 

	
	
	Average 
	Max 

	a
	dBm/1.28 MHz 
	TBD+TT
	TBD+TT

	b
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	c
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	d
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	e
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	f
	dBm/1.28 MHz
	TBD+TT
	TBD+TT

	Note: 
Applicable for dual-mode GSM/UTRA LCR TDD. 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
7.3.1.5
Test requirements

The average TRS of low, mid and high channel in the data transfers position for 1% BER with 12.2kbps DL reference channel as defined in Annex C.3 of TS 25.101 [2] shall be lower than test requirements for roaming bands shown in Table 7.3.1.5-1 for notebook devices and in Table 7.3.1.5-2 for tablet devices. The averaging shall be done in linear scale for the TRS results.
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In addition the maximum TRS of each measured channel in the data transfers position shall be better than minimum performance requirements for roaming bands shown in the columns “Max”.
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Table 7.3.1.5-1: TRS test requirements for UTRA FDD roaming mode for notebook devices in the data transfers position and the primary mechanical mode

	Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-103.5+TT
	TBD+TT

	II
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	III
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IV
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	V
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VI
	dBm/3.84 MHz
	-101.5+TT
	TBD+TT

	VII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VIII
	dBm/3.84 MHz
	-101.5+TT
	TBD+TT

	IX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	XIX
	dBm/3.84 MHz
	-101.5+TT
	TBD+TT

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2: 
Applicable for dual-mode GSM/UMTS.

NOTE 3: 
Applicable for notebook devices.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.

	Table 7.3.1.5-2: TRS test requirements for UTRA FDD roaming mode for tablet devices in the data transfers position and the primary mechanical mode

Operating band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-105.75+TT
	104.25+TT

	II
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	III
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IV
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	V
	dBm/3.84 MHz
	-103.0+TT
	101.0+TT

	VI
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	VIII
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	IX
	dBm/3.84 MHz
	TBD+TT
	TBD+TT

	XIX
	dBm/3.84 MHz
	-103.0+TT
	101.0+TT

	NOTE 1:
For power class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2: 
Applicable for dual-mode GSM/UMTS.

NOTE 3: 
Applicable for tablet devices with two antennas.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
<< Unchanged sections omitted >>
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