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	Title:

	Addition of Test Tolerance analysis for the Test Cases 8.1.23, 8.1.24, and 8.1.25 for Cat-M1 UE in CEModeA
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	LG Electronics, Anritsu
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	Reason for change:
	The analysis to derive the Test Tolerances for TS 36.521-3 E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions for Cat-M1 UE in CEModeA Test cases are currently missing from TR 36.903. The test cases are:

· 8.1.23
E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for Cat-M1 UE in CEModeA
· 8.1.24 E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeA
· 8.1.25 E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeA in DRX

	
	

	Summary of change:
	The Test Tolerances for UE measured RSRP values are derived in the single test case.
Add the attached .zip file to TR 36.903.

	
	

	Consequences if not approved:
	The analysis to derive the Test Tolerances for TS 36.521-3 test cases 8.1.23, 8.1.24, and 8.1.25 would not be recorded, and there would be no clear technical basis for the values used in TS 36.521-3.

	
	

	Clauses affected:
	The analysis zip file is added in TR 36.903.
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	Other comments:
	This is an update of R5-170779.
Currently the Test Tolerance analysis is incomplete because of the issue as below:
The applied offset is determined by the certain SNR which is required to demodulate the control channel reliably. The 36.101 requirement currently applies to MPDCCH demodulation with 2x1 antennas, but Test cases 8.1.23+8.1.24+8.1.25 use MPDCCH demodulation with 1x1 antennas. The 36.101 requirement for this is not defined, and even for MPDCCH demodulation with 2x1 antennas in TS 36.101 Table 8.11.2.1.1-1, the SNR is TBD.
RAN4 dependency : R4-1700620


<< Unchanged sections omitted >>
Add the following attached .zip file to TR 36.903:

“8.1.23+8.1.24+8.1.25 TT”

<< End of changes >>
