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	Other comments:
	


4.6.3
Radio resource control information elements
<UNCHANGED TEXT SKIPPED>
–
RadioResourceConfigDedicated-SRB1

Table 4.6.3-15: RadioResourceConfigDedicated-SRB1

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB1 ::= SEQUENCE {
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {}
	1 entry, with value SRB-ToAddMod-DEFAULT using condition SRB1
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-SRB 
	See subclause 4.8.2
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition SRB1
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	


–
RadioResourceConfigDedicated-SRB2-DRB(n,m)

Table 4.6.3-16: RadioResourceConfigDedicated-SRB2-DRB(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	    srb-ToAddMod[1]
	SRB-ToAddMod-DEFAULT using condition SRB2
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	n+m entries
	
	

	    drb-ToAddMod[k, k=1..n]
	DRB-ToAddMod-DEFAULT (k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	

	    drb-ToAddMod[k, k=n+1..n+m]
	DRB-ToAddMod-DEFAULT (k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-RBC using condition DRX_L (note)
	See subclause 4.8.2
	m=0

	
	MAC-MainConfig-RBC using condition DRX_S (note)
	See subclause 4.8.2
	m>0

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition RBC 
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	

	NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one RLC-UM bearer is configured, small DRX Cycle length is used.


	Condition
	Explanation

	m=0
	m is equal to zero

	m>0
	m is greater than zero


–
RadioResourceConfigDedicated-DRB(n,m)

Table 4.6.3-17: RadioResourceConfigDedicated-DRB(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (0..N)

m is the number of UM RLC DRBs (0..M)
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	n+m entries
	BID is the total number of established DRBs in the UE, before applying the contents of this IE
	

	    drb-ToAddMod[k, k=BID+1..BID+n]
	DRB-ToAddMod-DEFAULT (k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	n>0

	    drb-ToAddMod[k, k= BID+1+n.. BID+n+m]
	DRB-ToAddMod-DEFAULT (k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present (note)
	
	m=0

	  mac-MainConfig CHOICE {
	
	
	m>0

	    explicitValue
	MAC-MainConfig-RBC using condition DRX_S (note)
	See subclause 4.8.2
	

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	

	NOTE:
In cases where no RLC-UM bearer is added, existing DRX configuration is used without modification. In cases where at least one RLC-UM bearer is added, small DRX Cycle length is used.


	Condition
	Explanation

	n>0
	n is greater than zero

	m=0
	m is equal to zero

	m>0
	m is greater than zero


–
RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)

Table 4.6.3-18: RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 entries
	
	

	    srb-ToAddMod[1]
	SRB-ToAddMod-DEFAULT using condition SRB1
	See subclause 4.8.2
	

	    srb-ToAddMod[2]
	SRB-ToAddMod-DEFAULT using condition SRB2
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	n+m entries
	
	

	    drb-ToAddMod[k, k=1..n]
	DRB-ToAddMod-DEFAULT (k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	

	    drb-ToAddMod[k, k=n+1..n+m]
	DRB-ToAddMod-DEFAULT (k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-RBC using condition DRX_L (note)
	See subclause 4.8.2
	m=0

	
	MAC-MainConfig-RBC using condition DRX_S (note)
	See subclause 4.8.2
	m>0

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition RBC
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	

	NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one RLC-UM bearer is configured, small DRX Cycle length is used.


	Condition
	Explanation

	m=0
	m is equal to zero

	m>0
	m is greater than zero


-
RadioResourceConfigDedicated-AM-DRB-ADD(bid)

Table 4.6.3-18A: RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-AM-DRB-ADD(bid) ::= SEQUENCE {
	
	bid is the bearer identity
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	one entry
	
	

	    drb-ToAddMod[1]
	DRB-ToAddMod-DEFAULT (bid) using condition AM
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


-
RadioResourceConfigDedicated-UM-DRB-ADD(bid)

Table 4.6.3-18B: RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-UM-DRB-ADD(bid) ::= SEQUENCE {
	
	bid is the bearer identity
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	one entry
	
	

	    drb-ToAddMod[1]
	DRB-ToAddMod-DEFAULT (bid) using condition UM
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-RBC using condition DRX_S (note)
	See subclause 4.8.2
	

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	

	NOTE: Since one RLC-UM bearer is added, small DRX Cycle length is used.


-
RadioResourceConfigDedicated- DRB-REL(bid)

Table 4.6.3-18C: RadioResourceConfigDedicated-DRB-REL(bid)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB-REL(bid) ::= SEQUENCE {
	
	bid is the bearer identity
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList SEQUENCE (SIZE (1..maxDRB)) OF
	one entry
	
	

	    drb-Identity[1]
	bid
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


–
RadioResourceConfigDedicated-HO

Table 4.6.3-19: RadioResourceConfigDedicated-HO
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition RBC-HO
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	


–
RadioResourceConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-19AA: RadioResourceConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


–
RadioResourceConfigDedicated-SCell_AddMod

Table 4.6.3-19AAA: RadioResourceConfigDedicated-SCell_AddMod

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SCell_AddMod ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	MAC-MainConfig-RBC using condition SCell_AddMod
	See subclause 4.8.2
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition SCell_AddMod
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	


–
RadioResourceConfigDedicated-DC

Table 4.6.3-19AAAA: RadioResourceConfigDedicated-DC-AddMod-Split-DRB

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DC-AddMod-Split-DRB::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	

	    drb-ToAddMod[1]
	DRB-ToAddMod-DEFAULT (1) using condition AM
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition RBC-HO
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	}
	
	
	


–
RLC-Config-DRB-AM-RECONFIG

Table 4.6.3-19A: RLC-Config-DRB-AM-RECONFIG
	Derivation Path: 36.508 table 4.8.2.1.3.2-1: RLC-Config-DRB-AM

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-AM-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms855
	
	

	      pollPDU
	p64
	
	

	      pollByte
	kB250
	
	

	      maxRetxThreshold
	t8
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms85
	
	

	      t-StatusProhibit
	ms50
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RLC-Config-DRB-UM-RECONFIG

Table 4.6.3-19B: RLC-Config-DRB-UM-RECONFIG
	Derivation Path: 36.508 table 4.8.2.1.3.1-1: RLC-Config-DRB-UM

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-UM-RECONFIG ::= CHOICE {
	
	
	

	  um-Bi-Directional SEQUENCE {
	
	
	

	    ul-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	Size10
	
	

	    }
	
	
	

	    dl-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	Size10
	
	

	      t-Reordering
	ms55
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RLC-Config-SRB-AM-RECONFIG

Table 4.6.3-19C: RLC-Config-SRB-AM-RECONFIG
	Derivation Path: 36.331 clause 6.3.2, 9.2.1

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-SRB-AM-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms50
	
	

	      pollPDU
	pInfinity
	Default
	

	      pollByte
	kBinfinity
	Default
	

	      maxRetxThreshold
	t6
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms40
	
	

	      t –StatusProhibit
	ms0
	Default
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SCellToAddMod-r10-DEFAULT

Table 4.6.3-19D: SCellToAddMod-r10-DEFAULT

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	Set according to specific message content
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	65535
	maxEARFCN
	Band > 64

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-DEFAULT
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-DEFAULT
	
	

	   dl-CarrierFreq-v1090
	Set according to specific message content
	
	Band > 64

	}
	
	
	


	Condition
	Explanation

	Band > 64
	If band > 64 is selected


–
SCellToRelease-r10-DEFAULT

Table 4.6.3-19E: SCellToRelease-r10-DEFAULT

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	sCellToReleaseList-r10 SEQUENCE (SIZE (1..maxSCell-r10) OF SEQUENCE {
	
	
	

	  sCellIndex-r10[1]
	1
	
	

	}
	
	
	


–
SCG-Configuration-r12-DEFAULT

Table 4.6.3-19F: SCG-Configuration-r12-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	scg-Configuration-r12 CHOICE {
	
	
	

	  release
	NULL
	
	PSCell_Release

	  setup SEQUENCE {
	
	
	PSCell_Mod, PSCell_Add_Split_DRB, PSCell_Add_SCG_DRB

	    scg-ConfigPartMCG-r12 SEQUENCE {
	
	
	

	      scg-Counter-r12
	0
	INTEGER (0.. 65535)
	

	      powerCoordinationInfo-r12 SEQUENCE {
	
	
	

	        p-MeNB-r12 
	6 (30%)
	INTEGER (1..16) mapped to 0..15 in Table 5.1.4.2-1 in TS 36.213 for power allocation for DC (0% - 100%)
	

	        p-SeNB-r12
	6 (30%)
	INTEGER (1..16) mapped to 0..15 in Table 5.1.4.2-1 in TS 36.213 for power allocation for DC (0% - 100%)
	

	        powerControlMode-r12
	1
	DC power control mode 1
	

	      }
	
	
	

	    }
	
	
	

	    scg-ConfigPartSCG-r12 SEQUENCE {
	
	
	PSCell_Add_Split_DRB, PSCell_Add_SCG_DRB

	      radioResourceConfigDedicatedSCG-r12 SEQUENCE {
	
	
	

	        drb-ToAddModListSCG-r12 SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	

	          DRB-ToAddModSCG-r12[1] SEQUENCE {
	
	
	

	            drb-Identity-r12
	Same DRB ID as used for the MCG
	
	PSCell_Add_Split_DRB

	            drb-Identity-r12
	BID+1
	BID is the total number of established DRBs in the UE, before applying the contents of this IE
	PSCell_Add_SCG_DRB

	            drb-Type-r12 CHOICE {
	
	
	

	              split-r12
	NULL
	
	PSCell_Add_Split_DRB

	              scg-r12 SEQUENCE { 
	
	
	PSCell_Add_SCG_DRB

	                eps-BearerIdentity-r12
	BID+5
	drb-Identity-r12+4
	

	                pdcp-Config-r12
	PDCP-Config-DRB-AM 
	
	

	              }
	
	
	

	            }
	
	
	

	            rlc-ConfigSCG-r12
	RLC-Config-DRB-AM
	
	

	            rlc-Config-v1250
	Not present
	
	

	            logicalChannelIdentitySCG-r12
	2
	drb-Identity-r12+2
	

	            logicalChannelConfigSCG-r12
	LogicalChannelConfig-DRB using condition LO
	
	

	          }
	
	
	

	        }
	
	
	

	        mac-MainConfigSCG-r12
	Not present
	
	

	        rlf-TimersAndConstantsSCG-r12
	Not present
	
	

	      }
	
	
	

	      sCellToReleaseListSCG-r12
	Not Present
	
	

	      pSCellToAddMod-r12 SEQUENCE {
	
	
	

	        sCellIndex-r12
	Set according to specific message content
	
	

	        cellIdentification-r12 SEQUENCE {
	
	
	

	          physCellId-r12
	Set according to specific message content
	
	

	          dl-CarrierFreq-r12
	Set according to specific message content
	
	

	        }
	
	
	

	      }
	
	
	

	      radioResourceConfigCommonPSCell-r12  SEQUENCE {                        
	
	
	

	        basicFields-r12
	RadioResourceConfigCommonSCell-r10-DEFAULT
	
	

	        pucch-ConfigCommon-r12
	PUCCH-ConfigCommon-DEFAULT
	
	

	        rach-ConfigCommon-r12
	RACH-ConfigCommon-DEFAULT
	
	

	        uplinkPowerControlCommonPSCell-r12 SEQUENCE {
	
	
	

	          deltaF-PUCCH-Format3-r12
	deltaF0
	Same value as in UplinkPowerControlCommon-v1020-DEFAULT used for the PCell
	RM coding

	
	deltaF4
	
	Dual RM coding

	          deltaF-PUCCH-Format1bCS-r12
	deltaF1
	Same value as in UplinkPowerControlCommon-v1020-DEFAULT used for the PCell
	

	          p0-NominalPUCCH-r12
	-117 (-117 dBm)
	Same value as in UplinkPowerControlCommon--DEFAULT used for the PCell
	

	          deltaFList-PUCCH-r12 SEQUENCE {
	
	
	

	            deltaF-PUCCH-Format1
	deltaF0
	Same value as in UplinkPowerControlCommon-DEFAULT used for the PCell
	

	            deltaF-PUCCH-Format1b
	deltaF3
	Same value as in UplinkPowerControlCommon-DEFAULT used for the PCell
	

	            deltaF-PUCCH-Format2
	deltaF0
	Same value as in UplinkPowerControlCommon-DEFAULT used for the PCell
	

	            deltaF-PUCCH-Format2a
	deltaF0
	Same value as in UplinkPowerControlCommon-DEFAULT used for the PCell
	

	            deltaF-PUCCH-Format2b
	deltaF0
	Same value as in UplinkPowerControlCommon-DEFAULT used for the PCell
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      radioResourceConfigDedicatedPSCell-r12 SEQUENCE {                         
	
	
	

	        physicalConfigDedicatedPSCell-r12
	PhysicalConfigDedicated-DEFAULT
	For signalling test cases see subclause 6.6B.1.1.1. Otherwise, see subclause 4.8.2
	

	        sps-Config-r12
	Not present
	
	

	        naics-Info-r12
	Not present
	
	

	      }
	
	
	

	      antennaInfoDedicatedPSCell-v1280
	Not present
	
	

	    }
	
	
	

	    sCellToAddModListSCG-r12
	Not Present
	
	

	    mobilityControlInfoSCG-r12
	
	
	

	      t307-r12
	ms2000
	ENUMERATED {ms50, ms100, ms150, ms200, ms500,ms1000, ms2000}
	

	      ue-IdentitySCG-r12
	Any allowed value
	
	

	      rach-ConfigDedicated-r12
	Rach-ConfigDedicated-DEFAULT
	
	

	      cipheringAlgorithmSCG-r12
	Set according to PIXIT parameter for default ciphering algorithm
	
	For SIG

	
	eea0
	
	For RF

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	PSCell_Mod
	Modification of PSCell(s)

	PSCell_Release
	Release of PSCell

	PSCell_Add_Split_DRB
	Add PSCell(s) and setup of Split DRB

	PSCell_Add_SCG_DRB
	Add PSCell(s) and setup of SCG DRB

	RM coding
	Used for Reed-Muller coding

	Dual RM coding
	Used for Dual Reed-Muller coding

	For SIG
	Used for signalling test cases

	For RF
	Used for RF/RRM test cases


