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1
Introduction

IMS voice for UE category M1 is a required use case and test cases are needed. 
2
Discussion
GSMA
According the "LS on IMS Profile for Voice and SMS for UE category M1" [1], GSMA clarifies a new PRD is in progress. It will indicate different requirements compared to e.g. PRD IR.92.

RAN5 has previously endorsed e.g. PRDs IR.92, IR.94 and IR.51 as a basis for IMS test cases. For UE category M1, the new PRD is expected to address similar market needs as a profile of 3GPP features. For RAN5 it’s possible to take the LS input into account as a working assumption for IMS test cases necessary for category M1 UEs. 
TCs structure

In TS 34.229-1 [2], the following annex have previously been defined
· Annex G (normative): IP-Connectivity Access Network specific test cases when using the EPC via WLAN to access IM CN subsystem

· Annex H (normative): IP-Connectivity Access Network specific test cases when using xDSL, Fiber or Ethernet to access IM CN subsystem

These address the different profile requirements depending on e.g. radio access and GSMA profile documents. 

It’s possible to make use of a similar approach to address a Category M1 UE profile, e.g. to define 
· Annex I (normative): IP-Connectivity Access Network specific test cases for category M1 UEs when accessing the IM CN subsystem

This would allow specific radio access (BL/CE UE) and GSMA profile requirements to be addressed in separate test cases. Alternatives might be considered, but any specific details on how has not been investigated for this discussion paper. 

Time plan

It’s possible to start the work according the existing information. An alternative is to wait with IMS voice TCs until the GSMA profile is officially published. 

According the expected market demands on UE category M1, a start to create TCs should be a viable option.  

3
Proposal
It’s proposed

1. To use the UE category M1 input from GSMA for IMS voice test cases.
2. To introduce a new suitable annex in TS 34.229-1 for a UE category M1 profile.
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