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<Changes Beginning>
Annex H (normative):
Default Message Contents

This annex contains the default values of common messages specific to RRM, other than those described in TS 36.508 [7]. The message contents shall apply to test cases accordingly and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. The default message contents can be defined for FDD Mode, or TDD Mode or both FDD/TDD Modes. All the messages are listed in alphabetical order based on conformance tests.
NOTE:
For example, test case 8.1.1 has an exception for RRCConnectionReconfiguration message and therefore uses message contents according to TS 36.508 [7] with the exception of the RRCConnectionReconfiguration message specified in Annex H.
H.1
Common contents of system information messages exceptions

This clause contains the default values of common system information messages, other than those described in TS 36.508 [7].

H.2
Common contents of system information blocks exceptions

This clause contains the default values of common system information blocks, other than those described in TS 36.508 [7].

H.2.1
System information blocks message contents exceptions for E-UTRAN intra frequency cell re-selection

SystemInformationBlockType3: (FDD/TDD) for E-UTRAN intra-frequency cell re-selection
Table H.2.1-1: SystemInformationBlockType3: E-UTRAN intra frequency cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionInfoCommon SEQUENCE {
	
	
	

	  q-Hyst
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	

	}
	
	
	


SystemInformationBlockType4: (FDD/TDD) for E-UTRAN intra-frequency cell re-selection
For Cell 2

Table H.2.1-2: SystemInformationBlockType4: E-UTRAN intra frequency cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType4

	Information Element
	Value/remark
	Comment
	Condition

	intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {
	
	
	

	IntraFreqNeighCellInfo ::= SEQUENCE {
	
	
	

	      physCellId
	0 (Cell 1 Id)
	INTEGER (0..503)
	

	      q-OffsetCell
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	

	   }
	
	
	

	}
	
	
	


H.2.2
System information blocks message contents exceptions for E-UTRAN inter frequency cell re-selection

SystemInformationBlockType3: (FDD/TDD) for E-UTRAN inter-frequency cell re-selection
Table H.2.2-1: SystemInformationBlockType3: E-UTRAN inter frequency cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	 cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1
	Cell 1

	
	Not Present
	
	Cell 2

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	4
	
	Cell 1

	
	5
	
	Cell 2

	}
	
	
	


SystemInformationBlockType5: (FDD/TDD) for E-UTRAN inter-frequency cell re-selection case
For Cell 1

Table H.2.2-2: SystemInformationBlockType5: E-UTRAN inter frequency cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	-140 is actual value in dBm (-70 * 2 dBm)
	

	  threshX-High
	24 (48 dB)
	48 is actual value in dB (24 * 2 dB)
	

	  threshX-Low
	25 (50 dB)
	50 is actual value in dB (25 * 2 dB)
	

	 cellReselectionPriority[n]
	5 for cell 1
	
	

	}
	
	
	


For Cell 2

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	  q-Rxlevmin
	-70 (-140 dBm)
	-140 is actual value in dBm (-70 * 2 dBm)
	

	  threshX-High
	24 (48 dB)
	48 is actual value in dB (24 * 2 dB)
	

	  threshX-Low
	 25 (50 dB)
	50 is actual value in dB (25 * 2 dB)
	

	 cellReselectionPriority[n]
	4  for cell 2
	
	

	}
	
	
	

	    interFreqNeighCellList[n] SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {
	
	
	

	  physCellId
	0 (Cell 1 Id)
	INTEGER (0..503)
	

	  q-OffsetCell
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	

	}
	
	
	


H.2.3
System information blocks message contents exceptions for E-UTRAN inter-RAT cell re-selection

SystemInformationBlockType3: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-1: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD - UTRA FDD is of higher priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	 25 (50 dB)
	50 is actual value in dB (25 * 2 dB); for Cell 1 (E-UTRA)
	

	}
	
	
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD - UTRA FDD is of higher priority cell re-selection
Table H.2.3-2: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD - UTRA FDD is of higher priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    threshX-High
	20 (40 dB)
	40 is actual value in dB (20 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	Default value in TS 36.508
	

	    q-QualMin
	-20 (-20 dB)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-3: SystemInformationBlockType3: Inter-RAT E-UTRAN TDD - UTRA TDD is of higher priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	23 (46 dB)
	46 is actual value in dB (23 * 2 dB); for Cell 1 (E-UTRA)
	

	}
	
	
	


SystemInformationBlockType6: for inter-RAT EUTRAN TDD - UTRA TDD is of higher priority cell re-selection
Table H.2.3-4: SystemInformationBlockType6: Inter-RAT E-UTRAN TDD - UTRA TDD is of higher priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	
	
	
	

	   threshX-High
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103  is actual value in dBm (-52 * 2 + 1 dBm)
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    cellReselectionPriority[n]
	5
	UTRA is of higher priority than E-UTRAN
	

	}
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
Table H.2.3-5: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection
Table H.2.3-6: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD - UTRA FDD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-FDD ::= SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    threshX-Low
	21 (42 dB) 
	42 is actual value in dB (21 * 2 dB)
	

	    q-RxLevMin
	-58 (-115 dBm)
	-115 is actual value in dBm (-58 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	    q-QualMin
	-20 (-20 dB)
	
	

	 }
	
	
	


SystemInformationBlockType3: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-7: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  threshServingLow
	23 (46 dB)
	46 is actual value in dB (23 * 2 dB)
	


SystemInformationBlockType6: for inter-RAT EUTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection
Table H.2.3-8: SystemInformationBlockType6: Inter-RAT E-UTRAN FDD/TDD - UTRA TDD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-5 SystemInformationBlockType6

	Information Element
	Value/remark
	Comment
	Condition

	CarrierFreqListUTRA-TDD ::= SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    threshX-Low
	12 (24 dB) 
	24 is actual value in dB (12 * 2 dB)
	

	    q-RxLevMin
	-52 (-103 dBm)
	-103 is actual value in dBm (-52 * 2 + 1 dBm) 
	

	    p-MaxUTRA
	21 (21 dBm)
	
	

	}
	
	
	


SystemInformationBlockType3: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-9: SystemInformationBlockType3: Inter-RAT E-UTRAN - GSM cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	4
	
	


SystemInformationBlockType7: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-10: SystemInformationBlockType7: Inter-RAT E-UTRAN - GSM cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-6 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   cellReselectionPriority
	0
	
	

	   ncc-Permitted
	‘11111111'B
	
	

	   q-RxLevMin
	5 (-105 dBm)
	-105 is actual value in dBm (5 * 2 - 115 dBm )
	

	   p-MaxGERAN
	23 (23 dBm)
	
	GSM 400 & GSM 900 & GSM 850 & GSM 700

	
	24 (24 dBm)
	
	DCS 1800 & PCS 1900

	   threshX-High 
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	

	   threshX-Low
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	


SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - HRPD is of lower priority cell re-selection
Table H.2.3-11: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD - HRPD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	1
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	    s-IntraSearch
	Not present
	
	

	    t-ReselectionEUTRA
	0
	
	


SystemInformationBlockType8: Inter-RAT E-UTRAN FDD/TDD - HRPD is of lower priority cell re-selection
Table H.2.3-12: SystemInformationBlockType8: Inter-RAT E-UTRAN FDD/TDD - HRPD is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-7 SystemInformationBlockType8

	Information Element
	Value/remark
	Comment
	Condition

	    cellReselectionParametersHRPD SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        cellReselectionPriority
	0
	
	

	        threshX-High
	60(-30)
	INTEGER (0..63)
	

	        threshX-Low
	28(-14)
	INTEGER (0..63)
	

	      }
	
	
	

	      }
	
	
	

	      t-ReselectionCDMA2000
	0
	INTEGER (0..7)
	

	    }
	
	
	


System Information Block Type 3: for E-UTRAN to UTRAN inter-RAT cell re-selection
Table H.2.3-13: System Information Block type3: Inter-RAT E-UTRAN FDD/TDD - UTRAN FDD cell re-selection

	Derivation Path: 34.108 clause 6.1.0b

	Information Element
	Value/remark
	Comment
	Condition

	- Cell selection and reselection info
	
	
	

	  - Qqualmin
	-20
	
	

	  - Qrxlevlmin
	-58 (-115dBm)
	
	

	  - Maximum allowed UL TX power
	21
	
	


Table H.2.3-14: System Information Block type 3 (1.28 Mcps TDD): inter-RAT E-UTRAN FDD/TDD – UTRAN TDD cell re-selection
	Derivation Path: 34.108 clause 6.1.0b
	

	Information Element
	Value/remark
	Comment
	Condition

	- SIB4 Indicator
	TRUE
	
	

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B
	
	

	- Cell selection and re-selection info
	
	
	

	 - Mapping info
	Not present
	
	

	 - Cell selection and reselection quality measure
	(no data)
	
	

	 - CHOICE mode
	TDD
	
	

	  - Sintrasearch
	10 dB
	
	

	  - Sintersearch
	10 dB
	
	

	  - SsearchHCS
	Not present
	
	

	  - RAT List
	Not present
	
	

	  - Qrxlevmin
	-103 dBm
	
	

	 - Qhyst1s
	0 dB
	
	

	 - Treselections
	0 seconds
	
	

	 - HCS Serving cell information
	Not present
	
	


SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD – cdma2000 1xRTT is of lower priority cell re-selection
Table H.2.3-15: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD/TDD – cdma2000 1xRTT is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	1
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	    s-IntraSearch
	Not present
	
	

	    t-ReselectionEUTRA
	0
	
	

	  }
	
	
	


SystemInformationBlockType8: Inter-RAT E-UTRAN FDD/TDD – cdma2000 1xRTT is of lower priority cell re-selection
Table H.2.3-16: SystemInformationBlockType8: Inter-RAT E-UTRAN FDD/TDD – cdma2000 1xRTT is of lower priority cell re-selection

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-7 SystemInformationBlockType8

	Information Element
	Value/remark
	Comment
	Condition

	  cellReselectionParameters1XRTT SEQUENCE {
	
	
	1XRTT

	    longCodeState1XRTT
	Not Present
	
	

	    cellReselectionParameters1XRTT SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        cellReselectionPriority
	0
	
	

	        threshX-High
	60(-30)
	INTEGER (0..63)
	

	        threshX-Low
	56(-28)
	INTEGER (0..63)
	

	      }
	
	
	

	      t-ReselectionCDMA2000
	0
	INTEGER (0..7)
	

	      t-ReselectionCDMA2000-SF
	Not Present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


H.2.4
System information blocks message contents exceptions for E-UTRAN radio link monitoring (RLM)

SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Radio Link Monitoring test for out-of-sync
Table H.2.4-1: SystemInformationBlockType2: E-UTRAN Radio Link Monitoring test for out-of-sync

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    pdsch-ConfigCommon SEQUENCE {
	
	
	

	      referenceSignalPower
	Set to an arbitrarily selected value above
-11dBm and within the IE allowed range described in 36.331[5]
	The selected IE value depends on the test system implementation and should be declared in the test report.
	

	    }
	
	
	

	    soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	         release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t300
	ms1000
	
	

	    t301
	ms1000
	
	

	    t310
	ms0
	
	

	    n310
	n1
	
	

	    t311
	ms1000
	
	

	    n311
	n1
	
	

	  }
	
	
	


SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Radio Link Monitoring test for in-sync
Table H.2.4-2: SystemInformationBlockType2: E-UTRAN Radio Link Monitoring test for in-sync

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    pdsch-ConfigCommon SEQUENCE {
	
	
	

	      referenceSignalPower
	Set to an arbitrarily selected value above
-11dBm and within the IE allowed range described in 36.331[5]
	The selected IE value depends on the test system implementation and should be declared in the test report.
	

	    }
	
	
	

	    soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	         release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t300
	ms1000
	
	

	    t301
	ms1000
	
	

	    t310
	ms2000
	
	

	    n310
	n1
	
	

	    t311
	ms1000
	
	

	    n311
	n1
	
	

	  }
	
	
	


H.2.5
System information blocks message contents exceptions for RRC Re-establishment

SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Intra-frequency RRC Re-establishment

Table H.2.5-1: SystemInformationBlockType2: E-UTRAN FDD Intra-frequency RRC Re-establishment 

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t310
	ms0
	
	

	    t311
	ms3000
	
	

	    n310
	n1
	
	

	    n311
	n1
	
	


SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Inter-frequency RRC Re-establishment

Table H.2.5-2: SystemInformationBlockType2: E-UTRAN FDD Inter-frequency RRC Re-establishment 

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t310
	ms0
	
	

	    t311
	ms5000
	
	

	    n310
	n1
	
	

	    n311
	n1
	
	


H.2.6
System information block messages and information elements contents exceptions for E-UTRAN Random Access

SystemInformationBlockType1: (FDD/TDD) for E-UTRAN random access

Table H.2.6-1: SystemInformationBlockType1: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access

	Derivation Path: TS 36.508 [7] clause 4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  p-Max
	23 (dBm)
	 
	


Table H.2.6-1a: SystemInformationBlockType1-BR-r13: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access

	Derivation Path: TS 36.508 [7] clause 4.4.3.2, Table 4.4.3.2-3A SystemInformationBlockType1-BR-r13

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-BR-r13 ::= SEQUENCE {
	
	
	

	  p-Max
	23 (dBm)
	 
	


RACH-ConfigCommon-DEFAULT: (FDD/TDD) for E-UTRAN random access

Table H.2.6-2: RACH-ConfigCommon-DEFAULT: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-12 RACH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    numberOfRA-Preambles
	n52
	
	

	    preamblesGroupAConfig SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-120
	
	

	  }
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	Cat-M1 UE

	    preambleTransMax
	n6
	
	

	  }
	
	
	

	  maxHARQ-Msg3Tx
	4
	
	

	  }
	
	
	

	    RAR-HoppingConfigInfo-r13 [1] SEQUENCE {
	
	
	

	      rar-HoppingConfig
	off
	
	

	  }
	
	
	


PDSCH-ConfigCommon-DEFAULT: (FDD/TDD) for E-UTRAN random access

Table H.2.6-3: PDSCH-ConfigCommon-DEFAULT: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-5 PDSCH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  referenceSignalPower
	-5 (dBm)
	
	1TX


H.2.7
System information blocks message contents exceptions for eICIC/feICIC

SystemInformationBlockType2: (FDD/TDD) for eICIC/feICIC
Table H.2.7-1: SystemInformationBlockType2: Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC/feICIC)

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfiguration
	Not present
	
	

	}
	
	
	


SystemInformationBlockType3: (FDD) for eICIC/feICIC
Table H.2.7-2: SystemInformationBlockType3: Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC/feICIC)

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	
	FDD with E-UTRA FDD neighbour cell


H.2.8
System information blocks message contents exceptions for HD-FDD radio link monitoring (RLM) for UE Category NB1
SystemInformationBlockType2-NB: for HD-FDD Radio Link Monitoring test for out-of-sync for UE category NB1
Table H.2.8-1: SystemInformationBlockType2-NB: HD-FDD Radio Link Monitoring test for out-of-sync for UE category NB1
	Derivation Path: 36.331 clause 8.1.4.3.3, Table 8.1.4.3.3-1 SystemInformationBlockType2-NB1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t310-r13
	ms0
	
	

	    n310-r13
	n1
	
	

	    t311-r13
	ms1000
	
	

	    n311-r13
	n1
	
	

	  }
	
	
	

	}
	
	
	


SystemInformationBlockType2-NB: for HD-FDD Radio Link Monitoring test for in-sync for UE category NB1
Table H.2.8-2: SystemInformationBlockType2-NB: HD-FDD Radio Link Monitoring test for in-sync for UE category NB1
	Derivation Path: 36.331 clause 8.1.4.3.3, Table 8.1.4.3.3-1 SystemInformationBlockType2-NB1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t310-r13
	ms2000
	
	

	    n310-r13
	n1
	
	

	    t311-r13
	ms1000
	
	

	    n311-r13
	n1
	
	

	  }
	
	
	

	}
	
	
	


<End of Changes >
