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<< Unchanged sections omitted >>
7.6.1G.3
In-band blocking for V2X Communication / Intra-band contiguous MCC operation
Editor's note: This test case is not complete. Following aspects are either missing or not yet determined:

-
Test test procedure is TBD

-
Test requirement are TBD

7.6.1G.3.1
Test Purpose
Same as in clause 7.6.1G.1.1.

7.6.1G.3.2
Test Applicability
This test applies to all types of E-UTRA UE release 14 and forward that support Intra-band contiguous MCC operation V2X Communication.

7.6.1G.3.3
Minimum Conformance Requirements
For intra-band contiguous MCC operation the V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with paramteters defined in Table 7.6.1G.3.3-1 and Table 7.6.1G.3.3-2.
Table 7.6.1G.3.3-1: In band blocking parameters for intra-band contiguous MCC for V2X

	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + V2X Bandwidth Class specific value below

	
	
	9
	
	
	
	

	BWInterferer 
	MHz
	10
	
	
	
	

	FIoffset, case 1 
	MHz
	15
	
	
	
	

	FIoffset, case 2 
	MHz
	25
	
	
	
	


Table 7.6.1G.3.3-2: In-band blocking for intra-band contiguous MCC for V2X

	V2X MCC configuration
	Parameter
	 Unit
	Case 1
	Case 2

	
	PInterferer
	 dBm
	-44
	-44

	
	FInterferer

(offset)
	MHz
	=-Foffset– FIoffset,case 1
&

=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&

≥+Foffset + FIoffset,case 2

	V2X_47B
	FInterferer (Range)
	MHz
	(NOTE 2)
	FDL_low – 30

to

FDL_high + 30

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 30 MHz below or above the UE receive band 
NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 




a. the carrier frequency -Foffset - FIoffset, case 1 and




b. the carrier frequency +Foffset + FIoffset, case 1

NOTE 3:
Foffset is the frequency offset from the center frequency of the CC being tested to the edge of aggregated channel bandwidth.

NOTE 4:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to 
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MHz to be offset from the sub-carrier raster.
NOTE 5: 
The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


7.6.1G.3.4
Test Description

7.6.1G.3.4.1
Initial conditions

Same initial conditions as in clause 7.6.1G.1.4.1 with the following exceptions:

-
Instead of Table 7.6.1G.1.4.1-1 ( use Table 7.6.1G.3.4.1-1.

Table 7.6.1G.3.4.1-1: Test Configuration Table [TBD]

7.6.1G.3.4.2
Test procedure

TBD

7.6.1G.3.4.3
Message contents
TBD

7.6.1G.3.5
Test Requirement
TBD
<< End of changes >>
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