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<< Unchanged sections omitted >>
3A.3.5
E-UTRAN operating band configuration

Inter-band configuration is not affecting the test purpose since the minimum requirements are valid regardless of band. Band combinations defined in table 3A.3.5-1 shall be used for testing.

For 8.20.1 and 8.20.2, there are three E-UTRA cells, Cell 1(PCell), Cell 2(neighbor cell) and Cell 3(SCell), all on different frequencies. The default cell configuration is to test on Cell1 and Cell2 on the same operating band and Cell3 on the different operating band. If the operating band of Cell 1 and Cell2 is overlapped (the operating band is less than 20MHz) and if the operating band of Cell3 has more than or equal to 20MHz, then Cell2 and Cell3 on the same band and Cell1 on the different band to test. Otherwise the test is not applicable.

Table 3A.3.5-1: Inter-band configuration

	Band under test
	Additional band

	31
	7

	5,12,13,14,17, 30
	4

	[23]
	TBD

	11,18,19,21,27
	1

	34,37
	39

	Note 1:
The band under test should contain the inter-frequency (neighbour) cell.

Note 2:
The additional band should contain the serving cell of the test. If more than one inter-frequency cell is needed, that cell should be on the additional band.

Note 3:
The bands and cells referred in this table are E-UTRAN bands and cells only.Note 4:
Bands 5, 11, 23, 37 only need inter-band configuration in test cases where 3 cells are required.


3A.3.6
CA configuration

For CA testing, unless otherwise stated, the logical carriers PCC/SCCs are mapped on physical frequencies as defined in Tables 3A.3.6-1.
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