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i.e. TC 15.11a:

The DRB-UM bearers and DRB-AM bearers have the same Logical Channel Priority - HIGH. This could cause the SIP signalling (DRB-AM) and video traffic (DRB-UM) to be handled with same priority and in case the grant is not sufficient for all the traffic, the SIP signalling might not be served in time and UE could send unexpected retransmissions. This issue is causing certain instability in such as cases.

The solution could be to modify the Logical channel priorities in such way that the SIP signalling has higher priorities than other traffic.
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<Start of Change>

4.8.2.1.7
DRB configurations

Table 4.8.2.1.7-1: DRB-ToAddMod-DEFAULT(bid)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddMod-DEFAULT(bid) ::= SEQUENCE {
	
	bid is the bearer identity (1..8)
	

	  eps-BearerIdentity
	bid+4
	
	

	  drb-Identity
	bid
	
	

	  pdcp-Config
	PDCP-Config-DRB-AM
	
	AM

	
	PDCP-Config-DRB-UM
	
	UM

	  rlc-Config
	RLC-Config-DRB-AM
	
	AM

	
	RLC-Config-DRB-UM
	
	UM

	  logicalChannelIdentity
	bid+2
	
	

	  logicalChannelConfig
	LogicalChannelConfig-DRB using condition LO
	
	UM

	
	LogicalChannelConfig-DRB using condition HI
	
	AM

	}
	
	
	


	Condition
	Explanation

	AM
	Used for AM DRB

	UM
	Used for UM DRB


<End of Change>
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