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22.5.8.3
Test description

22.5.8.3.1
Pre-test conditions
System Simulator:
-
4 cells: Ncell 50, Ncell 51, Ncell 52, Ncell 53.
-
NB-IoT system information combination 4 as defined in TS 36.508[18] clause 8.1.4.3.1.1 is used in all cells
UE:
 None.

Preamble:
-
the UE is in state Registered, NB-IoT Idle Mode (state 3-NB) on Ncell 50 according to TS 36.508 except for those shown in table 22.5.8.3.3-6;
22.5.8.3.2
Test procedure sequence

22.5.8.3.2
Test procedure sequence

Table 22.5.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS configures:

Set the cell type of Ncell 50 to the '''Serving cell ''.
	-
	-
	-
	-

	2
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	3
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	4
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #95"semantically incorrect message" as specified. (Note 1)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on Ncell 50?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	7
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	8
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	9
	The SS releases the RRC connection.
	-
	-
	-
	-

	10
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	11
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	12
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause   #96" invalid mandatory information" as specified. (Note 1)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	13
	The SS releases the RRC connection.
	-
	-
	-
	-

	14
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on Ncell 50?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	15
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	17
	The SS releases the RRC connection.
	-
	-
	-
	-

	18
	The SS waits for T3412 to elapse
	-
	-
	-
	-

	19
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	20
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #97"message type non-existent or not implemented". (Note 1)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	21
	The SS releases the RRC connection.
	-
	-
	-
	-

	22
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on Ncell 50?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	23
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	24
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	25
	The SS releases the RRC connection.
	-
	-
	-
	-

	26
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	27
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	28
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #99"information element non-existent or not implemented" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	29
	The SS releases the RRC connection.
	-
	-
	-
	-

	30
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on Ncell 50?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	31
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	32
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	33
	The SS releases the RRC connection.
	-
	-
	-
	-

	34
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	35
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	36
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #111"protocol error, unspecified" as specified. (Note1)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	37
	The SS releases the RRC connection.
	-
	-
	-
	-

	38
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on Ncell 50?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	39
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	40
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	41
	The SS releases the RRC connection.
	
	
	
	

	42
	The SS configures:

Set the cell type of Ncell 50 to the ''Non-Suitable cell''.

Set the cell type of Ncell 51 to the ''Serving cell''.
	-
	-
	-
	-

	43
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 51 (Note 2).
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	44
	SS does not send TRACKING AREA UPDATE ACCEPT to the UE and update TAC value in SystemInformationBlockType1-NB.
	-
	-
	-
	-

	45
	The SS transmits a Paging message paging occasion including a systemInfoModification.
	<--
	Paging 
	-
	-

	46
	From the beginning of the next modification period the SS transmits a modified SystemInformationBlockType1-NB  as specified in Table 22.5.8.3.3-11.
	-
	-
	-
	-

	47
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on Ncell 51 in the next 250 seconds?

Note: Wait time is more than 2.1* modification period for the UE to receive system information and inferior to T3430.
	-->
	TRACKING AREA UPDATE REQUEST
	6
	P

	48
	SS responds with TRACKING AREA UPDATE ACCEPT message
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	49
	UE sends TRACKING AREA UPDATE COMPLETE
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	50
	Switch-off the UE.
	-
	-
	-
	-

	50A
	The UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	50B
	The SS releases the RRC connection.
	-
	-
	-
	-

	50C
	The SS configures:

Set the cell type of Ncell 50 to the "Serving cell". 
Set the cell type of Ncell 51 to the "non-Suitable cell".

Set the cell type of Ncell 52 to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 50 unless explicitly stated otherwise.
	-
	-
	-
	-

	51
	The UE is powered on or switched on.
	-
	-
	-
	-

	52
	Steps 2-10a2 of the generic procedure for UE registration specified in TS 36.508 subclause 8.1.5.2 are performed.
	-
	-
	-
	-

	53
	SS responds with ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST or ESM DUMMY MESSAGE message is piggybacked in ATTACH ACCEPT message
	<--
	ATTACH ACCEPT
	-
	-

	54
	Steps 14b1 of the generic procedure for UE registration specified in TS 36.508 subclause 8.1.5.2 are performed.
	-
	-
	-
	-

	55
	The SS releases the RRC connection.
	
	
	
	

	56
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	57
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	58
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	59
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	60
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	61
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	62
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	63
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	64
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	65
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	66
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 5.
	-
	-
	-
	-

	67
	Wait for 12 min to ensure that T3402 expires.
	-
	-
	-
	-

	68
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?

NOTE: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	7
	P

	69
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	70
	The SS configures:

Set the cell type of Ncell 50 to the "non-Suitable cell".
Set the cell type of Ncell 51 to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 51 unless explicitly stated otherwise.
	-
	-
	-
	-

	71
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

NOTE: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	72
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	73
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	74
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 2.
	-
	-
	-
	-

	75
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	76
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 3.
	-
	-
	-
	-

	77
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	78
	Wait for T3430 and T3411 (265s) expiry.

NOTE: The tracking area updating attempt counter is 4.
	-
	-
	-
	-

	79
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	80
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 5 and reset.
	-
	-
	-
	-

	81
	The SS configures:

Set the cell type of Ncell 51 to the "non-Suitable cell".
Set the cell type of Ncell 52 to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 52 unless explicitly stated otherwise.
	-
	-
	-
	-

	82
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	7
	P

	83
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	84
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	85
	The SS releases the RRC connection.
	
	
	
	

	86
	The SS configures:

The SS sets the cell type of Ncell 50 to the ''Serving cell'',
Sets the cell type of Ncell 51 to the '' Non-Suitable cell'', 

Set the cell type of Ncell 52 to the "non-Suitable Off cell".
And sets SystemInformationBlockType14-NB parameters as described in table 22.5.8.3.3-18
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 50 unless explicitly stated otherwise.
	-
	-
	-
	-

	87
	Check: for 60 seconds if UE initiates the tracking area updating procedure on Ncell 50?
	-
	-
	8
	F

	88
	Void
	-
	-
	-
	-

	89
	The SS changes SystemInformationBlockType14-NB parameters to parameters as described in table 22.5.8.3.3-19.
	-
	-
	-
	-

	90
	The UE transmits RRC Connection Request
	-
	-
	-
	-

	91
	SS responds with RRCConnectionReject message with IE extendedWaitTime set to 10 seconds (Max Value).
	-
	-
	-
	-

	92
	Check: for 10 seconds if UE initiates the tracking area updating procedure and hence transmits RRC Connection Request?
	-
	-
	9
	F

	93
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST?
	-->
	TRACKING AREA UPDATE REQUEST
	10
	P

	94
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	95
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-



	96
	The SS releases the RRC connection.
	-
	-
	-
	-

	97
	The SS set SystemInformationBlockType1-NB and SystemInformationBlockType14-NB parameters as described in table 22.5.8.3.3-20 and table 22.5.8.3.3-21.
	-
	-
	-
	-

	98
	The SS configures:

Sets the cell type of Ncell 51 to the ''serving cell'',
Sets the cell type of Ncell 50 to “non-suitable off Cell”,
Sets the cell type of Ncell 53 to “Suitable neighbour intra-frequency cell”.
	
	
	
	

	99
	Check: For 60 seconds if the UE initiates the tracking area update procedure on Ncell 51? 
	-
	-
	8
	F

	100
	The SS configures:

Sets the cell type of Ncell 51 to “Suitable neighbour intra-frequency cell”.

Sets the cell type of Ncell 53 to “serving cell”.
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 53 unless explicitly stated otherwise.
	-
	-
	-
	-

	101
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST?
	-->
	TRACKING AREA UPDATE REQUEST
	11
	P

	102
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	103
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	103A
	Cause switch off.
	
	
	
	

	103B
	The UE transmit a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	103C
	The SS releases the RRC connection.
	-
	-
	-
	-

	104
	The SS configures:

Set the cell type of Ncell 50 to the "Serving cell". 
Set the cell type of Ncell 51 to the "Suitable neighbour intra-frequency cell".
Set the cell type of Ncell 52 to the "non-Suitable off cell".
Sets the cell type of Ncell 53 to “non-Suitable off cell”.
	-
	-
	-
	-

	104A
	The SS changes SystemInformationBlockType14-NB parameters to parameters as described in table 22.5.8.3.3-31.
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 50 unless explicitly stated otherwise.
	-
	-
	-
	-

	105
	The UE is powered on or switched on.
	-
	-
	-
	-

	106
	Steps 2-10a2 of the generic procedure for UE registration specified in TS 36.508 subclause 8.1.5.2 are performed
	-
	-
	-
	-

	107
	The SS activates UE radio bearer test mode.
	-
	-
	-
	-

	108
	The SS responds with an ATTACH ACCEPT message with the T3412 value indicating 6 min. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST or ESM DUMMY MESSAGE message is piggybacked in ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	109
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT or ESM DUMMY MESSAGE message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	ATTACH COMPLETE
	-
	-

	110
	The SS releases the RRC connection.
	-
	-
	-
	-

	111
	Wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	112
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	113
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	114
	Void
	-
	-
	-
	-

	115
	Void
	-
	-
	
	-

	116
	Steps 1 – 4a1b3a2 of the generic procedure to check the UE response to paging specified in TS36.508 [18] subclause 8.1.5A.2 are performed
	
	
	12
	-

	117
	The SS transmits a SERVICE REJECT message with EMM cause set to "Congestion".
	<--
	SERVICE REJECT
	-
	-

	118
	The SS releases the RRC connection.
	-
	-
	-
	-

	119
	Wait for 10s after step 113 to ensure that T3411 expires.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 120a1 to 120a4 describes behaviour depending on UE behaviour; the “lower case letter” identifies a step sequence that take place if the UE does not transmit any TRACKING AREA UPDATE REQUEST message
	-
	-
	-
	-

	120a1
	IF the UE does not transmit any TRACKING AREA UPDATE REQUEST message THEN wait for 6 min to ensure that T3412 expires.
	-
	-
	-
	-

	120a2
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to ‘Periodic updating’.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	120a3
	The SS releases the RRC connection.
	-
	-
	-
	-

	120a4
	Wait for 10s after step 120a3 to ensure that T3411 expires.
	-
	-
	-
	-

	121
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'Periodic updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	13
	P

	122
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.

NOTE: The tracking area updating attempt counter is reset.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	123
	Void
	-
	-
	-
	-

	124
	void
	-
	-
	-
	-

	125
	Generic test procedure in TS 36.508 [18] subclause 8.1.5.4 is performed.

NOTE: The UE enters the UE test loop mode.
	-
	-
	-
	-

	126
	The SS transmits one IP Packet to the UE.
	<--
	IP packet 
	-
	-

	127
	Wait for 1s after the IP packet has been transmitted in step 126 (Note 3).
	-
	-
	-
	-

	127A
	The SS releases the RRC connection.
	-
	-
	-
	-

	
	EXCEPTION: Steps 128a to 128b describes behaviour depending on UE behaviour; the “lower case letter” identifies a step sequence that take place if the UE does not transmit PDN CONNECTIVITY REQUEST message during attach procedure at step106
	-
	-
	-
	-

	128a
	Steps 2 – 5 of the generic procedure to check the UE response to paging specified in TS 36.508 [18] subclause 8.1.5A.2 are performed
	-
	-
	-
	-

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	128b
	The SS releases the RRC connection.
	-
	-
	-
	-

	130
	The SS configures:

Set the cell type of Ncell 50 to the "non-Suitable cell". 
Set the cell type of Ncell 51 to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Ncell 51 unless explicitly stated otherwise.
	-
	-
	-
	-

	131
	The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	132
	Wait for 255s after step 131 to ensure that T3430 expires.
	-
	-
	-
	-

	133
	The SS releases the RRC connection.

NOTE: The tracking area updating attempt counter is 1.
	-
	-
	-
	-

	134
	Check: Does the UE transmit a CONTROL PLANE SERVICE REQUEST message within 5s?
	-->
	CONTROL PLANE SERVICE REQUEST
	14
	F

	135
	Wait for 10s after step 133 to ensure that T3411 expires.
	-
	-
	-
	-

	136
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'?
	-->
	TRACKING AREA UPDATE REQUEST
	15
	P

	137
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	-
	EXCEPTION: Step 138 and Step 139a1 can occur in any order.
	-
	-
	-
	-

	138
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.

NOTE: The tracking area updating attempt counter is reset.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	EXCEPTION: Step 139a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	139 a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 126 via control plane associated with the default EPS bearer context on Ncell 51 within 5s.
	-
	-
	-
	-

	140
	The SS releases the RRC connection.
	-
	-
	-
	-

	141
	Set the cell type of Ncell 50 to the ''Serving cell Non-Suitable cell''.

Set the cell type of Ncell 51 to the "Non-Suitable cell'.
	-
	-
	-
	-

	142
	The UE transmits a TRACKING AREA UPDATE REQUEST on Ncell 50 (Note 2).
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	143
	SS does not send TRACKING AREA UPDATE ACCEPT to the UE.
	-
	-
	-
	-

	144
	The SS transmits a DETACH REQUEST message with Detach type = 're-attach not required' on Ncell 50.
	<--
	DETACH REQUEST
	-
	-

	145
	The SS releases the RRC connection.
	-
	-
	-
	-

	146
	 SS sends a Paging message to the UE
	<--
	 RRC: Paging-NB
	
	-

	147
	Check: Does the UE transmit an RRCConnectionRequest-NB message in the next 30 seconds?
	-->
	RRC: RRCConnectionRequest-NB
	16
	F

	Note 1:
Upon reception of TRACKING AREA UPDATE REJECT message with EMM causes #95, #96, #97, #99 and #111, timer T3402 shall be started.
Note 2:
Any type of tracking area update is acceptable.
Note 3:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 126 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 129.
Note 4:
Void.


22.5.8.3.3
Specific message contents

Table 22.5.8.3.3-1: Message TRACKING AREA UPDATE REJECT (step 4, Table 22.5.8.3.2-1)

	
	

	
	
	
	


	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01011111
	#95 "semantically incorrect message "
	


Table 22.5.8.3.3-2: Message TRACKING AREA UPDATE REJECT (step 12, Table 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100000
	#96 " invalid mandatory information "
	


Table 22.5.8.3.3-3: Message TRACKING AREA UPDATE REJECT (step 20, Table 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100001
	#97 " message type non-existent or not implemented "
	


Table 22.5.8.3.3-4: Message TRACKING AREA UPDATE REJECT (step 28, Table 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100011
	#99 " information element non-existent or not implemented "
	


Table 22.5.8.3.3-5: Message TRACKING AREA UPDATE REJECT (step 36, Table 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01101111
	#111 " protocol error, unspecified "
	


Table 22.5.8.3.3-6: Message ATTACH ACCEPT (For the UE registration procedure in TS 36.508 clause 8.1.5.2)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30 seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


Table 22.5.8.3.3-7: Message TRACKING AREA UPDATE ACCEPT (steps 7,15,23,31,39, Table 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30  seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


Table 22.5.8.3.3-8: Message TRACKING AREA UPDATE REQUEST (steps 3,11,19,27,35 Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	


Table 22.5.8.3.3-9: Message TRACKING AREA UPDATE REQUEST (step 43, step 47, Table 22.5.8.3.2-1)
	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-10: Message TRACKING AREA UPDATE ACCEPT (step 48, 22.5.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00000110'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	      MCC

      MNC

      TAC 1
	TAC =4
	''PLMN is set to the same MCC/MNC stored in EFIMSI''

''TAI-4''
	


Table 22.5.8.3.3-11: SystemInformationBlockType1 for Ncell 51 (From step 44 in Table 22.5.8.3.2-1)

	Derivation Path: 36.508 clause 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	 cellAccessRelatedInfo SEQUENCE {
	
	
	

	      trackingAreaCode 
	TAC =4
	
	

	  }
	
	
	

	}
	
	
	


Table 22.5.8.3.3-12: Paging (step 45, Table 22.5.8.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList
	Not present
	
	

	  systemInfoModification
	true
	
	

	}
	
	
	


Table 22.5.8.3.3-13: Message ATTACH ACCEPT (step 53, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	T3412 value
	
	6 minutes
	

	  Timer value
	'0 0001'B
	
	

	  Unit
	'010'B
	value is incremented in multiples of decihours
	

	GUTI
	GUTI-1
	
	


Table 22.5.8.3.3-14: Message TRACKING AREA UPDATE REQUEST (step 57, step 59, step 61, step 63 and step 65, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-15: Message TRACKING AREA UPDATE REQUEST (step 68, step 71, step 73, step 75, step 77, step 79 and step 82, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	‘000’B
	TA updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-16: Message TRACKING AREA UPDATE ACCEPT (step 69, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	


Table 22.5.8.3.3-17: Message TRACKING AREA UPDATE ACCEPT (step 83, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-3
	
	


Table 22.5.8.3.3-18: SystemInformationBlockType14-NB for Ncell 50 (step 86, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType14-NB-r13 ::= SEQUENCE {
	
	
	

	  ab-Param-r13 CHOICE {
	
	
	

	    ab-Common-r13 ::= SEQUENCE {
	
	
	

	      ab-Category-r13
	a
	
	

	      ab-BarringBitmap-r13
	'1111111111’B
	
	

	      ab-BarringExceptionData-r13
	Not present
	
	

	      ab-BarringForSpecialAC-r13
	‘11111’B
	
	

	      }
	
	
	

	    }
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


Table 22.5.8.3.3-19: SystemInformationBlockType14-NB for Ncell 50 (step 89, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType14-NB-r13 ::= SEQUENCE {
	
	
	

	  ab-Param-r13 CHOICE {
	
	
	

	    ab-Common-r13 ::= SEQUENCE {
	
	
	

	      ab-Category-r13
	a
	
	

	      ab-BarringBitmap-r13
	'000000000’B
	
	

	      ab-BarringExceptionData-r13
	Not present
	
	

	      ab-BarringForSpecialAC-r13
	‘00000’B
	
	

	      }
	
	
	

	    }
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


Table 22.5.8.3.3-20: SystemInformationBlockType14-NB for Ncell 51 (step 97, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType14-NB-r13 ::= SEQUENCE {
	
	
	

	  ab-Param-r13 CHOICE {
	
	
	

	    ab-Common-r13 ::= SEQUENCE {
	
	
	

	      ab-Category-r13
	a
	
	

	      ab-BarringBitmap-r13
	'1111111111’B
	
	

	      ab-BarringExceptionData-r13
	Not present
	
	

	      ab-BarringForSpecialAC-r13
	‘11111’B
	
	

	      }
	
	
	

	    }
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


Table 22.5.8.3.3-21: SystemInformationBlockType1-NB for Ncell 51 (step 97, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-NB ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	   intraFreqReselection-r13
	allowed
	
	

	    }
	
	
	

	}
	
	
	


Table 22.5.8.3.3-22: ACTIVATE TEST MODE (step 107, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 8.1.5.2A.4-1, condition TL_MODE_G or TL_MODE_H


Table 22.5.8.3.3-23: Message ATTACH ACCEPT (step 108, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-1

	Information Element
	Value/remark
	Comment
	Condition

	T3412 value
	
	6 minutes
	

	  Timer value
	'0 0001'B
	
	

	  Unit
	'010'B
	value is incremented in multiples of decihours
	

	GUTI
	GUTI-1
	
	


Table 22.5.8.3.3-24: Message TRACKING AREA UPDATE REQUEST (step 112, step 120a2 and step 121, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-25: Message TRACKING AREA UPDATE ACCEPT (step 122, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	Not present
	
	

	MS identity
	Not present
	
	


Table 22.5.8.3.3-26: CLOSE UE TEST LOOP (step 125, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 8.1.5.2A.4-1, condition  TL_MODE_G or TL_MODE_H

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode
	
	
	

	  UL data delay
	'0001 0100'B
	20seconds
	


Table 22.5.8.3.3-27: Message TRACKING AREA UPDATE REQUEST (step 131, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-28: Message TRACKING AREA UPDATE REQUEST (step 136, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  "Active" flag
	Any allowed value
	The UE may set this flag due to failing SERVICE REQUEST procedure.
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	


Table 22.5.8.3.3-29: Message TRACKING AREA UPDATE ACCEPT (step 137, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-24

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


Table 22.5.8.3.3-30: Message DETACH REQUEST (step 144, Table 22.5.8.3.2-1)
	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	‘010’B
	“re-attach not required”
	

	EMM cause
	'00001100'B
	''Tracking area not allowed''
	


Table 22.5.8.3.3-31: SystemInformationBlockType14-NB for Ncell 51 (step 104A, Table 22.5.8.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType14-NB-r13 ::= SEQUENCE {
	
	
	

	  ab-Param-r13 CHOICE {
	
	
	

	    ab-Common-r13 ::= SEQUENCE {
	
	
	

	      ab-Category-r13
	a
	
	

	      ab-BarringBitmap-r13
	'000000000’B
	
	

	      ab-BarringExceptionData-r13
	Not present
	
	

	      ab-BarringForSpecialAC-r13
	‘00000’B
	
	

	      }
	
	
	

	    }
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


