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<Start of first modified section>
8.1.6.3
NB-IoT Radio resource control information elements

>> Skipped part >>

–
RLC-Config-NB-SRB-RECONFIG

Table 8.1.6.3-12: RLC-Config-NB-SRB-RECONFIG
	Derivation Path: 36.331 clause 6.7.3, 9.2.1.1

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-NB-SRB-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC-r13 SEQUENCE {
	
	
	

	      t-PollRetransmit-r13
	ms15000
	
	

	      maxRetxThreshold-r13
	t6
	
	

	    }
	
	
	

	    dl-AM-RLC-r13 SEQUENCE {
	
	
	

	      enableStatusReportSN-Gap-r13
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SRB-ToAddModList-NB-RECONFIG

Table 8.1.6.3-13: SRB-ToAddModList-NB-RECONFIG
	Derivation Path:  36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	SRB-ToAddModList-NB ::= SEQUENCE (SIZE (1)) OF SEQUENCE {
	1 Entries
	
	

	  rlc-Config-r13 CHOICE {
	
	
	

	    explicitValue-r13
	RLC-Config-NB-SRB-RECONFIG
	
	

	  logicalChannelConfig-r13 CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
