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8
External Function Definitions

The following external functions are required to be implemented by the SS.
	TTCN-3 External Function

	Name
	fx_KeyDerivationFunction

	Description
	Hashing function for Hashing algorithms as defined in TS 33.401 [24]
SHA-256 encoding algorithm is used as KEY Description Function

	Parameters
	KDF
	KDF_HMAC_SHA_256 (no other KDF defined yet)

	
	Key
	bit key

	
	String
	string being constructed acc. to TS 33.401 [24], annex A

	Return Value
	256 bit derived key


	TTCN-3 External Function

	Name
	fx_NasIntegrityAlgorithm

	Description
	Apply integrity protection algorithm on a given octetstring

	Parameters
	NAS PDU
	octetstring according to TS 24.301 [21], clause 4.4.3.3 this shall include octet 6 to n of the security protected NAS message, i.e. the sequence number IE and the NAS message IE

	
	Integrity Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASint
	Integrity key

	
	NAS COUNT
	as documented in TS 24.301

	
	BEARER Id
	fix value ('00000'B) acc. TS 33.401 [24], clause 8.1

	
	Direction
	UL: 0
DL: 1
(acc. to TS 33.401 [24], clause B.1)

	Return Value
	Message Authentication Code (4 octets)


	TTCN-3 External Function

	Name
	fx_NasCiphering

	Description
	Apply ciphering on a given octetstring

	Parameters
	NAS PDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASenc
	Ciphering Key

	
	NAS COUNT
	as documented in TS 24.301

	
	BEARER Id
	fixed value ('00000'B) acc. TS 33.401 [24], clause 8.1

	Return Value
	ciphered octet string


	TTCN-3 External Function

	Name
	fx_NasDeciphering

	Description
	Apply deciphering on a given octetstring

	Parameters
	ciphered NAS PDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASenc
	Ciphering Key

	
	NAS COUNT
	as documented in TS 24.301 [21]

	
	BEARER Id
	fixed value ('00000'B) acc. TS 33.401 [24], clause 8.1

	Return Value
	deciphered octet string


	TTCN-3 External Function

	Name
	fx_AsIntegrityAlgorithm

	Description
	Apply integrity protection algorithm on a given octetstring

	Parameters
	PDCP PDU
	octetstring

	
	Integrity Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCint
	Integrity key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	
	Direction
	UL: 0
DL: 1
(acc. to TS 33.401 [24], clause B.2)

	Return Value
	Message Authentication Code (4 octets)


	TTCN-3 External Function

	Name
	fx_AsCiphering

	Description
	Apply ciphering on a given octetstring

	Parameters
	SDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCenc
	Ciphering Key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	Return Value
	ciphered octet string


	TTCN-3 External Function

	Name
	fx_AsDeciphering

	Description
	Apply deciphering on a given octetstring

	Parameters
	ciphered SDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCenc
	Ciphering Key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	Return Value
	deciphered octet string


	TTCN-3 External Function

	Name
	fx_GetSystemTime

	Description
	Function to get the system time: Implementation is based on C standard library (time.h)

	Parameters
	p_Struct_tm (out)
	p_Struct_tm returns local system time equivalent to "struct tm" as defined for C standard library (time.h or ctime):

type record Struct_tm_Type {

  integer tm_sec,  // seconds after the minute

                   // (0..61; see NOTE)

  integer tm_min,  // minutes after the hour (0..59)

  integer tm_hour, // hours since midnight (0..23)

  integer tm_mday, // day of the month (1..31)

  integer tm_mon,  // months since January (0..11)

  integer tm_year, // years since 1900

  integer tm_wday, // days since Sunday (0..6)

  integer tm_yday, // days since January 1 (0..365)

  integer tm_isdst // Daylight Saving Time flag

};

NOTE: tm_sec is generally 0-59. Extra range to accommodate for leap seconds in certain systems

C implementation:

    time_t v_Now = time(NULL);

    struct tm *v_Tm = localtime(&v_Now);

	
	p_TimezoneInfo (out)
	p_TimezoneInfo returns the difference (in seconds) between the UTC time (GMT) and the local time (integer value);

C implementation:

    int timezone = 

      (int)difftime(mktime(gmtime(&v_Now)), v_Now);

NOTE:
p_TimezoneInfo does not consider daylight saving e.g. it is always 3600 for CET independent of summer/winter

	Return Value
	None


	TTCN-3 External Function

	Name
	fx_MD5_Hex

	Description
	external function to calculate the MD5 Message-Digest Algorithm according to RFC 1321

	Parameters
	Data
	octetstring

	Return Value
	octetstring


	TTCN-3 External Function

	Name
	fx_CalculateFCS32

	Description
	32-bit frame check sequence (FCS) calculation according to ITU-T Recommendation V.42 [xx] section 8.1.1.6.2 and TS36.304 [14] section 7.3.

	Parameters
	p_Input
	bitstring

	Return Value
	bitstring, length 32


<End of Modified Section>
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11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.
11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.
A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.6b, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.13, 6.1.2.15, 6.1.2.17, 6.1.2.18, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 6.4.1, 6.4.2,
8.1.3.4, 8.1.3.5, 8.2.4.6, 8.2.4.26, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.1.26, 8.3.1.27, 8.3.1.31, 8.3.4.2, 8.3.4.3, 8.3.4.5, 8.6.2.2, 8.6.2.3a, 8.6.2.8, 8.6.2.10, 8.6.2.11, 8.6.2.12, 8.6.4.2, 8.6.4.3, 8.6.4.4, 8.6.4.8, 8.6.4.9, 8.6.4.10, 8.6.6.2, 8.6.6.5, 8.6.6.6, 8.6.6.7, 8.6.8.2, 8.6.8.6,
9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16, 9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12, 9.2.3.2.15, 9.2.3.2.16,
11.2.6, 11.2.7,
13.4.1.2,

17.4.1, 17.4.2, 17.4.3,

21.3.1, 21.3.2, 21.3.3, 21.3.7, 21.3.10, 21.3.11, 21.3.12.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 6, 

Band 11,
Band 14, 
Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,
Band 39
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 6.3.5
8.1.3.5, 8.3.1.4, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15,

11.2.7.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 5MHz bandwidth,
Band 19,
Band 20,
Band 21,
Band 27,
Band 34,

Band 70.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6, 6.1.1.8,
9.2.1.1.7.
11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA - UTRA - GERAN
This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.
NOTE:
The case where an EUTRA band overlaps a GSM band is not considered.
11.2.1
UTRA configured – GERAN not configured
This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.
11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.2.4.1, 6.2.4.2, 6.2.4.3, 6.2.4.4, 6.2.4.5, 6.2.4.6, 6.2.4.7, 6.3.3, 6.3.4, 6.3.7, 6.4.3, 6.4.4, 6.4.5, 6.4.6,
8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.3.4, 8.6.5.1, 8.6.5.1a, 8.6.5.4, 8.6.7.1, 8.6.7.4, 8.6.9.1, 8.6.9.2, 8.6.10.1, 8.7.1,
9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.3.1.4, 9.3.1.5, 9.3.1.6,
11.2.10, 11.2.11,
13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.3.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.13, 13.4.3.14, 13.4.3.15, 13.4.3.16, 13.4.3.18, 13.4.3.19, 13.4.3.20.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:
Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,
8.6.3.4, 8.6.5.1a, 8.6.7.4,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating
Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,
Band 27,
Band 34,

Band 70.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.7.4,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31
The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,
8.3.2.2,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,
Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7,
11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.
11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accommodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band
A test case using more than one radio frequency on the first operating band, shall avoid to be executed on operating
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.
11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.1.3.12b, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a
11.3.3
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.3.3-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.3.3-1: Replacement of test cases

	Original test case
	Replacing test case

	8.1.3.12
	8.1.3.12b


11.4
EUTRA CA

The restriction on CA test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA CA band accommodating the necessary number of EUTRA radio frequencies.

11.4.1
CA contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5B,

CA_23B,

CA_38C,

CA_39C,

CA_70C.

The list containing such test cases is given below:
8.2.4.19.1, 8.2.4.21.1
The following test cases using SCell on f2 are not applicable to be run when executed in the band combinations CA_70C:

7.1.2.10.1,

7.1.2.11.1,

7.1.4.20.1,

8.2.2.7.1,

8.2.4.17.1,

8.2.4.20.1,

8.2.4.23.1,

8.3.1.17.1,

8.3.1.18.1
11.4.2
CA Inter-band operation

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

 CA_3A-11A,

CA_5A-29A,

 CA_8A-11A,

CA_12A-25A,
CA_12A-30A,
CA_18A-28A,

CA_19A-21A,
CA_19A-28A,
CA_19A-42A,
CA_19A-42C,
CA_21A-42C,
and on E-UTRA CA switched configuration

CA_1A-18A,

CA_1A-19A,

CA_1A-21A,
CA_2A-12A,

CA_2A-13A,
CA_2A-17A,
CA_2A-29A,
CA_2A-30A,
CA_3A-11A,
CA_3A-19A,

CA_4A-12A,

CA_4A-13A,

CA_4A-17A,

CA_4A-29A,

CA_4A-30A,

CA_5A-12A,

CA_5A-13A,

CA_5A-17A,

CA_5A-30A,

CA_7A-12A,

CA_8A-11A,

CA_11A-18A,

CA_12A-30A,

CA_19A-21A,
CA_20A-31A,
CA_29A-30A
The list containing such test cases is given below:

8.2.4.19.2
Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 or f6 (depending upon the Cell being used) specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_3A-11A,
CA_8A-11A,

CA_19A-21A,

CA_12A_30A

and on E-UTRA CA switched configuration

CA_3A-11A,
CA_8A-11A,

CA_19A-21A,

CA_12A_30A,

CA_29A-30A

The list containing such test cases is given below:

8.2.4.21.2
These test cases can be run with switched allocation of PCell and SCell as specified in TS 36.508 [3] clause 6.2.3.2 (NOTE 3 and 4).
These test cases with switched allocation of PCell and SCell shall avoid to be executed on E-UTRA CA Configuration
with a band having no UL frequency

 CA_2A-29A,
CA_4A-29A, 
CA_5A-29A, 
CA_20A-32A, 
CA_23A-29A, 
CA_20A-67A 
and on E-UTRA CA switched configuration 
CA_29A-30A,:
CA_29A-66A

with an LAA unlicenced band
CA_1A-46A 

CA_2A-46A 

CA_3A-46A 

CA_4A-46A 

CA_7A-46A 

CA_41A-46A, 

CA_42A-46A 

and on E-UTRA CA switched configuration
CA_46A-66A
7.1.2.10.2,

7.1.2.11.2,

7.1.4.20.2,
8.2.2.7.2,

8.2.4.17.2,
8.2.4.20.2,
8.2.4.23.2,
17.4.11.2,
21.3.12.2
The 3DL CA test cases can be run on 3CCs FDD-TDD band combinations, they  are using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_19A-42C,

CA_21A-42C
The list containing such test cases is given below:

7.1.2.11.4
11.4.3
CA non-contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5A-5A,

CA_23A-23A

The list containing such test cases is given below:

8.2.4.19.3

8.2.4.21.3

11.5
EUTRA MFBI

The following EUTRA MFBI test cases shall be executed using the combinations specified in Table 11.5-1 for px_OverlappingNotSupportedFrequencyBand_MFBI and px_MFBI_FrequencyBand:
6.1.2.19, 6.1.2.20, 6.1.2.21, 6.1.2.22, 6.2.3.34, 6.2.3.35
Table 11.5-1: Operating and MFBI EUTRA bands combinations

	px_OverlappingNotSupportedFrequencyBand_MFBI
	px_MFBI_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	12
	17

	17
	12

	18
	5, 26, 27

	19
	5, 26

	25
	2

	26
	5, 18, 19, 27

	27
	18, 26

	33
	39

	38
	41

	39
	33

	41
	38

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


Test case 6.1.2.20 is not applicable to be run when executed in the band combination 5 & 18.

For test case 6.2.3.34 additionally the UTRA band combinations specified in Table 11.5-2 for px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI and px_MFBI_UTRAN_FrequencyBand shall also be applicable

Table 11.5-2: Operating and MFBI UTRA bands combinations

	px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI
	px_MFBI_UTRAN_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	18
	5, 26

	19
	5, 26

	25
	2

	26
	5, 18, 19

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


The MFBI test case 6.1.2.23 shall be executed using the combinations specified in Table 11.5-3 for px_ePrimaryFrequencyBand, px_MFBI_FrequencyBand and px_OverlappingSupportedFrequencyBand_MFBI

Table 11.5-3: Operating and MFBI EUTRA bands combinations

	px_ePrimaryFrequencyBand
	px_MFBI_FrequencyBand
	px_OverlappingSupportedFrequencyBand_MFBI

	39
	38
	41


11.6
EUTRA DC

The restriction on DC test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA DC band accommodating the necessary number of EUTRA radio frequencies.

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA DC inter-band configuration:

DC_19A-21A,

and on E-UTRA DC switched configuration

DC_1A-19A,

DC_1A-21A,

DC_2A-13A,

DC_3A-19A,

DC_4A-12A,

DC_4A-13A,

DC_4A-17A,

DC_5A-12A,

DC_19A-21A

The list containing such test cases is given below:

8.2.4.25.1, 8.2.4.25.2, 8.2.4.25.3, 8.2.4.25.4, 8.2.4.25.5, 8.2.4.25.6, 8.2.4.25.7
Test cases using more than one radio frequency on the secondary band, i.e. using the radio refuency f6 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA DC inter-band configurations:

DC_1A-19A,

DC_1A-21A,

DC_2A-13A,

DC_3A-19A,

DC_4A-12A,

DC_4A-13A,

DC_4A-17A,

DC_5A-12A,

DC_19A-21A

and on E-UTRA DC switched configuration

DC_19A-21A

The list containing such test cases is given below:

8.5.1.8.1, 8.5.1.8.2
