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< Start of modified section >

4.6.3
Radio resource control information elements

< section inbetween removed >
–
RadioResourceConfigCommonSIB-DEFAULT

Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	Not present
	
	

	
	UplinkPowerControlCommon-v1020-DEFAULT
	
	CA

	  rach-ConfigCommon-v1250
	Not present
	
	

	  pusch-ConfigCommon-v1270
	Not present
	
	

	  bcch-Config-v1310
	Not present
	
	

	  pcch-Config-v1310
	Not present
	
	

	
	PCCH-Config-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  freqHoppingParameters-r13
	Not Present
	
	

	
	FreqHoppingParameters-r13-DEFAULT
	
	CEmodeA, CEmodeB,

CEfreqHopp

	  pdsch-ConfigCommon-v1310
	Not present
	
	

	
	PDSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pusch-ConfigCommon-v1310
	Not present
	
	

	
	PUSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  prach-ConfigCommon-v1310
	Not present
	
	

	
	PRACH-ConfigSIB-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pucch-ConfigCommon-v1310
	Not present
	
	

	
	PUCCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	}
	
	
	


	Condition
	Explanation

	CA
	For Carrier Aggregation Test cases

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	CEfreqHopp
	Used when frequency hopping is used in CE test cases
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