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< Unchanged sections omitted >

8.2.3.1.2.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Maximum WGap for Intra-band non-contiguous CA, otherwise Mid Range, as defined in TS 36.508 [7] clause 4.3.1.

Channel Bandwidths to be tested: Select one according to Table 8.2.3.1.2.3.4.1-1

CA Capability to be tested: Select one according to Table 8.2.3.1.2.3.4.1-1

Table 8.2.3.1.2.3.4.1-1: Test point selection for TM1 CA

	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	


	CA Applicability
	Bandwidth combination

	
	FDD cell
	20
	2x20
	20+15
	2x15
	2x20+15 
	2x15+20
	2x20+10

	
	TDD cell
	3x20
	2x20
	2x20
	2x20
	20
	20
	20

	Inter-band CA (two bands) (CA4_A2)
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Test 7

	Inter-band CA (three bands) (CA4_A3)
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Test 7

	Inter-band CA (four bands) (CA4_A4)
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Test 7

	Note 1:
Only one test point is tested.

Select the largest aggregated CA bandwidth combination supported by the UE among the UE supported CA


1.
Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.59.

2.
The parameter settings for the cell are set up according to Table 8.2.3-1 and 8.2.3.1.2.3.3-1 as appropriate.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.3.1.2.3.4.3.
< Unchanged sections omitted >

8.2.3.1.2.3.5
Test requirement
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.1 and A.3.4.1 for the throughput test shall meet or exceed the specified value in Table 8.2.3.1.2.3.5-1 and 8.2.3.1.2.3.5-2 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.3.1.2.3.5-1: Single carrier test requirement with different bandwidths for multiple CA configurations for FDD SCell (FRC)

	Band-width
	Reference Channel
	OCNG Pattern 
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)

	1.4 MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.5

	3 MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.3

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.2

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.8

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-0.9


Table 8.2.3.1.2.3.5-2: Single carrier test requirement with different bandwidths for multiple CA configurations for TDD PCell and SCell (FRC)

	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value

	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)

	1.4 MHz
	R.4 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	0.2

	3 MHz
	R.42-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	0.0

	5MHz
	R.42-2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-0.4

	10MHz
	R.2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-0.8

	15MHz
	R.42-3 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-0.6

	20MHz
	R.42 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-0.6


Table 8.2.3.1.2.3.5-3: Test requirement for multiple CA configurations with 4DL CCs (FRC)
	Test number
	CA Bandwidth combination (MHz)
	Minimum performance requirement
	UE Category

	
	Total
	FDD CC
	TDD CC
	
	

	1
	4x20
	20
	3x20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	2
	4x20
	2×20
	2×20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	3
	3x20+15
	20+15
	2×20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	4
	2×15+2x20
	2×15
	2x20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	5
	3x20+15
	2×20+15
	20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	6
	2×15+2x20
	2x15+20
	20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	7
	3x20+10
	2x20+10
	20
	As defined in Table 8.2.3.1.2.3.5-1and Table 8.2.3.1.2.3.5-2per CC
	≥8

	
	
	
	
	
	

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3B.

Note 2:
30usec timing difference between PCell and any SCell is applied in inter-band CA case, where PCell can be assigned on any CC.


< End of changes >


