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Table 6.10.2.3.1: Example of linkage between RABs and services
	RAB
	Residual BER [15]
	Services

	Traffic class [15]
	SSD [15]
	Max. rate, kbps
	CS/PS
	
	

	Conversational
	Speech
	UL:4.75-12.2 DL:4.75-12.2
	CS
	5x10-4,

1x10-3,

5x10-3
	AMR speech

	Conversational
	Unknown
	UL:64 DL:64
	CS
	1x10-4 or 1x10-6
	UDI 1B, 64k 3G-324M [15]

	Conversational
	Unknown
	UL:32 DL:32
	CS
	1x10-4 or 1x10-6
	32k 3G-324M [15]

	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	Transparent modem

	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	1x10-3
	FAX[6]

	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	FAX [18]

PIAFS 32 kbps

	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	1x10-3
	Modem [18], FTM [17]

PIAFS 64 kbps

	Streaming
	Unknown
	UL:64-128 or DL:64-384
	CS
	1x10-3 or 1x10-4
	Streaming video, uni-directional

	Interactive or Background
	N/A
	UL:32-384

DL:8-2048
	PS
	1x10-3 or 1x10-4
	Packet

	Interactive or Background
	N/A
	UL:32-5500
DL:384-21000
	PS
	1x10-3 or 1x10-4
	Streaming service over HTTP Progressive or 3GP-DASH


Table 6.10.3.3.1: Example of linkage between RABs and services
	RAB
	Residual BER[3]
	Services

	Traffic class[3]
	SSD[3]
	Max. rate, kbps
	CS/PS
	
	

	Conversational
	Speech
	UL:4.75-12.2 DL:4.75-12.2
	CS
	5x10-4,

1x10-3,

5x10-3
	AMR speech

	Conversational
	Unknown
	UL:64 DL:64
	CS
	1x10-4 or 1x10-6
	UDI 1B, 64k 3G-324M[4]

	Conversational
	Unknown
	UL:32 DL:32
	CS
	1x10-4 or 1x10-6
	32k 3G-324M[4]

	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	Transparent modem

	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	1x10-3
	FAX[6]

	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	FAX[6]
PIAFS 32 kbps

	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	1x10-3
	Modem[6], FTM[5],

PIAFS 64 kbps

	Streaming
	Unknown
	UL:64-128 or DL:64-384
	CS
	1x10-3 or 1x10-4
	Streaming video, uni-directional

	Interactive or Background
	N/A
	UL:32-384

DL:8-2048
	PS
	1x10-3 or 1x10-4
	Packet

	Interactive or Background
	N/A
	UL:32-5500
DL:384-21000
	PS
	1x10-3 or 1x10-4
	Streaming service over HTTP Progressive or 3GP-DASH


