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<< Unchanged sections omitted >>
7.3G
Reference sensitivity level for V2X Communication


7.3G.1
Reference sensitivity level for V2X Communication / Non-concurrent with E-UTRA uplink transmissions 
Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Many clauses are TBD
7.3G.1.1
Test purpose

Verify that UE receives V2X Communication physical channels data with a given average throughput under conditions of low signal level and ideal propagation.

7.3G.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 14 and forward that support Non-concurrent with E-UTRA uplink transmissions V2X Communication.

7.3G.1.3
Minimum conformance requirements
When UE is configured for E-UTRA V2X reception non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.2G-1, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.3G.1.3-1.

Table 7.3G.1.3-1: Reference sensitivity 

	Channel bandwidth

	E-UTRA 

V2X Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	47
	
	
	
	[-90.5]
	
	[-87.6]
	TDD

	NOTE 1:
Reference measurement channel is defined in A.8.2. 

NOTE 2:
The signal power is specified per port.


The normative reference for this requirement is TS 36.101 [2] clause 7.3.1G.
When UE is configured for E-UTRA V2X reception on V2X carrier con-current with E-UTRA uplink for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.2G-2, E-UTRA V2X throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.3G.1.3-2. Also the E-UTRAdownlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.3.2.
For the UE which supports V2X in an operating band as specified in Table 5.2G-2, and the UE also supports a E-UTRA downlink inter-band con-current configuration in Table 7.3.1-1A, the minimum requirement for reference sensitivity in Table 7.3G.1.3-1 and Table 7.3G.1.3-2 shall be increased by the amount given in ΔRIB,c in Table 7.3.3-1a for the corresponding E-UTRA V2X band.

Table 7.3G.1.3-2: Reference sensitivity for V2X Communication QPSK PREFSENS 

	Inter-band V2V reception
	Channel bandwidth

	E-UTRA V2X Band
	E-UTRA band
	E-UTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	Band 47
	Band 3
	3
	-101.7
	-98.7
	-97
	-94
	-92.2
	-91
	TDD-FDD

	
	
	47
	
	
	
	-90.5
	
	-87.6
	

	Band 47
	Band 7
	7
	
	
	-98
	-95
	-93.2
	-92
	TDD-FDD

	
	
	47
	
	
	
	-90.5
	
	-87.6
	

	Band 47
	Band 8
	8
	-102.2
	-99.2
	-97
	-94
	
	
	TDD-FDD

	
	
	47
	
	
	
	-90.5
	
	-87.6
	

	Band 47
	Band 39
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD-TDD

	
	
	47
	
	
	
	-90.5
	
	-87.6
	

	Band 47
	Band 41
	41
	
	
	-98
	-95
	-93.2
	-92
	TDD-TDD

	
	
	47
	
	
	
	-90.5
	
	-87.6
	


7.3G.1.4
Test description


7.3G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex A.8.3.
Table 7.3G.1.4.1-1: Test Configuration Table [TBD]
1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure [TBD].
2.
The parameter settings for the V2X sidelink transmission over PC5 are pre-configured according to TS 36.508 [7] subclause 6.8.2. Message content exceptions are defined in clause 7.3G.1.4.3.
3.
The V2X reference measurement channel is set according to Table 7.3G.1.4.1-1.
4.
Propagation conditions are set according to Annex B.0.
5.
The GNSS signal is setup as the synchronization reference source.
6.
UE test mode – FFS.

7.3G.1.4.2
Test procedure

1.
The UE starts to perform the V2X sidelink communication according to SL-V2X-Preconfiguration. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the V2X RMC.
2.
Set the Downlink signal level of V2X to the appropriate REFSENS value defined in Table 7.3.5-1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.
3.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex [TBD].

7.3G.1.4.3
Message contents

TBD
7.3G.1.5
Test requirements

TBD
<< End of changes >>
