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	Reason for change:
	Table 4.6.3.2-B in 36.508 specify numberPRB-Pairs-v1310=n6 as a default value. However, most of the TRx and Performance tests with CEModeA have 2RB MPDCCH allocation. On the other hand, most CEModeB test cases have 6RB MPDCCH allocation. Hence, it would be reasonable to separate the default value in 36.508 by CEMode.

	
	

	Summary of change:
	In Table 5.3.1-6: EPDCCH-Config-r11-DEFAULT , numberPRB-Pairs-v1310 are seprated for each CEMode.

For CEModeA, n2 is specified..
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<< Unchanged sections omitted >>
5.3
Default RRC message and information elements contents

5.3.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:
Table 5.3.1-1: TDD-Config-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	RF

	}
	
	
	


	Condition
	Explanation

	RF
	For all the RF tests specified in 36.521-1


Table 5.3.1-2: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-14

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	    release
	NULL
	
	

	   }
	
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	}
	
	
	


Table 5.3.1-3: PRACH-Config-DEFAULT

	Derivation Path:  Clause 4.6.3 Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigInfo SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	TDD
	TDD cell environment


Table 5.3.1-4: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	DL CA only

	}
	
	
	


Table 5.3.1-5: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	DL CA only

	}
	
	
	


	Condition
	Explanation

	DL CA only
	When DL CA without UL CA is used.


Table 5.3.1-6: EPDCCH-Config-r11-DEFAULT
	Derivation Path: Clause 4.6.3 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	  config-r11{
	
	
	

	    setup SEQUENCE {
	
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	1 entry
	
	CEmodeA,

CEmodeB

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n2
	
	

	        }
	
	
	

	        numberPRB-Pairs-v1310
	Not present
	
	CEmodeA

	        numberPRB-Pairs-v1310 CHOICE[1] {
	
	
	CEmodeB

	          Setup
	n6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CEmodeA
	CE mode A test environment

	CEmodeB
	CE mode B test environment
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