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8.1.4.3.3
NB-IoT Common contents of system information blocks

<Unchanged skipped>

<Start of first modified section>

-
SystemInformationBlockType3-NB

The IE SystemInformationBlockType3-NB contains cell re-selection information common for intra-frequency, inter-frequency as well as intra-frequency cell re-selection information other than neighbouring cell related.

Table 8.1.4.3.3-2: SystemInformationBlockType3-NB
	Derivation Path: 36.331 clause 6.7.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3-NB-r13 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon-r13 SEQUENCE {
	
	
	

	    q-Hyst-r13
	dB0
	To reduce interference between intra-frequency multiple cells
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE-r13 {
	
	
	

	    s-NonIntraSearch-r13
	31 (62dB)
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo-r13 SEQUENCE {
	
	
	

	    q-RxLevMin-r13
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    q-QualMin-r13
	Not present
	
	

	    p-Max-r13
	Not present
	
	

	    s-IntraSearchP-r13
	31 (62dB)
	
	

	    t-Reselection-r13
	0
	
	

	  }
	
	
	

	  freqBandInfo-r13
	Not present
	
	

	  multiBandInfoList-r1
	Not present
	
	

	  lateNonCriticalExtension 
	Not present
	
	

	}
	
	
	


<End of modified section>

