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<Start of first modified section>
4.6.1
Contents of RRC messages
>> Skipped part >>

–
RRCConnectionRequest
Table 4.6.1-16: RRCConnectionRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        s-TMSI
	Any allowed value
	
	

	      }
	
	
	

	      establishmentCause
	Present but contents not checked
	
	

	      spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionResume
Table 4.6.1-16A: RRCConnectionResume
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionResume-r13 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionResume-r13 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated-r13
	RadioResourceConfigDedicated-SRB2-DRB(1, 0)
	
	

	        nextHopChainingCount-r13
	0
	
	

	        measConfig-r13
	Not present
	
	

	        antennaInfoDedicatedPCell-r13
	Not present
	
	

	        drb-ContinueROHC-r13

	Not present
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionResumeComplete
Table 4.6.1-16B: RRCConnectionResumeComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionResumeComplete-r13 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionResumeComplete-r13 SEQUENCE {
	
	
	

	      selectedPLMN-Identity-r13
	Not checked
	
	

	      dedicatedInfoNAS-r13
	Not checked
	
	

	      rlf-InfoAvailable-r13
	Not checked
	
	

	      logMeasAvailable-r13
	Not checked
	
	

	      connEstFailInfoAvailable-r13
	Not checked
	
	

	      mobilityState-r13
	Normal
	
	

	      mobilityHistoryAvail-r13
	Not checked
	
	

	      logMeasAvailableMBSFN-r13
	Not checked
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionResumeRequest
Table 4.6.1-16C: RRCConnectionResumeRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionResumeRequest-r13 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionResumeRequest-r13 SEQUENCE {
	
	
	

	      resumeIdentity-r13 CHOICE {
	
	
	

	        truncatedResumeID-r13
	Present but contents not checked
	
	

	    }
	
	
	

	    shortResumeMAC-I-r13
	Present but contents not checked
	
	

	    resumeCause-r13
	mt-Access
	
	

	    spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
