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[BEGINNING OF CHANGE]
8.4.7.9
Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT / Extended Service Reject / MO call

8.4.7.9.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and having completed the 1xRTT CS pre-registration procedure }

ensure that {
  when { a voice call is originated at the UE }

    then { UE transmits an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

}

(2)

with { UE having transmitted an ULInformationTransfer message containing an EXTENDED SERVICE REQUEST message with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” }

ensure that {

  when { UE receives SERVICE REJECT message with cause_value =  EMM cause #22 in a DLInformationTransfer message}

    then { UE tunes to 1xRTT cell, transmits a 1xRTT Origination message on the 1xRTT cell and establishes the call}

8.4.7.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 23.272, clause B.2.3b.2.

[TS 23.272, clause B.2.3b.2]

The following figure describes the mobile originating or mobile terminating call rejected by the MME procedures for the enhanced CS Fallback to 1xRTT.

[image: image1.emf]


Figure B.2.3b-1: 1xCSFB MO or MT call, rejected by MME

1.
UE is E-UTRAN attached and pre-registered with 1xRTT CS as defined in clause B.2.1.1.

2.
UE makes a decision to perform a mobile originated CS call or accepts CS paging for the CS Fallback to 1xRTT (Step 6a, Clause 5.2.3).

3.
UE sends an Extended Service Request for mobile originating/mobile terminating 1xCS fallback to the MME.

4.
If the MME decides to reject the Extended Service Request, the MME sends a Service Reject message to the UE.  Steps 5 – 10 are executed when Service Reject is sent with a reason code which results in the UE selecting 1xRTT access, as specified in TS 24.301 [34].

5.
The UE selects 1xRTT access without waiting for RRC Release.

6.
The MME releases S1 by sending the S1 UE Context Release Command (Cause) message to the eNodeB. Cause value indicates that the release is triggered by CS Fallback procedure.

7.
If the RRC connection is not already released, the E-UTRAN sends a RRC Connection Release message to the UE.

8.
The E-UTRAN confirms the S1 Release by returning an S1 UE Context Release Complete message to the MME.

9.
Depending on the reason for rejection, MME may start Suspend Notification:

· -
Suspend Notification: The S1-U bearers are released and the MME starts the preservation and suspension of non-GBR bearers and the deactivation of GBR bearers towards S-GW and P-GW(s).

· -
S-GW and P-GW(s) acknowledges the bearer updates Suspend Notification and marks the UE as suspended.  The P-GW discards downlink data if the UE is marked as suspended.

8.4.7.9.3
Test description

8.4.7.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is serving cell and Cell 19 is off.

-
System information combination 6 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

None.

Preamble:

-
The UE is in state Generic RB Established, pre-registered on 1xRTT  (state 3C) on Cell 1 according to [18].

8.4.7.9.3.2
Test procedure sequence

Table 8.4.7.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while row marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.4.7.9.3.2-1: Cell configuration changes over time
	
	Parameter
	Unit
	Cell 1
	Cell 19
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	SrxlevCell 1 > 0 and Cell 19 is off such that camping on Cell 1 is guaranteed.

	
	Îor/Ioc
	dB
	-
	-
	

	
	Pilot Ec/Ior
	dB
	-
	-
	

	
	Ioc
	dBm/1.23 MHz
	-
	-100
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	-
	Cell 19 in on, with SServingCell > Threshserving, low and SnonServingCell, x < Threshx, low.

	
	Îor/Ioc
	dB
	-
	0
	

	
	Pilot Ec/Ior
	dB
	-
	-7
	

	
	Ioc
	dBm/1.23 MHz
	-
	-75
	

	
	Pilot Ec/Io (Note 1)
	dB
	-
	-10
	

	Note 1:
This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS.

	


Table 8.4.7.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	SS adjusts cell levels according to row T1 of table 8.4.7.9.3.2-1
	
	
	
	

	2
	A voice call is originated at the UE
	-
	-
	-
	-

	3
	Check: Does the UE transmit an ULInformationTransfer message containing an EXTENDED SERVICE REQUEST with Service Type IE set to "mobile originating CS fallback or 1xCS fallback” on Cell 1?
	-->
	ULInformationTransfer
	1
	P

	4
	SS sends a SERVICE REJECT message with the cause_value = EMM cause #22 in a DLInformationTransfor message on Cell 1 
	<--
	DLInformationTransfer
	-
	-

	-
	The following messages are to be observed on Cell 19 unless explicitly stated otherwise
	-
	-
	-
	-

	5
	Check:  Does the UE transmit an Origination message?
	-->
	Origination
	2
	P

	6
	The SS transmits an Extended Channel Assignment message. 
	<--
	ExtendedChannelAssignment
	-
	--

	7
	After the SS detects that Traffic Channel Initialization is successful, it transmits an Acknowledgement Order message. 
	<--
	Acknowledgement Order
	-
	-

	8
	The SS transmits a Service Connect message.
	<--
	Service Connect
	-
	-

	9
	Check: Does the UE transmits a Service Connect Completion message on Cell 19? 
	-->
	Service Connect Completion
	2
	P


8.4.7.9.3.3
Specific message contents

Table 8.4.7.9.3.3-1: ULInformationTransfer (Step 3, Table 8.4.7.9.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.9.3.3-2
	EXTENDED SERVICE REQUEST
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.9.3.3-2: Extended Service Request (Step 3, Table 8.4.7.9.3.2-2)

	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Service type
	'0000'B
	mobile originating CS fallback or 1xCS fallback
	

	CSFB response
	Not present
	
	


Table 8.4.7.9.3.3-3: DLInformationTransfer (Step 4, Table 8.4.7.9.3.2-2)

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Set according to Table 8.4.7.9.3.3-4
	Service Reject
	

	        }
	
	
	

	        nonCriticalExntesion SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.7.9.3.3-4: Service Reject (Step 4, Table 8.4.7.9.3.2-2)

	Derivation Path: 24.301 clause 8.2.24

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	
	
	
	

	Service reject message identity
	‘0100 1110’B
	Service Reject
	

	EMM cause
	EMM cause #22 
	
	

	T3442 value
	Not present
	
	

	


Table 8.4.7.9.3.3-6: Origination (step 5, Table 8.4.7.9.2-2)

	Field
	Value/remark
	Comment
	Condition

	PD
	‘00’B
	
	

	MSG_ID
	‘000100’B
	Origination Message
	this value shall be verified by TTCN

	LAC Length Field
	5 bits, Set by UE
	
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	’1’B
	
	

	VALID_ACK
	’0’B
	
	

	ACK_TYPE
	’010’B
	
	

	MSID_TYPE
	3 bits, Set by UE
	
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	LAC Padding Field
	0 to 7, Set by UE
	
	

	ACTIVE_PILOT_STRENGTH
	6 bits, set by UE
	
	

	FIRST_IS_ACTIVE
	1 bit, set by UE
	
	

	FIRST_IS_PTA
	1 bit, set by UE
	
	

	NUM_ADD_PILOTS
	‘0’B
	
	

	MOB_TERM
	’1’B
	
	

	SLOT_CYCLE_INDEX
	’010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	’001’B
	
	

	SPECIAL_SERVICE
	‘1’B
	
	

	SERVICE_OPTION
	16 bits, Any value mapping to a voice service option
	
	

	PM
	’0’B
	
	

	DIGIT_MODE
	’0’B
	
	

	NUMBER_TYPE
	3 bits, Set by UE
	
	

	NUMBER_PLAN
	4 bits, Set by UE
	
	

	MORE_FIELDS
	’0’B
	
	

	NUM_FIELDS
	8 bits, Set by UE
	
	

	CHARi
	Variable, Set by UE
	
	

	NAR_AN_CAP
	’0’B
	
	

	PACA_REORIG
	’0’B
	
	

	RETURN_CAUSE
	’0000’B
	
	

	MORE_RECORDS
	’0’B
	
	

	ENCRYPTION_SUPPORTED
	’0000’B
	
	

	PACA_SUPPORTED
	’0’B
	
	

	NUM_ALT_SO
	’000’B
	
	

	DRS
	’1’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’01’B
	
	

	SR_ID
	3 bits, Set by UE
	
	

	OTD_SUPPORTED
	’1’B
	
	

	QPCH_SUPPORTED
	’1’B
	
	

	ENHANCED_RC
	’1’B
	
	

	FOR_RC_PREF
	‘00011’B
	
	

	REV_RC_PREF
	‘00011’B
	
	

	FCH_SUPPORTED
	’1’B
	
	

	FCH_FRAME_SIZE
	‘0’B
	
	

	FOR_FCH_LEN
	3 bits, Set by UE
	
	

	FOR_FCH_RC_MAP
	Variable, Set by UE
	
	

	REV_FCH_LEN
	3 bits, Set by UE
	
	

	REV_FCH_RC_MAP
	Variable, Set by UE
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	RESERVED
	‘0’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 8.4.7.9.3.3-7: Extended Channel Assignment (step 6, Table 8.4.7.9.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘010101’B
	Extended Channel Assignment Message
	

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	‘0’B
	
	

	VALID_ACK
	‘1’B
	
	

	ADDR_TYPE
	3 bits, Set by UE
	
	

	ADDR_LEN
	4 bits, Set by UE
	
	

	ADDRESS
	Variable, Set by UE
	
	

	RESERVED_1
	‘0’B
	
	

	ADD_RECORD_LEN
	8 bits, Set by UE
	
	

	ASSIGN_MODE
	‘100’B
	Traffic Channel Assignment
	

	RESERVED_2
	‘00000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	BYPASS_ALERT_ANSWER
	’1’B
	
	

	GRANTED_MODE
	’10’B
	
	

	DEFAULT_CONFIG
	‘100’B
	
	

	FOR_RC
	’00011’B
	
	

	REV_RC
	’00011’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	ENCRYPT_MODE
	’00’B
	
	

	FPC_SUBCHAN_GAIN
	’00001’B
	
	

	RLGAIN_ADJ
	0000’B
	
	

	NUM_PILOTS
	’000’B
	
	

	CH_IND
	‘01’B
	
	

	CH_RECORD_LEN
	5 bits, Set by SS
	
	

	CH_RECORD_FIELDS
	Variable, Set by SS
	
	

	REV_FCH_GATING_MODE
	‘0’B
	
	

	RESERVED
	0 – 7 bits, Set by UE
	
	

	PDU_PADDING
	0 – 7 bits, Set by UE
	
	


Table 8.4.7.9.3.3-8: Acknowledgment Order (step 7, Table 8.4.7.9.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00000001’B
	Order Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	ORDER
	‘010000’B
	Base Station Acknowledgment Order
	

	ORDQ
	‘00000000’B
	
	


Table 8.4.7.9.3.3-9: Service Connect (step 8, Table 8.4.7.9.2-2)

	Field
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00010100’B
	Service Connect Message
	

	ACK_SEQ
	3 bits, Set by SS
	
	

	MSG_SEQ
	3 bits, Set by SS
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	SERV_CON_SEQ
	Set by SS
	
	

	RESERVED
	‘00000’B
	
	

	RECORD_TYPE
	’00000111’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	RECORD_TYPE
	’00010011’B
	
	

	RECORD_LEN
	8 bits, Set by SS
	
	

	Type-specific fields
	Variable, Set by SS
	
	

	PDU PADDING
	0-7 bits, Set by SS
	
	


Table 8.4.7.9.3.3-10: Service Connect Completion (step 9, Table 8.4.7.9.2-2)

	Information Element
	Value/remark
	Comment
	Condition

	MSG_TYPE
	‘00001110’B
	Service Connect Completion Message
	this value shall be verified by TTCN

	ACK_SEQ
	3 bits, Set by UE
	
	

	MSG_SEQ
	3 bits, Set by UE
	
	

	ACK_REQ
	’1’B
	
	

	ENCRYPTION
	’00’B
	
	

	RESERVED
	‘0’B
	
	

	SERV_CON_SEQ
	Same value as SERV_CON_SEQ received in Service Connect Message (Table 8.4.7.9.3.3-9
	
	

	PDU_PADDING
	0-7 bits, Set by UE
	
	


[TEXT SKIPPED]
9.1.2.3
Authentication not accepted by the network / GUTI used / Authentication reject and re-authentication

9.1.2.3.1
Test Purpose (TP)

(1)

with { UE having sent an initial NAS message with type of identity GUTI }

ensure that {

  when { as a result of failure of an Authentication procedure initiated by the network the UE receives an AUTHENTICATION REJECT message }

    then { the UE shall set the update status to EU3 ROAMING NOT ALLOWED, delete the stored GUTI, TAI list, last visited registered TAI and KSIASME and enter state EMM-DEREGISTERED }

            }

(2)

with { a NAS signalling connection existing }

ensure that {

  when { the UE receives an AUTHENTICATION REQUEST message }

    then { the UE responds with a correct AUTHENTICATION RESPONSE message and establishes correct EPS security context }

            }

9.1.2.3.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clauses 5.4.2.1, 5.4.2.3 and 5.4.2.5 and TS 36.331, clause 5.3.8.3. Unless otherwise stated these are Rel-8 requirements.

[TS 24.301, clause 5.4.2.5]

Upon receipt of an AUTHENTICATION REJECT message, the UE shall set the update status to EU3 ROAMING NOT ALLOWED, delete the stored GUTI, TAI list, last visited registered TAI and KSIASME. The USIM shall be considered invalid until switching off the UE or the UICC containing the USIM is removed.

If the AUTHENTICATION REJECT message is received by the UE, the UE shall abort any EMM signalling procedure, stop any of the timers T3410, T3417 or T3430 (if running) and enter state EMM-DEREGISTERED.

[TS 24.301, clause 5.4.2.1]

The UE shall support the EPS authentication challenge only if a USIM is present.

An EPS security context is established in the UE and the network when an EPS authentication is successfully performed. During a successful EPS authentication, the CK and IK keys are computed. CK and IK are then used as key material to compute a new key, KASME. KASME is stored in the EPS security contexts (see 3GPP TS 33.401 [19]) of both the network and the UE, and is the root for the EPS integrity protection and ciphering key hierarchy.

[TS 24.301, clause 5.4.2.3]

The UE shall respond to an AUTHENTICATION REQUEST message. With the exception of the cases described in subclause 5.4.2.6, the UE shall process the authentication challenge data and respond with an AUTHENTICATION RESPONSE message to the network.

Upon a successful EPS authentication challenge, the new KASME calculated from the authentication challenge data shall be stored in a new EPS security context.

[TS 33.401, clause 6.1.1]

UE shall compute KASME from CK, IK, and serving network's identity (SN id) using the KDF as specified in Annex A. SN id binding implicitly authenticates the serving network's identity when the derived keys from KASME are successfully used.

...

UE shall respond with User authentication response message including RES in case of successful AUTN verification as described in TS 33.102[4] and successful AMF verification as described above. Otherwise UE shall send User authentication reject message with a proper CAUSE value.

9.1.2.3.3
Test description

9.1.2.3.3.1
Pre-test conditions

System Simulator:

-
Cell A.

UE:

-
The UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
The UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.1.2.3.3.2
Test procedure sequence

Table 9.1.2.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Switch the UE on
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message including a GUTI and a PDN CONNECTIVITY REQUEST message
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an AUTHENTICATION REQUEST message
	<--
	AUTHENTICATION REQUEST
	-
	-

	4
	The UE transmits an AUTHENTICATION RESPONSE.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	5
	The SS transmits an AUTHENTICATION REJECT message without integrity protection  and ciphering
	<--
	AUTHENTICATION REJECT
	-
	-

	6
	SS releases the RRC connection
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	8
	Check: Does the test result of the generic procedure defined in clause 6.4.2.5 of 36.508 [18] indicates that the UE responds to paging when paged with S-TMSI include GUTI-1 and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	9
	Check: Does the test result of the generic procedure defined in clause 6.4.2.5 of 36.508 [18] indicates that the UE responds to paging when paged with IMSI and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	10
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	11
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	12
	Check: Does the UE transmit a NOT integrity protected ATTACH REQUEST message including IMSI and a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1
	P

	13
	The SS transmits an AUTHENTICATION REQUEST message without integrity protection and ciphering
	<--
	AUTHENTICATION REQUEST
	-
	-

	14
	The UE transmits an AUTHENTICATION RESPONSE.
	-->
	AUTHENTICATION RESPONSE
	2
	P

	15
	SS transmits a NAS SECURITY MODE COMMAND message including the KSIASME of the new EPS security context (as provided in step 3)
	<--
	SECURITY MODE COMMAND
	-
	-

	16
	Check: Does the UE respond with NAS SECURITY MODE COMPLETE message integrity protected and ciphered with the new EPS security context identified by the KSIASME received in the SECURITY MODE COMMAND message in step 5
	-->
	SECURITY MODE COMPLETE
	2
	P

	17a1-26b1
	The attach procedure is completed by executing steps 9a1 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.1.2.3.3.3
Specific message contents

Table 9.1.2.3.3.3-1a: ATTACH REQUEST (step 2, Table 9.1.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-1 
	GUTI allocated in pre-test conditions.
	


Table 9.1.2.3.3.3-1: ATTACH REQUEST (step 12, Table 9.1.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	'111'B
	no key is available
	

	Old GUTI or IMSI
	IMSI
	
	

	Last visited registered TAI
	Not Present
	
	


Table 9.1.2.3.3.3-3: AUTHENTICATION RESPONSE (step 14, Table 9.1.2.3.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-8

	Information Element
	Value/remark
	Comment
	Condition

	Authentication response parameter
	RES equal to the XRES calculated in the SS with the parameters provided/indicated in the AUTHENTICATION REQUEST
	
	


[TEXT SKIPPED]
9.2.1.1.9
Attach / Rejected / IMSI invalid

9.2.1.1.9.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to "Illegal UE" }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

            }

(2)

with { UE receives an ATTACH REJECT message with the reject cause set to "Illegal UE" }

ensure that {

  when { the UE has been switched off, then switched on }

    then { the UE sends an ATTACH REQUEST message with IMSI, including a PDN CONNECTIVITY REQUEST message }

            }

9.2.1.1.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.1.2.5.

[TS 24.301, clause 5.5.1.2.5]

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the reject cause value received.

#3

(Illegal UE); or

...


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. The UE shall consider the USIM as invalid for EPS services and non-EPS services until switching off or the UICC containing the USIM is removed. Additionally, the UE shall delete the list of equivalent PLMNs and enter state EMM-DEREGISTERED.


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the MM parameters update status, TMSI, LAI and ciphering key sequence number, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal attach procedure is rejected with the GMM cause with the same value.

NOTE:
The possibility to configure a UE so that the radio transceiver for a specific RAT is not active, although it is implemented in the UE, is out of scope of the present specification.

9.2.1.1.9.3
Test description

9.2.1.1.9.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B and If (px_SinglePLMN_Tested = Multi PLMN) cell G:

-
Cell A and Cell B (home PLMN, different TAs),

-
If (px_SinglePLMN_Tested = Multi PLMN), Cell G (another PLMN);

-
the different cells may not be simultaneously activated (at most 2 cells are active simultaneously).

UE:

-
the UE is configured to initiate EPS attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.9.3.2
Test procedure sequence

Table 9.2.1.1.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- cell A as the "Serving cell".

- cell B as a "Non-Suitable cell".

- If present, Cell G as a "Non-Suitable Off cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on cell A.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with EMM cause = "Illegal UE" as specified.
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA
	-->
	ATTACH REQUEST
	1
	F

	8
	The operator initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	10
	Void
	-
	-
	-
	-

	11
	Check: Does the test result of the generic procedure defined in TS 36.508 subclause 6.4.2.5 indicates that the UE responds to paging on cell B for PS domain with S-TMSI included in GUTI-1?
	-
	-
	1
	-

	-
	EXCEPTION: Steps 12a1 to 12a4 describe behaviour that depends on the network capability / preference; the "lower case letter" identifies a step sequence that takes place if the network is capable or prefers.
	-
	-
	-
	-

	12 a1
	IF (px_SinglePLMN_Tested = Multi PLMN) The SS configures:

- Cell A as a “Non-Suitable Off cell”.

- Cell B as a "Non-Suitable cell".

- Cell G as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	12a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	12a3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	13-15
	Void
	-
	-
	-
	-

	16
	if possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	
	
	
	

	16A
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".

-If present Cell G as a "Non-Suitable off cell".
	-
	-
	-
	-

	17
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	17A
	The following messages are to be observed on Cell B unless explicitly stated otherwise
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	Check: Does the UE transmit an ATTACH REQUEST message with IMSI-1?
	-->
	ATTACH REQUEST
	2
	P

	20-33 b1
	The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.9.3.3
Specific message contents

Table 9.2.1.1.9.3.3-1: Message ATTACH REJECT (step 4, Table 9.2.1.1.9.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00000011
	#3 "Illegal UE"
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.9.3.3-2: Message ATTACH REQUEST (step 19, Table 9.2.1.1.9.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI-1
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN
	
	

	Last visited registered TAI
	Not present
	
	

	Old LAI
	Not present
	
	

	TMSI status
	Not present
	
	


[TEXT SKIPPED]
9.2.1.1.11
Attach / Rejected / EPS services and non-EPS services not allowed

9.2.1.1.11.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to "EPS services and non-EPS services not allowed" }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

            }

(2)

with { UE receives an ATTACH REJECT message with the reject cause set to "EPS services and non-EPS services not allowed" }

ensure that {

  when { the UE has been switched off, then switched on }

    then { the UE sends an ATTACH REQUEST message with IMSI, including a PDN CONNECTIVITY REQUEST message }

            }

(3)

with { UE receives an ATTACH REJECT message with the reject cause set to "EPS services and non-EPS services not allowed" }

ensure that {

  when { the UE has been switched off, then switched on and a UMTS or GSM cell is found }

    then { the UE sends an ATTACH REQUEST message with IMSI }

            }

9.2.1.1.11.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.1.2.5 and TS 24.008, clause 4.7.3.2.4.

[TS 24.301, clause 5.5.1.2.5]

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the reject cause value received.

#8

(EPS services and non-EPS services not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. The UE shall consider the USIM as invalid for EPS services and non-EPS services until switching off or the UICC containing the USIM is removed. Additionally, the UE shall delete the list of equivalent PLMNs and enter state EMM-DEREGISTERED.


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the MM parameters update status, TMSI, LAI and ciphering key sequence number, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the normal attach procedure is rejected with the GMM cause with the same value.

 [TS 24.008, clause 4.7.3.2.4]

The MS shall then take one of the following actions depending upon the reject cause:

# 8

(GPRS services and non-GPRS services not allowed);

...


The MS shall set the GPRS update status to GU3 ROAMING NOT ALLOWED (shall store it according to subclause 4.1.3.2) and shall delete any P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number. The new GMM state is GMM-DEREGISTERED. The new MM state is MM IDLE.


The MS shall set the update status to U3 ROAMING NOT ALLOWED, shall delete any TMSI, LAI and ciphering key sequence number. The SIM/USIM shall be considered as invalid for GPRS and non-GPRS services until switching off or the SIM/USIM is removed.

9.2.1.1.11.3
Test description

The test description is identical to the one of subclause 9.2.1.1.9 with the following exceptions:

9.2.1.1.11.3.1
Pre-test conditions

System Simulator:

-
cell A, Cell B (home PLMN, different TAs) and if (px_SinglePLMN_Tested = Multi PLMN) Cell G TS 36.508 (another PLMN)

-
If (px_RATComb_Tested = EUTRA_UTRA OR px_RATComb_Tested = EUTRA_GERAN) ;

-
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA, cell 9 (is configured);

-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, cell 24 (is configured); 

- 
system information combination 10 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells; 

-
If (px_RATComb_Tested = EUTRA_Only):

-
neither cell 9 nor cell 24 is configured;

- 
system information combination 1 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;
UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

- 
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA, the UE is previously registered on UTRAN cell 9 using default message contents according to TS 36.508 [18].

- 
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, the UE is previously registered on GERAN cell 24 using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.11.3.2
Test procedure sequence

Table 9.2.1.1.11.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell B as a "Non-Suitable cell".

- If present, Cell G as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services and non-EPS services not allowed" as specified.
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA
	-->
	ATTACH REQUEST
	1
	F

	8
	The operator initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	10
	Void
	-
	-
	-
	-

	11
	Check: Does the test result of the generic procedure defined in TS 36.508 subclause 6.4.2.5 indicates that the UE responds to paging on cell B for PS domain with S-TMSI included in GUTI-1?
	-
	-
	1
	-

	-
	EXCEPTION: Steps 12a1 to 12a4 describe behaviour that depends on the network capability / preference; the "lower case letter" identifies a step sequence that takes place if the network is capable or prefers.
	-
	-
	-
	-

	12a1
	IF (px_SinglePLMN_Tested = Multi PLMN) The SS configures:

- Cell A as a "Non-Suitable “off" cell".

- Cell B as a "Non-Suitable cell".

- Cell G as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	12a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell G belongs to a PLMN which is not the same like the one on which the UE was rejected.
	-->
	ATTACH REQUEST
	1
	F

	12a3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	12a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	13-15
	Void
	-
	-
	-
	-

	16
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	16A
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".

-If present, Cell G as a "Non-Suitable off cell". 
	-
	-
	-
	-

	17
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	-
	The following messages are sent on Cell B.
	-
	-
	-
	-

	19
	Check: Does the UE transmit an ATTACH REQUEST message with IMSI-1?
	-->
	ATTACH REQUEST
	2
	P

	19a1-19a4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	20
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services and non-EPS services not allowed" as specified.
	<--
	ATTACH REJECT
	-
	-

	20A
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 21a1 to 21a10 describe behaviour that depends on the UE capability.
	-
	-
	-
	-

	21a1
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA OR pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN  THEN

the SS sets

- Cell B as a "Non-Suitable cell".

- Cell 24 (GERAN) or Cell 9 (UTRAN) as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 24 or Cell 9 (depending on which cell was set as "Serving cell" in the preceding step) unless explicitly stated otherwise.
	-
	-
	-
	-

	21a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	21a3
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	21a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	21a5
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	21a6
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 21a6a1, 21a6a2 describe behaviour that depends on the UE capability; the “lower case letter” identifies a step sequence that take place if pc_AutomaticAttachSwitchON is NOT supported
	-
	-
	-
	-

	21a6Aa1
	IF NOT pc_AutomaticAttachSwitchON
	-
	Registration on CS
	-
	-

	21a6Aa2
	IF NOT pc_AutomaticAttachSwitchON the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	21a7
	Void
	-
	-
	-
	-

	21a8
	Check: Does the UE transmit an ATTACH REQUEST message with IMSI-1?
	-->
	ATTACH REQUEST
	3
	P

	22
	The attach procedure is completed 
	-
	-
	-
	-

	23
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA 
	-
	-
	-
	-

	23a1
	The SS releases the RRC connection
	
	
	
	

	23a2
	The generic test procedure in TS 36.508 subclause 4.5A.3A.2 is performed
	-
	-
	-
	-

	-
	If (px_RATComb_Tested = EUTRA_UTRA OR px_RATComb_Tested = EUTRA_GERAN); At the end of this test procedure sequence, the UE is in end state either U1_IDLE or G1_IDLE E-UTRA connected (E2) according to TS 36.508.

Else: At the end of this test procedure sequence, the UE is in end state E-UTRA deregistered (E4) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.11.3.3
Specific message contents

Table 9.2.1.1.11.3.3-1: Message ATTACH REJECT (steps 4 and 20, Table 9.2.1.1.11.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00001000
	#8 "EPS services and non-EPS services not allowed"
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.11.3.3-2: Message ATTACH REQUEST (step 19, Table 9.2.1.1.11.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI-1
	
	

	ESM message container
	PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN
	
	

	Last visited registered TAI
	Not present
	
	

	Old LAI
	Not present
	
	

	TMSI status
	Not present
	
	


Table 9.2.1.1.11.3.3-3: Message ATTACH REQUEST (step 21a8, Table 9.2.1.1.11.3.2-1)

	Derivation path: TS 24.008 table 9.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	MS network capability
	Not checked
	
	

	Attach type
	Not checked
	
	

	GPRS ciphering key sequence number
	111
	No key is available
	

	DRX parameter
	Not checked
	
	

	P-TMSI or IMSI
	IMSI-1
	
	

	Old routing area identification
	Deleted RAI-1
	The MNC and the MCC in the coding of the RAI are replaced by the RAC of RAC-1
	

	MS Radio Access capability
	Not checked
	
	

	Old P-TMSI signature
	Not present
	
	

	Requested READY timer

Value
	Not checked
	
	

	TMSI status
	Not checked
	
	

	PS LCS Capability
	Not checked
	
	

	Mobile station classmark 2
	Not checked
	
	

	Mobile station classmark 3
	Not checked
	
	

	Supported Codecs
	Not checked
	
	

	UE network capability
	Not checked
	
	

	Additional mobile identity
	Not present
	
	

	Additional old routing area identification
	Not present
	
	


9.2.1.1.12
Attach / Rejected / EPS services not allowed

9.2.1.1.12.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to "EPS services not allowed" }

    then { UE deletes the GUTI and the last visited registered TAI and KSI and considers the USIM as invalid for EPS services until switching off or the UICC containing the USIM is removed and deletes the list of equivalent PLMNs and UE enters state EMM-DEREGISTERED }

            }

9.2.1.1.12.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.1.2.2 and 5.5.1.2.5.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. 

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

…

[TS 24.301, clause 5.5.1.2.5]

…

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the reject cause value received.

#7

(EPS services not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. The UE shall consider the USIM as invalid for EPS services until switching off or the UICC containing the USIM is removed. Additionally, the UE shall delete the list of equivalent PLMNs and enter state EMM-DEREGISTERED.


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [6] for the case when the normal attach procedure is rejected with the GMM cause with the same value.

9.2.1.1.12.3
Test description

9.2.1.1.12.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B and cell G:

-
cell A and cell B (HPLMN, different TAs), if (px_SinglePLMN_Tested = Multi PLMN) cell G (another PLMN); 

-
If (px_RATComb_Tested = EUTRA_UTRA OR px_RATComb_Tested = EUTRA_GERAN) ;

-
if pc_UTRA, AND px_RATComb_Tested = EUTRA_UTRA cell 9 (HPLMN, UTRAN);

-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, cell 24 (HPLMN, GERAN);

-
If (px_RATComb_Tested = EUTRA_Only):

-
neither cell 9 nor cell 24 is configured;

- 
system information combination 1 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;

-
the different cells may not be simultaneously activated (at most 2 cells are active simultaneously);

UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

- 
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA, the UE is previously registered on UTRAN cell 9 using default message contents according to TS 36.508 [18].

-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, the UE is previously registered on GERAN cell 24 using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.12.3.2
Test procedure sequence

Table 9.2.1.1.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures: 

- Cell A as the "Serving cell".

- Cell B as a " Suitable neighbour cell".

- If present, Cell G as a "Non-Suitable Off cell".

- If present, Cell 9 or 24 as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The user switches the UE on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services not allowed".
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	The SS reconfigures:

Cell A as a  " Suitable neighbour cell".

Cell B as the "Serving cell".

Note: Cell A and Cell B are in different TAIs – same PLMN.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	8
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	-
	EXCEPTION: Steps 10a1 to 10a6 describe behaviour that depends on the UE capability.
	-
	-
	-
	-

	10a1
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA OR pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN THEN

the SS configures

- Cell A as "Non-suitable Off cell"

- Cell B as a " Suitable neighbour cell".

- Cell 24 (GERAN) or 9 (UTRAN) as the "Serving cell".

Note: Cell B and Cell 24 (GERAN) or 9 (UTRAN) are in different PLMNs
	-
	-
	-
	-

	10a2
	 Void
	-
	-
	-
	-

	-
	EXCEPTION: The following messages are to be observed on Cell 24 or Cell 9 (depending on which cell was set as "Serving cell" in the preceding step) unless explicitly stated otherwise.
	-
	-
	-
	-

	-
	EXCEPTION: Depending on UE capabilities the behaviour in table 9.2.1.1.12.3.2-2 occurs in parallel with step 10a3.
	-
	-
	-
	-

	
	EXCEPTION: The behaviour in table 9.2.1.1.12.3.2-2 occurs in parallel with step 10a3.
	
	
	
	

	10a3
	Check: Does the UE transmit an ATTACH REQUEST message in the next 2 minutes?
	-->
	ATTACH REQUEST
	1
	F

	10a4
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	10a5
	Check : Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	10a6
	The SS configures cell 24 or cell 9 as " Non-Suitable Off cell".
	-
	-
	-
	-

	-
	EXCEPTION: Steps 11a1 to 11a4 describe behaviour that depends on the network capability / preference; the "lower case letter" identifies a step sequence that takes place if the network is capable or prefers.
	-
	-
	-
	-

	11a1
	If (px_SinglePLMN_Tested = Multi PLMN) The SS sets:

- Cell B as a "Non-Suitable Off cell".

- Cell G as the "Serving cell".

Note: Cell B and Cell G are different PLMNs.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	11a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 60 seconds?
	-->
	ATTACH REQUEST
	1
	F

	11a3
	The operator initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	11a4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA deregistered (E4) according to TS 36.508.
	-
	-
	-
	-


Table 9.2.1.1.12.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: Steps 1a1-1a 5 describe a behaviour which depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported.
	-
	-
	-
	-

	1a1
	IF pc_CS THEN the UE transmits a LOCATION UPDATING REQUEST message.
	-->
	LOCATION UPDATING REQUEST
	-
	-

	-
	EXCEPTION: The messages in the next two steps are sent only IF pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN
	-
	-
	-
	-

	1a2a1
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE
	-
	-

	1a2a2
	IF pc_UTRA THEN the UE transmits a Utran Classmark Change message.
	-->
	UTRAN CLASSMARK CHANGE.
	-
	-

	1a3
	The SS transmits an AUTHENTICATION REQUEST message to initiate the authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	1a4
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	1a5
	The SS transmits a LOCATION UPDATING ACCEPT message including IMSI-1
	<--
	LOCATION UPDATING ACCEPT
	-
	-


9.2.1.1.12.3.3
Specific message contents

Table 9.2.1.1.12.3.3-1: Message ATTACH REJECT (step 4, Table 9.2.1.1.12.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00000111
	#7 "EPS services not allowed" 
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.12.3.3-2: LOCATION UPDATING ACCEPT (step 5, Table 9.2.1.1.12.3.2-2)

	Derivation Path: TS 36.508 Table 4.7B.2-5

	Information Element
	Value/remark
	Comment
	Condition

	Mobile identity
	
	
	

	  IMSI
	IMSI-1
	
	


9.2.1.1.13
Attach / Rejected / PLMN not allowed

9.2.1.1.13.1
Test Purpose (TP)

(1)

with { the UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { the UE receives an ATTACH REJECT message with the reject cause set to "PLMN not allowed" }

    then { the UE deletes the GUTI, the last visited registered TAI, KSI, the list of equivalent PLMNs and UE enters state EMM-DEREGISTERED.PLMN-SEARCH and UE stores the PLMN in the "forbidden PLMN list" in the USIM }

            }

(2)

with { the UE is switched off and a PLMN is stored in the "forbidden PLMN list" in the USIM }

ensure that {

  when { the UE is switched on  }

    then { the UE doesn't  attempt to attach on this PLMN }

            }

(3)

with { the UE in E-UTRA EMM-DEREGISTERED.PLMN-SEARCH state and a PLMN is stored in the "forbidden PLMN list" }

ensure that {

  when { the UE detects a cell belonging to a PLMN which is not in the "forbidden PLMN list" }

    then { the UE attaches to this PLMN }

            }

(4)

with {the  UE in E-UTRA EMM-DEREGISTERED.PLMN-SEARCH state and a PLMN is stored in the "forbidden PLMN list" }

ensure that {

  when { the forbidden PLMN is selected manually }

    then { the UE attaches to the forbidden PLMN and deletes this PLMN from the USIM}

            }

9.2.1.1.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.1.2.2 and 5.5.1.2.5.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411.

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI or IMSI IE as follows:

...

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI or IMSI IE.
...

-
Otherwise the UE shall include the IMSI in the Old GUTI or IMSI IE.

...

[TS 24.301, clause 5.5.1.2.5]

If the attach request cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including an appropriate EMM cause value. 

...

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the EMM cause value received.

...

#11
(PLMN not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. Additionally, the UE shall delete the list of equivalent PLMNs and reset the attach attempt counter, and enter state EMM-DEREGISTERED.PLMN-SEARCH.


In S1 mode, the UE shall store the PLMN identity in the "forbidden PLMN list" and enter state EMM-DEREGISTERED.PLMN-SEARCH. The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6].

...


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the MM parameters update status, TMSI, LAI, ciphering key sequence number and location update attempt counter, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and GPRS attach attempt counter as specified in 3GPP TS 24.008 [13] for the case when the normal attach procedure is rejected with the GMM cause with the same value and no RR connection exists.

9.2.1.1.13.3
Test description

9.2.1.1.13.3.1
Pre-test conditions

System Simulator:

-
cell G, cell H (VPLMN, same MCC like HPLMN, different TAs) and cell I (VPLMN, different MCC from HPLMN);

-
the cells are configured according to Table 6.3.2.2-1 and Table 6.3.2.2-3 in36.508[18], except replacing f3 with f1;

-
the cells may not be simultaneously activated.

UE:

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell G using default message contents according to TS 36.508 [18];

-
the "forbidden PLMN list" is empty;

- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.13.3.2
Test procedure sequence

Table 9.2.1.1.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell G as the "Serving cell".

- Cell H as a " Suitable Neighbour cell".

- Cell I as a "Non-Suitable Off cell".

Note: Cell G and Cell H are in the different TAI – same PLMN.
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message including EMM cause = "PLMN not allowed".
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message on cell G or H in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	7
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	8
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	2
	F

	10
	The SS configures:

- Cell G as the "Serving cell"

- Cell H as a "Non-Suitable Off cell"

- Cell I as a " Suitable neighbour cell".
	-
	-
	-
	-

	11
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	1, 3
	P

	12A-12M
	The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	

	13 - 19
	Void
	-
	-
	-
	-

	20
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 21 describes behaviour that depends on the UE capability.
	
	
	
	

	21
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	22
	The SS configures:

- Cell G as the "Serving cell"

- Cell I as a "Non-suitable Off cell".

Note: Cell G belongs to the forbidden PLMN.
	-
	-
	-
	-

	23
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	24
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	25
	The user sets the UE in manual PLMN selection mode or requests a PLMN search. 
	-
	-
	-
	-

	26
	The user selects PLMN of cell G.
	-
	-
	-
	-

	27
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	4
	P

	28-40
	The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA manual selection (E5) according to TS 36.523-3.
	-
	-
	-
	-


9.2.1.1.13.3.3
Specific message contents

Table 9.2.1.1.13.3.3-1: Message ATTACH REJECT (step 4, Table 9.2.1.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00001011
	#11 "PLMN not allowed" 
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.13.3.3-2: Message ATTACH REQUEST (step 12, Table 9.2.1.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted after receiving ATTACH REJECT at step 5; only  IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted after receiving ATTACH REJECT at step 5.
	


Table 9.2.1.1.13.3.3-3: Message ATTACH REQUEST (step 27, Table 9.2.1.1.13.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI allocated in step 18
	
	

	Last visited registered TAI
	TAI-9
	TAI 9 is allocated on Cell I according to 36.508 table 6.3.2.2-1
	


9.2.1.1.13a
Attach / Rejected / PLMN not allowed / Single Frequency operation

9.2.1.1.13a.1
Test Purpose (TP)

Same test purpose as in clause 9.2.1.1.13.1
9.2.1.1.13a.2
Conformance requirements

Same conformance requirements as in clause 9.2.1.1.13.2

9.2.1.1.13a.3
Test description

9.2.1.1.13a.3.1
Pre-test conditions

System Simulator:

-
cell A(belongs to TAI-7, visited PLMN, MCC = MCC in USIM  MNC=02),

-
cell B (belongs to TAI-8, visited PLMN, MCC = MCC in USIM  MNC=02)) and

-
cell C (belongs to TAI-9, visited PLMN, MCC=002 MNC=101);

-
the cells may not be simultaneously activated.

UE:

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

-
the "forbidden PLMN list" is empty;

- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.13a.3.2
Test procedure sequence

Table 9.2.1.1.13a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell B as a " Suitable Neighbour cell".

- Cell C as a "Non-Suitable Off cell".

Note: Cell A and Cell B are in the different TAI – same PLMN.
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message including EMM cause = "PLMN not allowed".
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message on cell A or B in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	7
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	8
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	2
	F

	10
	The SS configures:

- Cell A as the " Suitable neighbour intrafrequency cell"

- Cell B as a "Non-Suitable Off cell"

- Cell C as a " Serving cell".


	-
	-
	-
	-

	11
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	1, 3
	P

	12A-12M
	The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	

	13-19
	Void
	-
	-
	-
	-

	20
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 21 describes behaviour that depends on the UE capability.
	
	
	
	

	21
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	22
	The SS configures:

- Cell A as the "Serving cell"

- Cell C as a "Non-suitable Off cell".

Note: Cell A belongs to the forbidden PLMN.
	-
	-
	-
	-

	23
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	24
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	25
	The user sets the UE in manual PLMN selection mode or requests a PLMN search. 
	-
	-
	-
	-

	26
	The user selects PLMN of cell A.
	-
	-
	-
	-

	27
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	4
	P

	28-40
	The attach procedure is completed and the RRC connection is released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.13a.3.3
Specific message contents

Table 9.2.1.1.13a.3.3-1: Message ATTACH REJECT (step 4, Table 9.2.1.1.13a.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00001011
	#11 "PLMN not allowed" 
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.13a.3.3-2: Message ATTACH REQUEST (step 12, Table 9.2.1.1.13a.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted after receiving ATTACH REJECT at step 5; only  IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted after receiving ATTACH REJECT at step 5.
	


Table 9.2.1.1.13a.3.3-3: Message ATTACH REQUEST (step 27, Table 9.2.1.1.13a.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI allocated in step 18
	
	

	Last visited registered TAI
	TAI-9
	TAI 9 is allocated on Cell C according to 36.508 table 6.3.2.2-1
	


9.2.1.1.14
Attach / Rejected / Tracking area not allowed

9.2.1.1.14.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to "Tracking area not allowed" }

    then { UE sets the EPS update status to EU3 ROAMING NOT ALLOWED, UE deletes the GUTI, last visited registered TAI and KSI, UE enters the state EMM-DEREGISTERED.LIMITED-SERVICE and UE stores the current TAI in the list of "forbidden tracking areas for regional provision of service" }

            }

(2)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { serving cell belongs to TAI where UE was rejected }

    then { UE does not attempt to attach on any other cell }

            }

(3)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE re-selects a new cell in the same TAI it was already rejected }

    then { UE does not attempt to attach }

            }

(4)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE enters a cell belonging to a tracking area not in the list of "forbidden tracking areas for regional provision of service"}

    then { UE attempts to attach with IMSI }

            }

(5)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the list of "forbidden tracking areas for regional provision of service" contains more than one TAI}

ensure that {

  when { UE re-selects a cell belonging to one of the TAIs in the list of "forbidden tracking areas for regional provision of service" }

    then { UE does not attempt to attach }

            }

(6)

with { UE is switched off }

ensure that {

  when { UE is powered on in the cell belonging to the TAI which was in the list of "forbidden tracking areas for regional provision of service" before the UE was switched off }

    then { UE performs registration on that cell }

            } 

9.2.1.1.14.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.3.2, 5.5.1.2.2, 5.5.1.2.5, 5.2.2.3.2, Annex C and TS 36.304 clause 4.3.

[TS 24.301, clause 5.3.2]

The UE shall store a list of "forbidden tracking areas for roaming", as well as a list of "forbidden tracking areas for regional provision of service". These lists shall be erased when the UE is switched off or when the UICC containing the USIM is removed, and periodically (with a period in the range 12 to 24 hours). 

...

In S1 mode, the UE shall update the suitable list whenever an ATTACH REJECT, TRACKING AREA UPDATE REJECT, SERVICE REJECT or DETACH REQUEST message is received with the EMM cause #12 "tracking area not allowed", #13 "roaming not allowed in this tracking area", or #15 "no suitable cells in tracking area".

Each list shall accommodate 40 or more TAIs. When the list is full and a new entry has to be inserted, the oldest entry shall be deleted.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1).

...

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI or IMSI IE as follows:

...

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI or IMSI IE.
...

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

...

[TS 24.301, clause 5.5.1.2.5]

If the attach request cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including an appropriate EMM cause value.

...

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the EMM cause value received.

...

#12
(Tracking area not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. Additionally, the UE shall reset the attach attempt counter.


In S1 mode, the UE shall store the current TAI in the list of "forbidden tracking areas for regional provision of service" and enter the state EMM-DEREGISTERED.LIMITED-SERVICE.

...

[TS 24.301, clause 5.2.2.3.2]

The UE shall perform an attach or combined attach procedure when entering a cell which provides normal service.

[TS 24.301, Annex C (normative)]

The following EMM parameters shall be stored on the USIM if the corresponding file is present:

-
GUTI;

-
last visited registered TAI;

-
EPS update status;

-
Allowed CSG list; and

-
EPS security context parameters from a full native EPS security context (see 3GPP TS 33.401 [19]).

The presence and format of corresponding files on the USIM is specified in 3GPP TS 31.102 [17].

If the corresponding file is not present on the USIM, these EMM parameters except allowed CSG list are stored in a non-volatile memory in the ME together with the IMSI from the USIM. The allowed CSG list is stored in a non-volatile memory in the ME if the UE supports CSG selection. These EMM parameters can only be used if the IMSI from the USIM matches the IMSI stored in the non-volatile memory; else the UE shall delete the EMM parameters.

…

[TS 36.304, clause 4.3]

…

suitable cell:

…

Following exceptions to these definitions are applicable for UEs:

-
camped on a cell that belongs to a registration area that is forbidden for regional provision of service; a cell that belongs to a registration area that is forbidden for regional provision service ([5], [16]) is suitable but provides only limited service.

…

9.2.1.1.14.3
Test description

9.2.1.1.14.3.1
Pre-test conditions

System Simulator:

-
cell A (home PLMN) and cell B (home PLMN, another TA) are configured according to table 6.3.2.2-1 in TS 36.508 [18] and belong to the same frequency as specified in TS 36.523-3 [20]. 

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

UE:

- 
the UE is configured to initiate EPS attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.14.3.2
Test procedure sequence

Table 9.2.1.1.14.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell B as a "Suitable Neighbour cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message, EMM cause = "Tracking area not allowed".

(The list of "forbidden tracking areas for regional provision of service " in the UE should now contain TAI-1)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit the ATTACH REQUEST message in the next 30 seconds on Cell A or Cell B?
	-->
	ATTACH REQUEST
	1, 2 
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit the ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	F

	9
	The SS reconfigures:

Cell A as a "Suitable Neighbour cell",

Cell B as the "Serving cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	10
	Check: Does the UE transmit the ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? 
	-->
	ATTACH REQUEST
	1,4
	P

	10a1-10a4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	11
	The SS transmits an ATTACH REJECT message, EMM cause = "Tracking area not allowed".

(The list of "forbidden tracking areas for regional provision of service " in the UE should now contain TAI-1 and TAI-2)
	<--
	ATTACH REJECT
	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	The SS reconfigures:

Cell A as the "Serving cell".

Cell B as a " Suitable Neighbour cell".


	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	14
	Check: Does the UE transmit the ATTACH REQUEST message in the next 30 seconds? 
	-->
	ATTACH REQUEST
	1, 3, 5
	F

	15
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	16
	The SS reconfigures:

Cell A as the "Serving cell",

Cell B as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	17
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	Check: Does the UE transmit the ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	1, 6
	P

	20-32
	The attach procedure is completed and the RRC connection released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.14.3.3
Specific message contents

Table 9.2.1.1.14.3.3-1: Message ATTACH REJECT (steps 4 and 11, Table 9.2.1.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00001100 
	#12 "Tracking area not allowed" 
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.14.3.3-2: Message ATTACH REQUEST (steps 10 and 18 Table 9.2.1.1.14.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted after receiving ATTACH REJECT at step 4; only  IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted after receiving ATTACH REJECT at step 4.
	


9.2.1.1.15
Attach / Rejected / Roaming not allowed in this tracking area

9.2.1.1.15.1
Test Purpose (TP)

(1)

with { the UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { the UE receives an ATTACH REJECT message with the reject cause set to "roaming not allowed in this tracking area" }

    then { the UE sets the EPS update status to EU3 ROAMING NOT ALLOWED and the UE deletes the GUTI, the last visited registered TAI and KSI and the UE enters the state EMM-DEREGISTERED.LIMITED-SERVICE or optionally EMM-DEREGISTERED.PLMN-SEARCH and the UE stores the current TAI in the list of "forbidden tracking areas for roaming" }

            }

(2)

with { the UE is in EMM-DEREGISTERED.LIMITED-SERVICE or EMM-DEREGISTERED.PLMN-SEARCH state and the TAI of the current cell belongs to the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE enters a cell belonging to a tracking area not in the list of "forbidden tracking areas for roaming"}

    then { the UE attempts to attach with IMSI }

            }

(3)

with { the UE is in EMM-DEREGISTERED.LIMITED-SERVICE or EMM-DEREGISTERED.PLMN-SEARCH state and the list of "forbidden tracking areas for roaming" contains more than one TAI}

ensure that {

  when { the UE selects a cell belonging to one of the TAIs in the list of "forbidden tracking areas for roaming" }

    then { the UE does not attempt to attach }

            }

(4)

with { the UE is switched off or the UICC containing the USIM is removed }

ensure that {

  when { UE is powered on in the cell belonging to the TAI which was in the list of "forbidden tracking areas for roaming" before the UE was switched off or the USIM is inserted again on that cell }

    then { UE performs registration on that cell }

            } 

(5)

with { the UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { the UE receives an ATTACH REJECT message with the reject cause set to "roaming not allowed in this tracking area" }

    then { the UE performs a PLMN selection }

            }

9.2.1.1.15.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.3.2, 5.5.1.2.2, 5.5.1.2.5 and in TS 36.304 clause 5.2.4.4.

[TS 24.301, clause 5.3.2]

The UE shall store a list of "forbidden tracking areas for roaming", as well as a list of "forbidden tracking areas for regional provision of service". These lists shall be erased when the UE is switched off or when the UICC containing the USIM is removed, and periodically (with a period in the range 12 to 24 hours). 

...

In S1 mode, the UE shall update the suitable list whenever an ATTACH REJECT, TRACKING AREA UPDATE REJECT, SERVICE REJECT or DETACH REQUEST message is received with the EMM cause #12 "tracking area not allowed", #13 "roaming not allowed in this tracking area", or #15 "no suitable cells in tracking area".

Each list shall accommodate 40 or more TAIs. When the list is full and a new entry has to be inserted, the oldest entry shall be deleted.

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1).

...

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message. If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI or IMSI IE as follows:

...

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI or IMSI IE.
...

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.
...

[TS 24.301, clause 5.5.1.2.5]

If the attach request cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including an appropriate EMM cause value.

...

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the EMM cause value received.

...

#13
(Roaming not allowed in this tracking area);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. The UE shall delete the list of equivalent PLMNs and reset the attach attempt counter.


In S1 mode, the UE shall store the current TAI in the list of "forbidden tracking areas for roaming". Additionally, the UE shall enter the state EMM-DEREGISTERED.LIMITED-SERVICE or optionally EMM-DEREGISTERED.PLMN-SEARCH. The UE shall perform a PLMN selection according to 3GPP TS 23.122 [6].

...

[TS 36.304 subclause 5.2.4.4]

...

If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

...

9.2.1.1.15.3
Test description

9.2.1.1.15.3.1
Pre-test conditions

System Simulator:

-
cell C (home PLMN), cell I (visited PLMN) and cell E (same visited PLMN, another TA), but at most two cells are simultaneously activated.

NOTE 1:
Cell E shall not use the same frequency as cell I.

NOTE 2:
The requirement in 3GPP TS 24.301 to store at least 40 entries in the list of "forbidden tracking areas for roaming" is not fully tested.

NOTE 3:
Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12 am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell I using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.15.3.2
Test procedure sequence

Table 9.2.1.1.15.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell I as the "Serving cell".

cell E as a " Non-Suitable Off cell",

cell C as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area ".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1,5 
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1,5
	F

	-
	The following messages are to be observed on Cell E unless explicitly stated otherwise.
	-
	-
	-
	-

	8A
	The SS configures:

Cell I as the "Serving cell".

Cell E as a "Suitable Neighbour cell",

Cell C as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on Cell E as specified?

Note: according to TS 24.301, the UE has the choice to enter "LIMITED-SERVICE" or "PLMN- SEARCH" state. But in any case it shall do a PLMN selection.  In the first option, the UE shall apply reselection so it will select cell E and then attempt to attach; in the second option it will select the same PLMN again and exclude cells from forbidden TAs so it will select cell E.
	-->
	ATTACH REQUEST
	1, 2
	P

	9a1-9a4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	10
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9 and TAI-12)
	<--
	ATTACH REJECT
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 60 seconds on Cell I or Cell E?
	-->
	ATTACH REQUEST
	1, 3
	F

	13
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	14
	The SS reconfigures:

Cell I as the "Serving cell",

Cell E as a "Non-Suitable Off cell",

Cell C as a "Non-Suitable Off cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	15
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	16
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified.
	-->
	ATTACH REQUEST
	4
	P

	16a1-16a4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	17
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area ".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	18
	The SS reconfigures:

Cell I as the "Serving cell",

Cell E as a "Non-Suitable Off cell",

Cell C as a "Suitable neighbour cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	19
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	5
	P

	20-32
	The attach procedure is completed and the RRC connection released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.15.3.3
Specific message contents

Table 9.2.1.1.15.3.3-1: Message ATTACH REJECT (steps 4, 10 and 17 in table 9.2.1.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00001101 
	#13 " roaming not allowed in this tracking area " 
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.15.3.3-2: Message ATTACH REQUEST (steps 9,12, 16 and 19 in table 9.2.1.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI1
	GUTI has been deleted after receiving ATTACH REJECT at step 4; only  IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted after receiving ATTACH REJECT at step 4.
	


[TEXT SKIPPED]
9.2.1.1.17
Attach / Rejected / No suitable cells in tracking area

9.2.1.1.17.1
Test Purpose (TP)

(1)

with { the UE has sent an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message }

ensure that {

  when { the UE receives an ATTACH REJECT message with the EMM cause set to "No suitable cells in tracking area" }

    then { the UE sets the EPS update status to EU3 ROAMING NOT ALLOWED, UE deletes any GUTI, last visited registered TAI and KSI and the UE enters the state EMM-DEREGISTERED.LIMITED-SERVICE and the UE stores the current TAI in the list of "forbidden tracking areas for roaming" }

            }

(2)

with { the UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for roaming"}

ensure that {

  when { the UE re-selects a cell that belongs to the TAI where UE was rejected }

    then { the UE does not attempt to attach }

            }

(3)

with { the UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for roaming" and KSI was deleted }

ensure that {

  when { in the same PLMN, the UE enters a cell which provides normal service and belongs to a tracking area not in the list of "forbidden tracking areas for roaming" }

    then { the UE attempts to attach with IMSI }

            }

(4)

with { the UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for roaming"}

ensure that {

  when { there are cells in the same PLMN and other PLMN that provide normal service and belong to tracking areas not in the list of "forbidden tracking areas for roaming" }

    then { UE attempts to attach to the cell in the same PLMN }

            }

NOTE: TP 4 is applicable only for Multi PLMN environment

(5)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the list of "forbidden tracking areas for roaming" contains more than one TAI}

ensure that {

  when { UE re-selects a cell that belongs to one of the TAIs in the list of "forbidden tracking areas for roaming" }

    then { UE does not attempt to attach }

            }

(6)

with { UE is switched off }

ensure that {

  when { UE is powered on in the cell belonging to the TAI which was in the list of "forbidden tracking areas for roaming" before the UE was switched off }

    then { UE attempts to attach }

            } 

9.2.1.1.17.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.3.2, 5.5.1.2.2 and 5.5.1.2.5, and in TS 36.304 clause 5.2.4.4.

[TS 24.301, clause 5.3.2]

The UE shall store a list of "forbidden tracking areas for roaming", as well as a list of "forbidden tracking areas for regional provision of service". These lists shall be erased when the UE is switched off or when the UICC containing the USIM is removed, and periodically (with a period in the range 12 to 24 hours). 

...

In S1 mode, the UE shall update the suitable list whenever an ATTACH REJECT, TRACKING AREA UPDATE REJECT, SERVICE REJECT or DETACH REQUEST message is received with the EMM cause #12 "tracking area not allowed", #13 "roaming not allowed in this tracking area", or #15 "no suitable cells in tracking area".

Each list shall accommodate 40 or more TAIs. When the list is full and a new entry has to be inserted, the oldest entry shall be deleted.

...

[TS 24.301, clause 5.5.1.2.2]

In state EMM-DEREGISTERED, the UE initiates the attach procedure by sending an ATTACH REQUEST message to the MME, starting timer T3410 and entering state EMM-REGISTERED-INITIATED (see example in figure 5.5.1.2.2.1).

...

If the UE supports neither A/Gb mode nor Iu mode, the UE shall handle the Old GUTI or IMSI IE in the ATTACH REQUEST message as follows:

-
The UE shall include in the ATTACH REQUEST message a valid GUTI together with the last visited registered TAI, if available. If there is no valid GUTI available, the UE shall include the IMSI in the ATTACH REQUEST message.

If the UE supports A/Gb mode or Iu mode, the UE shall handle the Old GUTI or IMSI IE as follows:

...

-
If the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI or IMSI IE.

...

-
Otherwise the UE shall include the IMSI in the Old GUTI or IMSI IE.

…

The UE shall send the ATTACH REQUEST message together with a PDN CONNECTIVITY REQUEST message contained in the ESM message container information element to request PDN connectivity.

...

[TS 24.301, clause 5.5.1.2.5]

If the attach request cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including an appropriate EMM cause value. 

...

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the EMM cause value received.

...

#15
(No suitable cells in tracking area);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI and KSI. Additionally, the UE shall reset the attach attempt counter.


In S1 mode, the UE shall store the current TAI in the list of "forbidden tracking areas for roaming" and enter the state EMM-DEREGISTERED.LIMITED-SERVICE. The UE shall search for a suitable cell in another tracking area or in another location area in the same PLMN according to 3GPP TS 36.304 [21].

...

[TS 36.304 subclause 5.2.4.4]

...

If the highest ranked cell is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

...

9.2.1.1.17.3
Test description

9.2.1.1.17.3.1
Pre-test conditions

System Simulator:

-
cell I, , cell K, cell L and if (px_SinglePLMN_Tested = MultiPLMN) cell J are configured according to table 6.3.2.2-1 in TS 36.508 [18] (maximum 3 cells are simultaneously active):

-
cell I and cell K (visited PLMN, same TA);

- 
cell L (same visited PLMN, another TA);

-
If (px_SinglePLMN_Tested = Multi PLMN) cell J (another VPLMN).

NOTE:
Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12 am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell I using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.17.3.2
Test procedure sequence

Table 9.2.1.1.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell I as the "Serving cell",

Cell K as a "Suitable Neighbour intrafrequency cell",

Cell L as a "Non-Suitable Off cell",

If present, Cell J as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message. 
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message, 

EMM cause = “No suitable cells in tracking area”.

(The list of “forbidden tracking areas for roaming” in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell I or Cell K?
	-->
	ATTACH REQUEST
	1
	F

	7
	The SS reconfigures:

Cell I as a "Suitable neighbour intrafrequency cell",

Cell K as the "Serving cell",

Cell L as a "Non-Suitable Off cell",

If present, Cell J as a "Non-Suitable Off cell ".
	- 
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on Cell K or Cell I?
	-->
	ATTACH REQUEST
	2
	F

	8A
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	- 
	-
	-
	-

	9
	The SS reconfigures:

Cell I as a " Serving cell",

Cell K is the " Non-Suitable Off cell ",

Cell L as a "Non-Suitable Off cell",

If present, Cell J as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	9A
	The UE is brought back to operation or the USIM is inserted.
	
	
	
	

	9B
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message. 
	-->
	ATTACH REQUEST
	-
	-

	9C
	The SS reconfigures:

Cell I as a "Suitable Neighbour intrafrequency cell",

Cell L as a " Serving  cell",

If present, Cell J as a "Suitable Neighbour intrafrequency cell”.
	- 
	-
	
	

	9Ca1-9Ca4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	9D
	The SS transmits an ATTACH REJECT message, 

EMM cause = “No suitable cells in tracking area”.

(The list of “forbidden tracking areas for roaming” in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	9E
	The SS releases the RRC connection.
	- 
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified on Cell L? 
	-->
	ATTACH REQUEST
	3, 4
	P

	10a1-10a4
	Steps 5 to 8 from procedure 4.5.2.3 in TS 36.508.
	
	
	
	

	11
	The SS transmits an ATTACH REJECT message, EMM cause = “No suitable cells in tracking area”.

(The list of “forbidden tracking areas for roaming” in the UE should now contain TAI-9 and TAI-11)
	<--
	ATTACH REJECT
	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	The SS reconfigures:

Cell I as the "Serving cell".

Cell K as a “Non-Suitable Off cell”,

Cell L as a " Suitable Neighbour intrafrequency cell",

If present, Cell J as a "Non-Suitable Off cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell I unless explicitly stated otherwise.
	-
	-
	-
	-

	14
	Check: Does the UE transmit the ATTACH REQUEST message in the next 30 seconds? 
	-->
	ATTACH REQUEST
	5
	F

	15
	If possible (see ICS) switch off is performed. Otherwise the power is removed.
	-
	-
	-
	-

	16
	The UE is brought back to operation.
	-
	-
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? 
	-->
	ATTACH REQUEST
	6
	P

	19-31
	The  attach procedure is completed and the RRC connection released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.17.3.3
Specific message contents
Table 9.2.1.1.17.3.3-1: Message ATTACH REJECT (step 4 and 11 Table 9.2.1.1.17.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-3

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	EMM cause
	0000 1111 
	#15 “No suitable cells in tracking area” 
	

	ESM message container
	Not present 
	
	


Table 9.2.1.1.17.3.3-2: Message ATTACH REQUEST (step 10 Table 9.2.1.1.17.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	111
	"No key is available"
	

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted after receiving ATTACH REJECT at step 4; only IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted after receiving ATTACH REJECT at step 4.
	


 [TEXT SKIPPED]

9.2.1.1.23
Attach / Abnormal case / Repeated rejects for network failures

9.2.1.1.23.1
Test Purpose (TP)

(1)

with { UE having valid GUTI, has sent an ATTACH REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to #17 or #22 and attach attempt counter is less than 5}

    then { UE starts timer T3411 and shall not delete stored GUTI }

    when { Timer T3411 expires}

    then { UE restarts attach procedure }

}

(2)

with { UE having valid GUTI, has sent an ATTACH REQUEST message }

ensure that {

  when { UE receives an ATTACH REJECT message with the reject cause set to #22 and attempt counter is set to 5}

    then { the UE stops attach attempts and starts timer T3402, shall delete stored GUTI }

}

NOTE: Only representative coverage for various abnormal reject causes is provided.

9.2.1.1.23.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.5, 5.5.1.2.6, 9.9.3.9 & 10.2

[TS 24.301, clause 5.5.1.2.5]

If the attach request cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including an appropriate EMM cause value. If the attach procedure fails due to a default EPS bearer setup failure, an ESM procedure failure, or operator determined barring is applied on default EPS bearer context activation during attach procedure, the MME shall combine the ATTACH REJECT message with a PDN CONNECTIVITY REJECT message contained in the ESM message container information element. In this case the EMM cause value in the ATTACH REJECT message shall be set to #19 "ESM failure".

Upon receiving the ATTACH REJECT message, the UE shall stop timer T3410 and take the following actions depending on the EMM cause value received.

...

Other values are considered as abnormal cases. The behaviour of the UE in those cases is specified in subclause 5.5.1.2.6.

[TS 24.301, clause 5.5.1.2.6]

The following abnormal cases can be identified:

…

d)
ATTACH REJECT, other EMM cause values than those treated in subclause 5.5.1.2.5


Upon reception of the EMM cause #19, "ESM failure", the UE may set the attach attempt counter to 5. Upon reception of the EMM causes #95, #96, #97, #99 and #111 the UE should set the attach attempt counter to 5.


The UE shall proceed as described below.

…

For the cases b, c, and d the UE shall proceed as follows:

-
Timer T3410 shall be stopped if still running. The attach attempt counter shall be incremented, unless it was already set to 5.

If the attach attempt counter is less than 5:

· timer T3411 is started and the state is changed to EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH. When timer T3411 expires the attach procedure shall be restarted.

If the attach attempt counter is equal to 5:

-
the UE shall delete any GUTI, TAI list, last visited registered TAI, list of equivalent PLMNs and KSI, shall set the update status to EU2 NOT UPDATED, and shall start timer T3402. The state is changed to EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH or optionally to EMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal attach procedure fails and the attach attempt counter is equal to 5.

[TS 24.301, clause 9.9.3.9]

Table 9.9.3.9.1: EMM cause information element

	Cause value (octet 2)

	

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	...

	0
	0
	0
	1
	0
	0
	0
	1
	
	Network failure

	0
	0
	0
	1
	0
	0
	1
	0
	
	CS domain not available

	0
	0
	0
	1
	0
	0
	1
	1
	
	ESM failure

	0
	0
	0
	1
	0
	1
	0
	0
	
	MAC failure

	0
	0
	0
	1
	0
	1
	0
	1
	
	Synch failure

	0
	0
	0
	1
	0
	1
	1
	0
	
	Congestion

	0
	0
	0
	1
	0
	1
	1
	1
	
	UE security capabilities mismatch

	
	
	
	
	
	
	
	
	
	...

	Any other value received by the mobile station shall be treated as 0110 1111, "protocol error, unspecified". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".


[TS 24.301, clause 10.2]

Table 10.2.1: EPS mobility management timers – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3402
	Default 12 min.

NOTE 1
	EMM-DEREGISTERED

EMM-REGISTERED
	At attach failure and the attempt counter is equal to 5.

At tracking area updating failure and the attempt counter is equal to 5.
	ATTACH REQUEST sent

TRACKING AREA UPDATE REQUEST sent
	Initiation of the attach procedure or TAU procedure

	…
	
	
	
	
	

	T3410
	15s
	EMM-REGISTERED-INITIATED
	ATTACH REQUEST sent
	ATTACH ACCEPT received

ATTACH REJECT received
	Start T3411 or T3402 as described in subclause 5.5.1.2.6

	T3411
	10s
	EMM-DEREGISTERED. ATTEMPTING-TO-ATTACH

EMM-REGISTERED. ATTEMPTING-TO-UPDATE
	At attach failure due to lower layer failure, T3410 timeout or attach rejected with other EMM cause values than those treated in subclause 5.5.1.2.5.

At tracking area updating failure due to lower layer failure, T3430 timeout or TAU rejected with other EMM cause values than those treated in subclause 5.5.3.2.5.
	ATTACH REQUEST sent

TRACKING AREA UPDATE REQUEST sent
	Retransmission of the ATTACH REQUEST or TRACKING AREA UPDATE REQUEST

	…
	
	
	
	
	

	Note 1:
The default value of this timer is used if the network does not indicate another value in an EMM signalling procedure.


9.2.1.1.23.3
Test description

9.2.1.1.23.3.1
Pre-test conditions

System Simulator:

-
cell A.

NOTE:
T3402 is set to default (12 min.).

UE:

-
the UE is configured to initiate EPS attach

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.23.3.2
Test procedure sequence

Table 9.2.1.1.23.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 1)
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an ATTACH REJECT message, EMM cause = Network failure (#17)
	<--
	ATTACH REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	The SS waits 10 seconds (T3411).
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message? (Attach attempt counter = 2)
	-->
	ATTACH REQUEST
	1
	P

	7
	The SS transmits an ATTACH REJECT message, EMM cause = Network failure (#17)
	<--
	ATTACH REJECT
	-
	-

	8
	The SS releases the RRC connection.
	-
	-
	-
	-

	9
	The SS waits 10 seconds (T3411).
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message? (Attach attempt counter = 3)
	-->
	ATTACH REQUEST
	1
	P

	11
	The SS transmits an ATTACH REJECT message, EMM cause = Congestion (#22)
	<--
	ATTACH REJECT
	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-

	13
	The SS waits 10 seconds (T3411).
	-
	-
	-
	-

	14
	Check: Does the UE transmit an ATTACH REQUEST message? (Attach attempt counter = 4)
	-->
	ATTACH REQUEST
	-
	-

	15
	The SS transmits an ATTACH REJECT message, EMM cause = Congestion (#22)
	<--
	ATTACH REJECT
	-
	-

	16
	The SS releases the RRC connection.
	-
	-
	-
	-

	17
	The SS waits 10 seconds (T3411).
	-
	-
	-
	-

	18
	Check: Does the UE transmit an ATTACH REQUEST message? (Attach attempt counter = 5)
	-->
	ATTACH REQUEST
	1
	P

	19
	The SS transmits an ATTACH REJECT message, EMM cause = Congestion (#22)
	<--
	ATTACH REJECT
	-
	-

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	The SS waits 12 minutes (default value of T3402).
	-
	-
	-
	-

	22
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	23-36 b1
	The attach procedure is completed by executing steps 5 to 18b1 ofthe UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.23.3.3
Specific message contents

Table 9.2.1.1.23.3.3-1: Message ATTACH REQUEST (step 2, 6, 10 &14 Table 9.2.1.1.23.2-1)

	Derivation path: TS 36.508 table 4.7.2.-4

	Information Element
	Value/Remark
	Comment
	Condition

	NAS key set identifier
	Any allowed value other than '111'B
	"Stored key is available"
	

	Old GUTI or IMSI
	GUTI-1
	As stored in USIM
	

	Last visited registered TAI
	TAI-1
	Stored TAI.
	


Table 9.2.1.1.23.3.3-2: Message ATTACH REJECT (steps 3 & 7 Table 9.2.1.1.23.3.2-1)

	Derivation path: 36.508 table 4.7.2.3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00010001
	#17 " Network failure"
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.23.3.3-3: Message ATTACH REJECT (steps 11, 15 & 19 Table 9.2.1.1.23.3.2-1)

	Derivation path: 36.508 table 4.7.2.3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00010110
	#22 "Congestion "
	

	ESM message container
	Not present
	
	


Table 9.2.1.1.23.3.3-4: Message ATTACH REQUEST (step 22, Table 9.2.1.1.23.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2.4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	111
	"No key is available"
	

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted; only IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted.
	


[TEXT SKIPPED]
9.2.1.1.29
Attach / Rejected / IMEI not accepted

9.2.1.1.29.1
Test Purpose (TP)

(1)

with { the UE has sent an ATTACH REQUEST for emergency bearer services }

ensure that {

  when { the UE receives an ATTACH REJECT message with the EMM cause set to “IMEI not accepted” }

    then { UE enters state EMM-DEREGISTERED }

        }
9.2.1.1.29.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.1.2.5A.

[TS 24.301, clause 5.5.1.2.5A]

If the attach request for emergency bearer services cannot be accepted by the network, the MME shall send an ATTACH REJECT message to the UE including EMM cause #5 "IMEI not accepted" or one of the EMM cause values as described in subclause 5.5.1.2.5.
NOTE:
If EMM cause #11 is sent to a UE of a roaming subscriber attaching for emergency bearer services and the UE is in automatic network selection mode, it cannot obtain normal service provided by this PLMN.
Upon receiving the ATTACH REJECT message including EMM cause #5, the UE shall enter the state EMM-DEREGISTERED.NO-IMSI.

…

9.2.1.1.29.3
Test description

9.2.1.1.29.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B:

-
Cell A and Cell B (home PLMN, different TAs),

UE:
·  Without a valid USIM inserted
Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].
9.2.1.1.29.3.2
Test procedure sequence

Table 9.2.1.1.29.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- cell A as the "Serving cell".

- cell B as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on without a USIM inserted.
	-
	-
	-
	-

	3
	Causes the UE originate an emergency bearer service (Note1).
	-
	-
	-
	-

	4
	The UE transmits an ATTACH REQUEST message to attach for emergency bearer services, including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	5
	The SS transmits an ATTACH REJECT message with EMM cause = " IMEI not accepted " as specified.
	<--
	ATTACH REJECT
	-
	-

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	7
	The SS configures:

- Cell A as a "Non-Suitable cell".

- Cell B as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?

Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA
	-->
	ATTACH REQUEST
	1
	F

	Note 1:
The request to originate a emergency service may be performed by MMI or AT command.


9.2.1.1.29.3.3
Specific message contents

Table 9.2.1.1.29.3.3-1: Message ATTACH REJECT (steps 5, Table 9.2.1.1.29.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	
	
	
	

	EMM cause
	00000101
	"#5 IMEI not accepted "
	

	ESM message container
	Not present
	
	


[TEXT SKIPPED]
9.2.2.1.10
UE initiated detach / Mapped security context

9.2.2.1.10.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state }

ensure that {

  when { the UE sent the last DETACH REQUEST }

   then { the UE delete the mapped security context }

            }

9.2.2.1.10.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.1 and 5.5.3.3.2. Unless otherwise stated these are rel-8 requirements.

[TS 24.301, clause 5.5.2.1]

Upon successful completion of the detach procedure, if the UE and the MME enter the EMM-DEREGISTERED state, the UE and the MME shall delete any mapped EPS security context or partial native EPS security context.

[Rel-12]

[TS 24.301, clause 5.5.3.3.2]

The UE operating in CS/PS mode 1 or CS/PS mode 2, in state EMM-REGISTERED, shall initiate the combined tracking area updating procedure:

…

d)
when the UE performs an intersystem change from A/Gb or Iu mode to S1 mode, and the UE previously either performed a combined GPRS attach procedure, an IMSI attach procedure, a location area updating procedure or a combined routing area updating procedure, in A/Gb or Iu mode, or moved to A/Gb or Iu mode from S1 mode through an SRVCC handover or moved to Iu mode from S1 mode through an vSRVCC handover. In this case the EPS update type IE shall be set to "combined TA/LA updating with IMSI attach";

9.2.2.1.10.3
Test description

9.2.2.1.10.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell 5.

-
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cell;

UE:

None.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.2.1.10.3.2
Test procedure sequence

Table 9.2.2.1.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U -S
	Message
	
	

	-
	The SS configures:

- Cell 5 as a "Non-Suitable Off cell".

- Cell A as the "Serving cell".
	-
	-
	-
	-

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an ATTACH REJECT message with EMM cause = "EPS services and non-EPS services not allowed" as specified.
	<--
	ATTACH REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	6
	The SS configures:

- Cell A as a "Non-Suitable Off cell".

- Cell 5 as the "Serving cell".
	-
	-
	-
	-

	7
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	8
	The UE transmits an ATTACH REQUEST message on Cell 5
	-->
	ATTACH REQUEST
	
	

	9
	The SS transmits an AUTHENTICATION AND CIPHERING REQUEST message.
	<--
	AUTHENTICATION AND CIPHERING REQUEST
	
	

	10
	The UE transmits an AUTHENTICATION AND CIPHERING RESPONSE message.
	-->
	AUTHENTICATION AND CIPHERING RESPONSE
	
	

	11
	SS responds with ATTACH ACCEPT message including P-TMSI-1 and RAI-1.
	<--
	ATTACH ACCEPT
	-
	-

	12
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	12A
	The SS releases the RRC connection.
	-
	-
	-
	-

	12B
	Generic test procedure in TS 36.508 subclause 4.5A.3A.2 is performed
	-
	-
	-
	-

	13
	The activation of a PDP context is triggered by MMI or AT command.
	-
	-
	-
	-

	14
	Generic test procedure in TS 34.108 subclause 7.2.4.2.3 is performed on Cell 5.

NOTE: The UE performs Radio Bearer Establishment in a UTRAN cell.
	-
	-
	-
	-

	15
	The SS releases the RRC connection.
	-
	-
	-
	-

	16
	The SS configures:

- Cell A as the "Serving cell".

- Cell 5 as a "Non-Suitable cell".
	-
	-
	-
	-

	17 - 24
	Generic test procedure in TS 36.508 subclause 6.4.2.7A-1 is performed. (step 1 to 8)
	-
	-
	-
	-

	-
	Exception: Steps 24A to 24Aa5/24Ab1 describe optional behaviour that depend on the UE capability.
	-
	-
	-
	-

	24A
	If pc_IMS = TRUE SS starts 10s timer
	-
	-
	-
	-

	24Aa1
	The UE establishes an RRC connection and transmits a SERVICE REQUEST message
	-
	-
	-
	-

	24Aa2
	The SS establishes SRB2 and DRB
	-
	-
	-
	-

	24Aa3
	If MULTI-PDN = TRUE the UE executes the generic procedure for establishment of additional PDN connectivity defined in TS 36.508 4.5A.16.3.
	-
	-
	-
	-

	24Aa4
	The UE performs IMS registration using the generic procedure defined in 34.229-1 [35] Annex C.2 steps 4-11.
	-
	-
	-
	-

	24Aa5
	The SS releases the RRC connection
	-
	-
	-
	-

	24Ab1
	The 10s timer expires
	-
	-
	-
	-

	25
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 25 describes behaviour that depends on the UE capability.
	
	
	
	

	26
	If pc_SwitchOnOff or pc_USIM_Removal then UE send DETACH REQUEST message.
	-->
	DETACH REQUEST
	-
	-

	27
	The SS configures:

- Cell A as the "Serving cell".

- Cell 5 as a "Non-Suitable Off cell".
	-
	-
	-
	-

	28
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	-
	The following messages shall be received on cell A.
	-
	-
	-
	-

	29
	Cause UE to initiate attach

Check: Does the UE send ATTACH REQUEST message
	-->
	ATTACH REQUEST
	1
	P

	30-43b1
	The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.2.1.10.3.3
Specific message contents

Table 9.2.1.1.10.3.3-1: Message ATTACH REJECT (step 3, Table 9.2.2.1.10.3.2-1)

	Derivation path: 36.508 table 4.7.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	 
	
	
	

	EMM cause
	00001000
	#8 "EPS services and non-EPS services not allowed"
	

	ESM message container
	Not present
	
	


Table 9.2.2.1.10.3.3-2: ATTACH REQUEST (step 29, Table 9.2.2.1.10.3.2-1)

	

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	‘111’
	no key is available
	


[END OF CHANGE]
