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	Reason for change:
	Note 3 of the test configuration tables in 2DL contiguous CA Rx tests saids only the first of those which have the same NRB_agg is tested. 
Note 3 : If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.
If new test configurations are introduced before those with the same NRB_agg, test configurations for exsiting CA band combination can be changed. As there is no clear guidline or rule when to add new test configuration, above issue could happen.

e.g.) Introduction of CA_70C (R5-168845) to 7.3A.2.4 caused the change of test configuration for CA_2C, 3C, 39C, 41C etc… from 100+25RB to 25RB+100RB 

The root cause is that tested configurations are depending on the order of the test configuration table. To eliminate such dependency, wording in the Note 3 is proposed to be changed that the one with maximum NRB PCC shall be tested when multiple CC BW configurations are supported for the same NRB_agg.
The basis for selecting the maximum PCC NRB is : 

· Minimum requiements such as Table 7.3A.0-2 saids “In case a CA configuration consists of CC channel bandwidths which are unequal in bandwidth the PCC channel bandwidth shall be the larger one for reference sensitivity test”
· 3CA tests specify the rule for PCC BW selection as “maximum NRB_PCC and then select maximum NRB_SCC1 for the chosen NRB_PCC”(e.g. Table 7.3A.5.4.1-1, Note 9). If 2CA tests are not conform to this rule, that means fallback CA mode is not tested properly.
Also, there are some missing or unncessesary test configurations.

	
	

	Summary of change:
	For Tables 7.3A.1.4.1-1, 7.4A.1.4.1-1, 7.4A.1_H.4.1-1, 7.5A.1.4.1-1, 7.6.1A.1.4.1-1, 7.6.2A.1.4.1-1, 7.6.3A.1.4.1-1, 7.8.1A.1.4.1-1 : 

· Added CA_8B Lowest NRB(50+25) 
· Added CA_8B Highest NRB(50+50) 

· Added CA_41C BCS3 Lowest NRB(50+100) 

· Added CA_7C BCS2 Lowest NRB(75+50) 
· 25+50(NRB_alloc 8, 25, 75), 50+50(NRB_alloc 12, 50, 100), 100+50(NRB_alloc 50), 100+75(NRB_alloc 50, 75) are all removed as no CA configuration refers them.
· Note 3 is changed so that maximum PCC NRB is selected. Following CA band combinations are affected by this change.

75+75 -> 100+50
CA_7C BCS1 Lowest NRB
CA_40C BCS0, 1 Lowest NRB
CA_41C BCS0, 2 Lowest NRB 
CA_42C BCS1 Lowest NRB

For Tables 7.3A.2.4.1-1, 7.4A.2.4.1-1, 7.4A.2_H.4.1-1, 7.5A.2.4.1-1, 7.6.1A.2.4.1-1, 7.6.2A.2.4.1-1, 7.6.3A.2.4.1-1, 7.8.1A.2.4.1-1 :

· Added CA_66B Lowest NRB(25+25) 
· Added CA_7B Lowest&Highest, CA_66B Highest(75+25) 
· 100+50(NRB_alloc 50) is removed as no CA configuration refers it.
· 75+50 is added for CA_70C. Note 4 is also added(only in 7.6.2A.2)
· Note 3 is changed so that maximum PCC NRB is selected. Following CA band combinations are affected by this change.
25+100 -> 100+25

CA_2C Lowest NRB

CA_3C Lowest NRB
CA_39C Lowest NRB

CA_41C BCS1 Lowest NRB
CA_42C BCS0 Lowest NRB

CA_66C Lowest NRB
50+50 -> 75+25

CA_66B Highest NRB

50+75 -> 75+50

CA_7C BCS2 Lowest NRB

75+75 -> 100+50

CA_7C BCS1 Lowest NRB

CA_40C BCS0, 1 Lowest NRB

CA_41C BCS0, 2 Lowest NRB 
CA_42C BCS1 Lowest NRB
All the test configurations are sorted in the ascending order of PCC NRB for readability.
For Tables 7.8.1A.1.4.1-1 :

R5-172394 table refarence correction is merged.

	
	

	Consequences if not approved:
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	Other comments:
	Same kind of change for Tx tests are required.
This CR is outcome of 1 revision of R5-172654.

R1 : R5-172394 table refarence correction is merged, Add Bureau Veritas as co-source.


<< Unchanged sections omitted >>
7.3A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3A.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.3A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	C: Low range, High range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	
	
	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-2 for UE supporting two uplink carriers is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure group A.32 as appropriate.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1, and C.3.1, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL and DL Reference Measurement channels are set according to Table 7.3A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.3A.1.4.3.

<< Unchanged sections omitted >>
7.3A.2.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.2.4.1-1.
Table 7.3A.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Low range, High range

C: Low range, High range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-
	-
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	-
	-
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-
	-
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.4A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.4A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.4A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	50
	25
	64-QAM
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	64-QAM
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	64-QAM
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	50
	64-QAM
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	64-QAM 
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	64-QAM 
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	64-QAM 
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	64QAM
	100+25
	QPSK
	50
	P_50@0
	S_0@0

	100
	25
	64-QAM
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	
	
	
	
	
	
	
	

	100
	50
	64-QAM
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	64-QAM 
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	100
	75
	64-QAM
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	64-QAM
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	64-QAM 
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	64-QAM 
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	64-QAM 
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.32 as appropriate if the UE supports 2 Rx antennas or Figure A.80 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] clause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1

4.
The UL and DL Reference Measurement channels are set according to Table 7.4A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.4A.1.4.3.

<< Unchanged sections omitted >>
7.4A.1_H.4.1
Initial conditions

Same initial conditions as in clause 7.4A.1.4.1 with the following exceptions:

-
Instead of Table 7.4A.1.4.1-1, use Table 7.4A.1_H.4.1-1.

Table 7.4A.1_H.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	50
	25
	256-QAM
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	256-QAM
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	256-QAM
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	50
	256-QAM
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	256-QAM 
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	256-QAM 
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	256-QAM 
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	256-QAM
	100+25
	QPSK
	50
	P_50@0
	S_0@0

	100
	25
	256-QAM
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	
	
	
	
	
	
	
	

	100
	50
	256-QAM
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	256-QAM 
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	100
	75
	256-QAM
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	256-QAM
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	256-QAM 
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	256-QAM 
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	256-QAM 
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


<< Unchanged sections omitted >>
7.4A.2.4.1
Initial conditions

Same initial conditions as in clause 7.4A.1.4.1 with the following exceptions:

-
Instead of Table 7.4A.1.4.1-1 ( use Table 7.4A.2.4.1-1.

-
Instead of clause 7.4A.1.4.3 ( use clause 7.4A.2.4.3.

Table 7.4A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	64-QAM 
	6+25
	QPSK
	6
	P_6@0
	NA

	15
	50
	64-QAM
	15+50
	QPSK
	15
	P_15@0
	NA

	25
	25
	64-QAM
	25+25
	QPSK
	20
	P_20@0
	NA

	25
	25
	64-QAM
	25+25
	QPSK
	25
	P_25@0
	NA

	25
	50
	64-QAM
	25+50
	QPSK
	20
	P_20@0
	NA

	25
	100
	64-QAM
	25+100
	QPSK
	25
	P_25@0
	NA

	50
	25
	64-QAM
	50+25
	QPSK
	25
	P_25@25
	NA

	50
	50
	64-QAM
	50+50
	QPSK
	25
	P_25@25
	NA

	50
	50
	64-QAM
	50+50
	QPSK
	50
	P_50@0
	NA

	50
	75
	64-QAM
	50+75
	QPSK
	50
	P_50@0
	NA

	75
	25
	64-QAM 
	75+25
	QPSK
	75
	P_75@0
	NA

	75
	50
	64-QAM 
	75+50
	QPSK
	75
	P_75@0
	NA

	75
	75
	64-QAM 
	75+75
	QPSK
	75
	P_75@0
	NA

	100
	25
	64-QAM
	100+25
	QPSK
	50
	P_50@50
	NA

	100
	25
	64-QAM
	100+25
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	100
	50
	64-QAM 
	100+50
	QPSK
	75
	P_75@25
	NA

	100
	50
	64-QAM 
	100+50
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	100
	75
	64-QAM
	100+75
	QPSK
	100
	P_100@0
	NA

	100
	100
	64-QAM 
	100+100
	QPSK
	50
	P_50@50
	NA

	100
	100
	64-QAM 
	100+100
	QPSK
	75
	P_75@25
	NA

	100
	100
	64-QAM 
	100+100
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.4A.2_H.4.1
Initial conditions

Same initial conditions as in clause 7.4A.2.4.1 with the following exceptions:

-
Instead of Table 7.4A.2.4.1-1, use Table 7.4A.2_H.4.1-1.

-
Instead of clause 7.4A.2.4.3, use clause 7.4A.2_H.4.3.

Table 7.4A.2_H.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range
C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	256-QAM
	6+25
	QPSK
	6
	P_6@0
	NA

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	15
	50
	256-QAM
	15+50
	QPSK
	15
	P_15@0
	NA

	25
	25
	256-QAM
	25+25
	QPSK
	20
	P_20@0
	NA

	25
	25
	256-QAM
	25+25
	QPSK
	25
	P_25@0
	NA

	25
	50
	256-QAM
	25+50
	QPSK
	20
	P_20@0
	NA

	
	
	
	
	
	
	
	

	25
	100
	256-QAM
	25+100
	QPSK
	25
	P_25@0
	NA

	50
	25
	256-QAM
	50+25
	QPSK
	25
	P_25@25
	NA

	50
	50
	256-QAM
	50+50
	QPSK
	25
	P_25@25
	NA

	50
	50
	256-QAM
	50+50
	QPSK
	50
	P_50@0
	NA

	50
	75
	256-QAM
	50+75
	QPSK
	50
	P_50@0
	NA

	75
	25
	256-QAM
	75+25
	QPSK
	75
	P_75@0
	NA

	75
	50
	256-QAM
	75+50
	QPSK
	75
	P_75@0
	NA

	75
	75
	256-QAM 
	75+75
	QPSK
	75
	P_75@0
	NA

	100
	25
	256-QAM
	100+25
	QPSK
	50
	P_50@50
	NA

	100
	25
	256-QAM
	100+25
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	100
	50
	256-QAM
	100+50
	QPSK
	75
	P_75@25
	NA

	100
	50
	256-QAM
	100+50
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	100
	75
	256-QAM
	100+75
	QPSK
	100
	P_100@0
	NA

	100
	100
	256-QAM
	100+100
	QPSK
	50
	P_50@50
	NA

	100
	100
	256-QAM
	100+100
	QPSK
	75
	P_75@25
	NA

	100
	100
	256-QAM
	100+100
	QPSK
	100
	P_100@0
	NA

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.5A.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.5A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	
	
	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier and to table 7.3A.0-2 for UE supporting two uplink carriers are tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS and interfering source to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] clause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0. 

4.
The UL and DL Reference Measurement channels are set according to Table 7.5A.1.4.1-1.

5,
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.5A.1.4.3.

<< Unchanged sections omitted >>
7.5A.2.4.1
Initial conditions

Same as in clause 7.5A.1.4.1 with the following exceptions:

-
Instead of Table 7.5A.1.4.1-1( use Table 7.5A.2.4.1-1.
-
Instead of clause 7.5A.1.4.3 ( use clause 7.5A.2.4.3.

Table 7.5A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] clause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] clause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in clause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-
	-
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	-
	-
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-
	-
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.6.1A.1.4
Test Description

7.6.1A.1.4.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.6.1A.1.4.1-1. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.6.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are for PCC initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.6.1A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.6.1A.1.4.3.

<< Unchanged sections omitted >>
7.6.1A.2.4.1
Initial Conditions

Same initial conditions as in clause 7.6.1A.1.4.1 with the following exceptions:

-
Instead of Table 7.6.1A.1.4.1-1 ( use Table 7.6.1A.2.4.1-1.

-
Instead of clause 7.6.1A.1.4.3 ( use clause 7.6.1A.2.4.3.

Table 7.6.1A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-

	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P 100@0
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.6.2A.1.4
Test Description

7.6.2A.1.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.6.2A.1.4.1-1. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.6.2A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1

4.
The UL and DL Reference Measurement channels are set according to Table 7.6.2A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.6.2A.1.4.3.
<< Unchanged sections omitted >>
7.6.2A.2.4.1
Initial Conditions

Same initial conditions as in clause 7.6.2A.1.4.1 with the following exceptions:

-
Instead of Table 7.6.2A.1.4.1-1 ( use Table 7.6.2A.2.4.1-1.

-
Instead of clause 7.6.2A.1.4.3 ( use clause 7.6.2A.2.4.3.

Table 7.6.2A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@0
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@0
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P 100@0
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C 75+50 shall be tested.


<< Unchanged sections omitted >>
7.6.3A.1.4
Test Description

7.6.3A.1.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E‑UTRA CA configurations specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 7.6.3A.1.4.1-1. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 7.6.3A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	C: Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0

	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0

	100
	75
	QPSK
	100+75
	QPSK
	50
	P_50@0
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3A.0-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are for PCC initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1. 

4.
The UL and DL Reference Measurement channels are set according to Table 7.6.3A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.6.3A.1.4.3.
<< Unchanged sections omitted >>
7.6.3A.2.4.1
Initial Conditions
Same initial conditions as in clause 7.6.3A.1.4.1 with the following exceptions:

-
instead of Table 7.6.3A.1.4.1-1 ( use Table 7.6.3A.2.4.1-1.

-
Instead of clause 7.6.3A.1.4.3 ( use clause 7.6.3A.2.4.3.

Table 7.6.3A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg
Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC
NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-

	
	
	
	
	
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@75
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P 100@0
	-

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA Configuration only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per CA Configuration Test CC combination.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


<< Unchanged sections omitted >>
7.8.1A.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.8.1A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.8.1A.1.4.1-1: Test Configuration Table

	

	

	

	

	

	
	


	

	
	
	

	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	




	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Lowest NRB_agg, Highest NRB_agg

(Note 3)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCC

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	S_0@0
	-
	-

	50
	100
	QPSK
	50+100
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	S_0@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	129
	P_75@0
	S_54@0
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	125
	P_100@0
	S_25@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	S_0@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3A.0-1 is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.


1.
Connect the SS and interfering sources to the UE antenna connectors as shown in TS 36.508 [7] Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
The UL and DL Reference Measurement channels are set according to Table 7.8.1A.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.8.1.1A.4.3.

<< Unchanged sections omitted >>
7.8.1A.2.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.8.1A.2.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.8.1A.2.4.1-1: Test Configuration Table

	

	

	

	

	


	
	


	

	
	
	

	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	





	Initial Conditions

	Test Environment as specified in 

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2
	B: Mid range

C: Mid range (Note 4)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE
	Lowest NRB_agg, Highest NRB_agg

(Notes 3, 4)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	QPSK
	6+25
	QPSK
	6
	P_6@0
	-
	-
	-

	15
	50
	QPSK
	15+50
	QPSK
	15
	P_15@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	25
	QPSK
	25+25
	QPSK
	25
	P_25@0
	-
	-
	-

	25
	50
	QPSK
	25+50
	QPSK
	20
	P_20@0
	-
	-
	-

	25
	100
	QPSK
	25+100
	QPSK
	25
	P_25@0
	-
	-
	-

	50
	25
	QPSK
	50+25
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	25
	P_25@25
	-
	-
	-

	50
	50
	QPSK
	50+50
	QPSK
	50
	P_50@0
	-
	-
	-

	50
	75
	QPSK
	50+75
	QPSK
	50
	P_50@0
	-
	-
	-

	75
	25
	QPSK
	75+25
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	50
	QPSK
	75+50
	QPSK
	75
	P_75@0
	-
	-
	-

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	25
	QPSK
	100+25
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_100@0
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@50
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@25
	-
	-
	-

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	-
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test CA configuration.

Note 3:
If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg , only the combination with the highest NRB_PCC is tested.
Note 4:
For CA_70C all test frequency IDs shall be tested according to table 4.3.1.1.70A-1, in TS 36.508 [7].


1.
Connect the SS and interfering sources to the UE antenna connectors as shown in TS 36.508 [7] Figure group A.34 as appropriate if the UE supports 2 Rx antennas or Figure A.82 if the UE supports 4 Rx antennas in the band.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 7.8.1.2A.4.3.

<< End of changes >>
