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	Reason for change:
	CA_8A-41C has introduced to RA5 WP, but not in test spec.

	
	

	Summary of change:
	Impacted Rel-13 CA configurations: 

CA_8A-41C
Adding the test point analyses for above band combination to TR 36.905 for 3DL CA TC7.3A.5 Reference sensitivity level.
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	Other comments:
	R1:
· Correcting the WID in coversheet.

· Adding reminder attachmenets file at the end of file.

R2:

· Missing test point file

This is an update of R5-172583 and the outcome of 2 revision to this document


<< Unchanged sections omitted >>
4.2.5
Reference sensitivity level for 3DL CA
Too many clauses & Tables skipped
4.2.5.3
Intra-band contiguous + Inter-band

In this test case, there are default test points to be used unless CA configuration specific test points are over-ruling in table 4.2.5.3-1. The default rule of Low and High test frequency for the band with 2 CC and Mid test frequency for the band with 1CC, Lowest and Highest NRB_agg for the band with 2 CC and Highest NRB_agg for the band with 1 CC is chosen for any CA configuration. For CA configurations where default test points are used and 2DL fallback cases also use default test points there is no need for justification in Table 4.2.5.3-1.

Table 4.2.5.3-1: CA configuration specific test points for 3DL CA (Intra-band contiguous + Inter-band)

	CA config
	Justification
	Comments

	CA_1A-3C
	TpAnalysis3DLRefSens _CA_1A-3C.zip
	Added at RAN5#72

	CA_1C-3A
	See attachment “TpAnalysis3DLRefSens_7.3A.5(1C-3A).zip”
	Added at RAN5#74

	CA_2C-30A
	See attachment “TpAnalysis3DLRefSens_7.3A.5(2C-30A).zip
	Added at RAN5#74

	CA_3A-42C
	Exception of Test configuration for CA_3A-42C is needed and test points are selected based on RAN4 defined exception points
	Added at RAN5#68

	CA_5A-12B
	See attachment “TpAnalysis3DLRefSens_7.3A.5(5A-12B).zip”
	Added at RAN5#74

	CA_8A-41C
	See attachment “TpAnalysis3DLRefSens_7.3A.5(8A-41C).zip”
	Added at RAN5#75

	CA_8A-42C
	See attachment “TpAnalysis3DLRefSens_7.3A.5(8A-42C).zip”
	Added at RAN5#72

	CA_28A-41C
	See attachment “TpAnalysis3DLRefSens_7.3A.5(28A-41C).zip”
	Added at RAN5#71

	CA_28A-42C
	See attachment “TpAnalysis3DLRefSens_7.3A.5(28A-42C).zip”
	Added at RAN5#71

	CA_39A-41C, CA_39C-41A
	Choose Mid range for B41, choose Low, mid, high range for B39 according to the real deploy condition
	Added at RAN5#68

	CA_41A-42C
	-
	


4.2.5.4
Intra-band non-contiguous + Inter-band

<< End of changes >>
The following zipfile is attached and must be added to TS 36.905.

· TpAnalysis3DLRefSens_7.3A.5(8A-41C).zip
