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<<Start of Change>>
Table 4.0B Dual band 4C-HSDPA configurations

	Dual band 4C-HSDPA Configuration
	UL Band
	DL Band A
	Number of DL carriers in Band A
	DL Band B
	Number of DL carriers in Band B

	I-2-VIII-1
	I or VIII
	I
	2
	VIII
	1

	I-1-VIII-2
	I or VIII
	I
	1
	VIII
	2

	I-2-VIII-2
	I or VIII
	I
	2
	VIII
	2

	I-3-VIII-1
	I or VIII
	I
	3
	VIII
	1

	II-1-IV-2
	II or IV
	II
	1
	IV
	2

	II-2-IV-1
	II or IV
	II
	2
	IV
	1

	II-2-IV-2
	II or IV
	II
	2
	IV
	2

	I-1-V-2
	I or V
	I
	1
	V
	2

	I-2-V-1
	I or V
	I
	2
	V
	1

	I-2-V-2
	I or V
	I
	2
	V
	2

	II-1-V-2
	II or V
	II
	1
	V
	2

	I-1-XXXII-2
	I
	I
	1
	XXXII
	2

	I-2-XXXII-1
	I
	I
	2
	XXXII
	1

	NOTE:
Dual band 4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the DL Band A, M denotes the number DL carriers in the DL Band A, Y denotes the DL Band B, and N denotes the number of DL carriers in the DL Band B.


<<End of Change>>
