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<Start of first modified section>
J.15.1
Communication Waiting and answering the call / UE category M1
J.15.1.1
Definition
Test to verify that the MT UE correctly performs MTSI Communication Waiting. This process is described in 3GPP TS 24.615 [95]. 
J.15.1.2
Conformance requirement

As described in clause 15.27.2.

J.15.1.3
Test purpose
As described in clause 15.27.3.

J.15.1.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated the IP-CAN to the Evolved Packet Core (EPC) with SS. The UE has registered to IMS and set up the MO call according the procedures C.2 and C.21d, as described in TS 36.508 [94] table 4.5A.6.3-1,
Test procedure applicable for a category M1 UE (TS 34.229-2 [5] A.18/1 and TS 36.523-2 [nn] A.4.3.2-2A/1)

As described in clause 15.27.4, steps 1-15. Except, steps 1-8 replaced by steps in C.11d.

J.15.1.5
Test requirements

As described in clause 15.27.5.

J.15.2
Communication Waiting and cancelling the call / UE category M1
J.15.2.1
Definition
Test to verify that the UE correctly performs IMS Multimedia Telephony Communication Waiting (CW) terminal based procedure. This process is described in 3GPP TS 24.615 [95]. 

J.15.2.2
Conformance requirement

As described in clause 15.28.2.

J.15.2.3
Test purpose
As described in clause 15.28.3.

J.15.2.4
Method of test
UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated the IP-CAN to the Evolved Packet Core (EPC) with SS. The UE has registered to IMS and set up the MO call according the procedures C.2 and C.21d, as described in TS 36.508 [94] table 4.5A.6.3-1,

Test procedure applicable for a category M1 UE (TS 34.229-2 [5] A.18/1 and TS 36.523-2 [nn] A.4.3.2-2A/1)

As described in clause 15.28.4, steps 1-15. Except, steps 1-8 replaced by steps in C.11d.
J.15.2.5
Test requirements

As described in clause 15.28.5.

J.15.3
Subscription to the MWI event package / UE category M1

J.15.3.1
Definition
Test to verify that the UE is able to subscribe to MTSI message waiting notification and handle such notifications received after subscription. This process is described in 3GPP TS 24.229 [10] and TS 24.606 [107]. 

J.15.3.2
Conformance requirement

As described in clause 15.15.2.

J.15.3.3
Test purpose
As described in clause 15.15.3.

J.15.3.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated the IP-CAN to the Evolved Packet Core (EPC) with SS. The UE has registered to IMS according the procedure C.2 steps 1 to 7.
The UE is pre-configured to autonomously subscribe to the Message Waiting Indication package. The UE is configured with the public service identity of the message account. Otherwise the phone is expected to use the public identity of the user when subscribing to the Message Waiting Indication package.
Test procedure

As described in clause 15.15.4.

J.15.3.5
Test requirements

As described in clause 15.15.5.

J.15.4
Originating Identification Restriction / UE category M1
J.15.4.1
Definition
Test to verify that the UE correctly invokes the IMS Multimedia Telephony Originating Identification Restriction. This process is described in 3GPP TS 24.607 [102].

J.15.4.2
Conformance requirement

As described in clause 15.2a.2.

J.15.4.3
Test purpose
As described in clause 15.2a.3.

J.15.4.4
Method of test
Initial conditions

Same as clause J.12.1 with the following addition:

The UE is configured for Originating Identification Restriction
Test procedure

As described in clause 15.2a.4, steps 1-14. Except, steps 2-13 replaced by steps in C.21d.

J.15.4.5
Test requirements

As described in clause 15.2a.5.

J.15.5
Terminating Identification Restriction / UE category M1
J.15.5.1
Definition
Test to verify that the UE correctly invokes the IMS Multimedia Telephony Terminating Identification Restriction. This process is described in 3GPP TS 24.608 [103].

J.15.5.2
Conformance requirement

As described in clause 15.4a.2.

J.15.5.3
Test purpose
As described in clause 15.4a.3.

J.15.5.4
Method of test
Initial conditions

Same as clause J.12.2 with the following addition:

The UE is configured for Terminating Identification Restriction
Test procedure
As described in clause 15.4a.4, steps 1-16. Except, steps 1-11 and 13-16 replaced by steps in C.11d.
J.15.5.5
Test requirements

As described in clause 15.4a.5.
J.15.6
Communication forwarding on non reply: MO call initiation / UE category M1
J.15.6.1
Definition
Test to verify that the MTSI MO UE correctly handles session setup where call is being forwarded due to no reply. This process is described in 3GPP TS 24.604 [106], clauses 4.2.1, 4.5.2.1 and A.1.3 and 3GPP TS 24.229 [10], clause 9.2.3

J.15.6.2
Conformance requirement

As described in clause 15.8.2.

J.15.6.3
Test purpose
As described in clause 15.8.3.

J.15.6.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated the IP-CAN to the Evolved Packet Core (EPC) via Wireless Local Access Network (WLAN) with SS. The UE has registered to IMS according the procedure C.2.
Test procedure applicable for a category M1 UE (TS 34.229-2 [5] A.18/1 and TS 36.523-2 [nn] A.4.3.2-2A/1)

As described in clause 15.8.4, steps 1-18. Except, steps 1-9B and 12-13B replaced by steps in C.21d.

J.15.6.5
Test requirements

The UE shall send requests and responses as described in clause J.15.6.4.
J.16 to J.18
<End of modified section>
