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<Start of modified section>
I.12.1a
MO voice call / single / E-UTRA
I.12.1a.1
Definition
Test to verify that the UE correctly performs IMS mobile originated voice call setup and release over E-UTRA after having registered Multimedia Telephony and SMSoIP services as well as other RCS services using the IMS well-known APN.
I.12.1a.2
Conformance requirement

As described in clause 12.12.2, GSMA RCC.07 [145], and GSMA NG.102 [144]. Specifically:
[NG.102, clause 2.8]

The UE must support and use SIP Preconditions as described in section 2.4.1 of GSMA PRD IR.92 and section 2.4.1 of GSMA PRD IR.51 for voice and conversational video sessions.
[NG.102, clause 2.16]
For the purpose of indicating a Converged IP Communications Service to the network, the UE must use an ICSI value and/or IARI value and/or feature tag in accordance with section 5.7.1.9 of 3GPP TS 24.229 [8].
Editor’s Note: the correct clause in TS 24.229 to reference is 5.1.2A.1.1
[GSMA RCC.07, clause 2.8.1.4]:

The IMS APN shall be used to access the RCS services when the device is configured through the RCS VOLTE SINGLE REGISTRATION configuration parameter defined in section A.1.5 to use a single registration approach. 
I.12.1a.3
Test purpose

As described in clause 12.12.3. In addition:
a) to verify that the UE uses the IMS APN for initiating the voice call over E-UTRA after having registered Multimedia Telephony and SMSoIP services as well as other RCS services using the IMS well-known APN.
Editor’s Note: It is FFS which additional feature tags to require here, if any.
I.12.1a.4
Method of test

Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has discovered P-CSCF and registered to IMS services, by executing the test procedure in clause I.8.1a.4 up to the last step.
SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration (IMS security).
Test procedure

As described in clause 12.12.4
I.12.1a.5
Test requirements

The UE shall send requests and responses as described in clause I.12.1a.4.

<End of modified section>
