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4.4.4.1
Common contents of system information blocks for UTRA cells

-
System Information Block type 19

The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell.

Table 4.4.4.1-1: System Information Block type 19

	Derivation Path: 25.331 clause 11.3

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	3
	
	

	        s-PrioritySearch1
	0 (0dB)
	
	

	        s-PrioritySearch2
	Not present
	default value is 0
	

	        threshServingLow
	0 (0dB)
	
	

	      }
	
	
	

	      utran-FDD-FrequencyList SEQUENCE (SIZE(1..maxNumFDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	      utran-TDD-FrequencyList SEQUENCE (SIZE(1..maxNumTDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	    gsm-PriorityInfoList SEQUENCE (SIZE (1..maxNumGSMCellGroup)) OF SEQUENCE {}
	Not present
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	The same number of entries as the configured eutra carriers

For Signalling test cases, see table 6.3.1.7-1
	n denotes the index of the entry
	

	      earfcn[n]
	Downlink EARFCN under test

For Signalling test cases, see table 6.3.1.7-1
	
	

	      measurementBandwidth[n]
	Set according to EUTRA band ChBw in Table 5.6-1 of TS36.104.
	
	

	      priority[n]
	4
	
	

	      qRxLevMinEUTRA[n]
	-53 (-106 dBm)
	For signalling test cases
	

	
	-70 (-140 dBm)
	For RF/RRM test cases
	

	      threshXhigh[n]
	2 (4 dB)
	
	

	      threshXlow[n]
	1 (2 dB)
	
	

	      eutra-blackListedCellList[n]
	Not present
	
	

	      eutraDetection[n]
	TRUE
	
	

	    }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	1 entry
	Dummy entry
	Band > 64

	      earfcn[1]
	0
	
	

	      measurementBandwidth[1]
	Not present
	
	

	      priority[1]
	4
	
	

	      qRxLevMinEUTRA[1]
	-53 (-106 dBm)
	For signalling test cases
	

	
	-70 (-140 dBm)
	For RF/RRM test cases
	

	      threshXhigh[1]
	2 (4 dB)
	
	

	      threshXlow[1]
	1 (2 dB)
	
	

	      eutra-blackListedCellList[1]
	Not present
	
	

	      eutraDetection[1]
	TRUE
	
	

	    }
	
	
	

	    v920NonCriticalExtensions SEQUENCE {
	
	
	QBASED

	      va80NonCriticalExtensions SEQUENCE {
	
	
	Band > 64

	        vb30NonCriticalExtensions SEQUENCE {
	
	
	

	          vb50NonCriticalExtensions SEQUENCE {
	
	
	

	            sysInfoType19-vb50ext SEQUENCE {
	
	
	

	              numberOfApplicableEARFCN
	0
	
	

	              eutra-FrequencyAndPriorityInfoExtensionList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	
	
	

	                earfcn
	Downlink EARFCN under test

For Signalling test cases, see table 6.3.1.7-1
	
	

	                measurementBandwidth
	Set according to EUTRA band ChBw in Table 5.6-1 of TS36.104.
	
	

	                 priority
	4
	
	

	                 qRxLevMinEUTRA
	-53 (-106 dBm)
	For signalling test cases
	

	                 threshXhigh
	2 (4 dB)
	
	

	                 threshXlow
	1 (2 dB)
	
	

	                 qqualMinEUTRA
	Not present
	
	

	                 threshXhigh2
	Not present
	
	

	                 threshXlow2
	Not present
	
	

	                 eutra-blackListedCellList
	Not present
	
	

	                 eutraDetection
	TRUE
	
	

	              }
	
	
	

	            }
	
	
	

	            vb80NonCriticalExtensions SEQUENCE {}
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sysInfoType19-v920ext SEQUENCE {
	
	
	

	        utra-PriorityInfoList-v920ext SEQUENCE {
	
	
	

	          threshServingLow2
	7 (7dB)
	default value is 0
	

	        }
	
	
	

	        eutra-FrequencyAndPriorityInfoList-v920ext (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	
	
	

	          qQualMinEUTRA[n]
	-20 (-20dB)
	
	

	          threshXhigh2[n]
	5 (5dB)
	
	

	          threshXlow2[n]
	5 (5dB)
	
	

	        }
	
	
	

	    v920NonCriticalExtensions SEQUENCE {
	
	
	Band > 64

	      va80NonCriticalExtensions SEQUENCE {
	
	
	

	        vb30NonCriticalExtensions SEQUENCE {
	
	
	

	          vb50NonCriticalExtensions SEQUENCE {
	
	
	

	            sysInfoType19-vb50ext SEQUENCE {
	
	
	

	              numberOfApplicableEARFCN
	0
	
	

	              eutra-FrequencyAndPriorityInfoExtensionList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	
	
	

	                earfcn
	Downlink EARFCN under test

For Signalling test cases, see table 6.3.1.7-1
	
	

	                measurementBandwidth
	Set according to EUTRA band ChBw in Table 5.6-1 of TS36.104.
	
	

	                priority
	4
	
	

	                qRxLevMinEUTRA
	-53 (-106 dBm)
	For signalling test cases
	

	                threshXhigh
	2 (4 dB)
	
	

	                threshXlow
	1 (2 dB)
	
	

	                qqualMinEUTRA
	Not present
	
	

	                threshXhigh2
	Not present
	
	

	                threshXlow2
	Not present
	
	

	                eutra-blackListedCellList
	Not present
	
	

	                eutraDetection
	TRUE
	
	

	                }
	
	
	

	              }
	
	
	

	              vb80NonCriticalExtensions SEQUENCE {}
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      }
	
	
	

	      nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	}
	
	
	


	Condition
	Explanation

	QBASED
	See the definition below table 4.4.3.2-3.

	Band > 64
	If band > 64 is selected


