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	Other comments:
	


4.7B
Default UTRA message and information element contents

4.7B.1
UTRA RRC messages

<TEXT SKIPPED>
–
MEASUREMENT CONTROL

Table 4.7B.1-3: MEASUREMENT CONTROL

	Derivation Path: 25.331, clause 10.2.17

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	Arbitrarily selects an unused integer between 0 to 3
	
	

	Integrity check info
	
	
	

	        - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	
	

	Measurement Identity
	3
	
	

	Measurement Command
	Setup
	
	

	Measurement Reporting Mode
	
	
	

	    - Measurement Report Transfer Mode
	Acknowledged mode RLC
	
	

	    - Periodical Reporting/Event Trigger Reporting Mode
	Event trigger
	
	

	Additional measurement list
	Not present
	
	

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	    - CHOICE Inter-RAT measurement objects
	E-UTRA frequency list
	
	

	        - CHOICE E-UTRA frequency removal
	Remove no frequencies
	
	

	        - New frequencies
	
	
	

	            - E-UTRA carrier frequency
	Downlink EARFCN of E-UTRA Cell
	
	

	            - E-UTRA carrier frequency
	65535
	
	Band > 64

	            - EARFCN extension
	Downlink EARFCN of E-UTRA Cell
	
	Band > 64

	            - Measurement bandwidth
	Same downlink system bandwidth as used for E-UTRA Cell
	
	

	            - Blacklisted cells list
	Not present
	
	

	    - Inter-RAT measurement quantity
	
	
	

	        - Measurement quantity for UTRAN quality estimate
	
	
	

	            - Filter coefficient
	0
	
	

	            - CHOICE mode
	FDD
	
	FDD_UTRA

	                - Measurement quantity
	CPICH Ec/N0
	
	

	                - Measurement quantity
	CPICH RSCP
	For signalling tests cases.
	

	            - CHOICE mode
	TDD
	
	TDD_UTRA

	                - Measurement quantity
	Primary CCPCH RSCP
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Measurement quantity
	RSRP
	
	

	            - Filter coefficient
	0
	
	

	    - Inter-RAT reporting quantity
	
	
	

	        - UTRAN estimated quality
	FALSE
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Reporting quantity
	both
	
	

	    - Reporting cell status
	Not present
	
	

	    - CHOICE report criteria
	Inter-RAT measurement reporting criteria
	
	

	        - Parameters required for each event
	1 entry
	
	

	            - Inter-RAT event identity
	Set according to specific test.
	
	

	            - Threshold own system
	-66 dB
	
	

	            - W
	0
	
	

	            - Threshold other system
	-55 (-80 dBm)
	When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]
	

	            - Hysteresis
	0
	
	

	            - Time to trigger
	10 ms
	
	

	            - Reporting cell status
	
	
	

	                - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	                  - Maximum number of reported cells
	2
	
	

	    - Idle Interval Information
	Not present
	
	

	CELL_DCH measurement occasion info LCR
	
	
	LCR_TDD_UTRA

	· cellDCHMeasOccasionSequence
	1 entry
	
	

	-  Pattern sequence identifier
	0
	
	

	- Status Flag
	activate
	
	

	- Measurement purpose
	'00001'
	
	

	- Measurement occasion pattern sequence parameters
	
	
	

	- k
	3
	
	

	- Offset
	0
	
	

	- M_Length
	1
	
	

	- Timeslot Bitmap
	Not Present
	
	

	DPCH Compressed mode status info
	Not Present
	
	FDD_UTRA AND NOT Compressed_mode

	DPCH Compressed mode status info
	
	
	FDD_UTRA AND Compressed_mode

	    - TGPS reconfiguration CFN
	(Current CFN + (250 – TTI/10msec)) mod 256
	
	

	    - Transmission gap pattern sequence
	1 entry
	
	

	        - TGPSI
	1
	
	

	        - TGPS Status Flag
	activate
	
	

	        - TGCFN
	(Current CFN + (252 – TTI/10msec)) mod 256
	
	

	DPCH Compressed mode status info
	Not present
	
	TDD_UTRA


	Condition
	Explanation

	FDD_UTRA
	FDD UTRA cell environment

	TDD_UTRA
	TDD UTRA cell environment

	LCR_TDD_UTRA
	LCR  TDD UTRA cell environment

	Compressed_mode
	The UE Support of Compressed mode (TS 36.523-2 table A.4.4-1/28).

	Band > 64
	If band > 64 is selected


–
MEASUREMENT REPORT

Table 4.7B.1-4: MEASUREMENT REPORT

	Derivation Path: 25.331, clause 10.2.19

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	Integrity check info
	
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	
	

	Activation time
	(256+CFN-(CFN MOD 8 + 8)) MOD 256
	
	

	Measurement identity
	3
	
	

	Measured Results
	Not present 
	
	

	Measured results on RACH
	Not present 
	
	

	Additional measured results
	Not present 
	
	

	Event results
	Not present 
	
	

	Inter-RAT cell info indication
	Not present 
	
	

	E-UTRA Measured Results
	
	
	

	    - E-UTRA measured results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	
	
	

	        - Measured E-UTRA cells
	1 entry
	
	

	            - Physical Cell Identity
	PhysicalCellIdentity of E-UTRA Cell 
	
	

	            - RSRP
	Set according to specific test.


	
	

	            - RSRQ
	Set according to specific test.


	
	

	E-UTRA Event Results
	
	
	

	    - Inter-RAT event identity
	Set according to specific test.
	
	

	    - E-UTRA events results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Downlink EARFCN of E-UTRA Cell
	
	

	        - E-UTRA Carrier Frequency
	65535
	
	Band > 64

	        - Reported cells
	1 entry
	
	

	            - Physical Cell Identity
	PhysicalCellIdentity of E-UTRA Cell
	
	

	    - E-UTRA events results extension list
	
	
	Band > 64

	        - EARFCN extension
	Downlink EARFCN of E-UTRA Cell
	
	


	Condition
	Explanation

	Band > 64
	If band > 64 is selected


